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Gas separation membranes

1.1.

Introduction

Membranes
The concept of separating gases with polymeric membranes is more than 150
yearsold. The firstpublications related to gas separationmembranesare
addressed to Mitchell [1,2] and Graham [3]. Mitchell observed that natural rubber
balloons filled with hydrogen gas descended after a period of time. He attributed
this phenomenon to gas release by diffusion through the balloon wall. Graham
repeated Mitchell's experiments with films of natural rubber and made the first
quantitativemeasurements
of therate of gas permeation.However, the
widespread use of gas separation membranes has occurred onlywithin the last 20
years. A breakthrough was the introduction of the Prism membrane system of
Monsanto in 1979 [4]. These membranes were used for the recovery of hydrogen
from process streams in the ammonia synthesis..Since that time, the market for
gas separation membranes has expanded enormously. A nice review on the
development of gas separation membranes on the market that expanded into
more demanding areas is given byKoros and Fleming [5].
Although membranes have proven their usefulness, membrane technology has
to compete with conventional techniques such ascryogenics, adsorption and
absorption processes, for examplepressureswingadsorptionandamine
treatment [6-91. Commercialization depends on the development of membranes
with sufficient productivity and separating ability to make them economically
attractive in industrial applications. Advantages of membranes are low capital
investment, ease of operation, low energy consumption, cost effectiveness even
at low gas volumes and good weight and space efficiency [6,7]. The latter, for
example, comes to the credit of membranes in natural gas cleaning on offshore
platformsorenvironmentallysensitive
areas. For thisapplication,amine
treatment is still an efficient method, but the amine units are large and heavy.
Despite all theadvantages of membranes, it isstill difficult tointroduce
membranes on a marketwherepeopleare
familiar withtheconventional
separation techniques. But given the number of commercial-scale membrane
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suppliers [6,10], there is a growing acceptance of membranes in industry. And . -,'
considering the recent reviews and books [5,11-15] appeared on polymeric gas
separationmembranes over the last five years, thereis also a tremendous . .
progressinthe
theoretical and experimental aspects of thegasseparation
.
technology'

Membranes can be classified on &e basis of their morphology or the separation
process [16]. Current gas separation membranes are thin dense films, integrally
skinned asymmetric membranes or composites mainly prepared from glassy
polymers [Q]. Asymmetricmembraneshave a dense toplayer and a porous
substructure and are formedby a phase inversion process[l'/. Composites have a
dense toplayer and a porous substructure. The toplayer is created in a separate
step for example by coating. In both cases, the permselective top layer should be
as thin as possible (<l pm) to achieve a high flux. The substructure should have
goodmechanical strengthwith negligible gas transport resistance. Thin
polymeric films by themselves are too weak to withstand the high differential
gas pressures required in gas separation operations. Membranes with a support
layer are therefore the most applied ones.The advantage of a composite
membrane is that the toplayer and the support can be optimized separately.
Membvaze processes
The research described in &is thesis has mainly been concentrated on the
separation of carbon dioxide and methane. In this field, three major applications
are distinguished [6,18]:

Enhanced Oil Recovery (EOR)
In enhanced oil recovery, the gas stream exits the field at high pressures,
frequently at pressures up to 140 bar. Carbon dioxide is usedas injection medium
into existing oil fields to increase the oil production. The oil is easily driven to
the surface, because its viscosityis lowered by the dissolved COP Simultaneously
with the oil, casing head gas' is produced. This gas contains a variety of
hydrocarbons including substantial amounts of methane and is mixed with C 0 2
at the well. Concentration levels of 40 to 90 mol % carbon dioxide are achieved
[s]- The CO, must be removed to utilizethe hydrocarbons. In this application, the
natural gas as well as the carbon dioxide is the desired product, to be used
respectively as fuel or for reinjection. In the latter case, a purity of 95 moI O/! is
often sufficient to maintain the solvent power of C Q .

Natzrral gassweetening
Natural gas sweetening processes remove C02 from high-pressure methane
stemming from natural gas wells. Many natural gas streams are available at
pressures in the range of 28 to 83 bar [19]. Membranes are often used in
combination with traditional gas separation processes1161. The bulk of CO2 can be
gas with membranesandthe
final purification to
separatedfromtheraw
pipeline quality gas can be performed by for example an amine absorption

. .
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process. Such hybrid processes take advantage of both processes that neither
process could achieve separately. For example, a capacity increase of an existing
amine plant can be achieved by integrating a membrane unit. One can also think
about reduction of the operating costs of the amine unit that can be downsizedif
most of the C02 is removed.
CO2 recovery from landfill gas
Landfill gas is produced at atmospheric pressures resulting from decomposition
of organic material under anaerobic conditions. This biogas contains 40-45 mol %
COz,54-59 mol % CH4, some water vapour (l”/),nitrogen (4%), oxygen (170)
and
traces of H2S and halogenated hydrocarbons (CFC). When the landfill site is
covered, the gas can be collected for use.A possibility is the upgrading of CH4 for
use in the local gas distribution system [20,21]. For this application the toxic trace
components HzS and CFC are removed first by an adsorption process. The
remaining gas stream is fed to a membrane system and is often compressed to
higher pressures, up to 35 bar, to enhance membrane efficiency.

Research objectives

As can be concluded fromthe examples for C02/CH, separation applications, the
processconditionsareharsh.
The high feed pressuresrequiremembrane
materials that can withstand these conditions. Furthermore, a high total feed
pressure also implies a high partial CO2 pressure. It is known that C02 acts as a
plasticizer at elevated pressures [22,23]. The absorbed gas weakens the polymer
material, which results in a decrease of the separating ability of the membrane.
This thesis focuses therefore on two topics:
(1) understanding of C02-induced plasticization on a molecular level,
(2) identifying methods to suppress plasticization.

With this knowledge a good membrane material can bedeveloped for the
separation of carbon dioxide and methaneat high feed pressures.
In the next section, a definition of a gas separation membrane and the basics of
gas transportare given. A brief summaryabout polyimides asmembrane
material is given in the third section. Because of the harsh process conditions,
there is a demand for new membranematerials.Polyimidesaregood
alternatives for polysulfone and cellulose acetate which are currently used.
Additional to the good gas separation properties, polyimides also show good
mechanical,chemical
andthermal
stability.Despite
of theirimproved
performance, the polyimides of interest are highly susceptible to plasticization.
Therefore, C02 inducedplasticizationphenomenaare
studied. A brief
introduction on phenomena related to plasticization is given in the fourth
section. A more extensive description will be given in Chapter 3. The fifth
section finally will summarize the scope of this thesis.
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Definition of a membrane
The most important part of a membrane separation process is the membrane
itself. Looking in the published literature, it still seems to be difficult to find m
exact definition of a membrane. This is because of the large application area of
membranes, not only in gas separation but also in for example purification of
liquids. A general definition for gas separation is: “A membrane is a barrier
material. through which one component of the feed mixture permeates much
easier than the others, which leads to a separation of the components”. More
comprehensive definitionsare collected by Londsdale[24].
Parameters describing membrane performance
To compare membrane properties, two characteristic parameters are given for
the performance or efficiency of a gas separation membrane [N]:
- The flow or flux (J) through the membrane, which is the amozrnt of gas that
permeates through the membrane per unit of time and unit of surface area. A
specific measure of the gas permeation through a membrane is quantitatively
expressed bythe permeability coefficient(P).
- The Separation factor (a),
which is a measure of the separating ability of the
membrane.
Gases diffuse through a nonporous membrane due to a chemical potentia1
gradient expressed as a concentration gradient across themembrane. This
concentration gradient is the driving force needed for transport. Fick’s first law
generally describesthis transport of gases well. The flux
can be expressedby:

where D is the diffusion coefficient and dCi/dx the concentration gradient of a
component i inthe membrane. The equilibriumconcentration (Ci) of a
penetrant i in a polymeris related to its ambient pressure (pi) by:

ci = si

pi

where Ji is the gas flux through the membrane of component i, Di the diffusion
coefficient, Ci,o and Ci,c the concentration at, respectively, the upstream and
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downstream side of the membrane, Si the solubility coefficient, pi,o and pi,[ the
pressure at, respectively, the upstream and downstream side of the membrane
and Q the membrane thickness. The product DiSi is the basic equation for the
permeability (Pi) of component i:
Pi

Di .Si

If the permeabilities of a gas pair are known, the ideal selectivity (atj) of the
membrane is given by the ratio of the individual permeabilities:

This ideal selectivity (denoted by an asterix) depends only on the nature of the
gas-membrane system under consideration and the temperature [25].
The separation factor (Ctij) is given by the mole fractions of both components at
the downstream (permeate) and upstream (feed) side:

where X is the mole fraction and the superscripts (p) and (f) refer to the feed and
permeate, respectively. The separation factor is related to the ideal selectivity as
given in Equation 1.7.
.+ (x;pf-xTpP) x;
aij = aij .
(x; pf- pp) x;

x:

If the gases do not interact strongly with each other and with the membrane
material and the permeate pressure is kept close to zero, the separation factor
will be essentially equal to the ideal selectivity.
Solution-diffusion model
Equation (1.4) is a simplified description of the solution-diffusionmechanism for
gases through homogeneous dense membranes first postulated by Graham [3].
According to this model, transport occurs in three successive steps: sorption of
the penetrant at the feed side of the membrane, diffusion through the membrane
and desorption at the permeate side. However, transport is not as easily described
as written here. Equation (1.4) is given for ideal systems, for example for gases
that have no interactions with the membrane material, such as 0 2 , NZ, H2 and
He at sufficiently low pressure. The solubility and diffusivity coefficients are
often complex functions of many variables, in particular for gases such as carbon
dioxide. In general, the diffusion coefficient and the solubility coefficient are
functions of temperature and penetrant concentration or pressure.
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Diffusion through nonporous membranes is possible because of the existence of
free volume [26,271. These “empty spaces” in the polymer matrix are possible
sorption sites for gas molecules. The po1yn-w segments surrounding a sorbed gas
molecule can displace by thermal fluctuations- If the displacement is large
enough, the trapped molecules jump from one cavity to another in the direction
of theconcentrationgradient
1728,291. With ComputerAided
Molecular
Modelling the migration of penetrant molecules can be simulated- And as
shown by Smit C301 and Gusev et al. [311,diffusion takes place via a discrete
jump
mechanism.
Tne transport mechanism is mainly influenced by the molecular structure of the
polymer itself- Shortrange motions in the polymer chains, such as chain
bending, bond rotation and phenyl ring
flips allow penetrant molecules to
proceed into the direction of the lower chemical potential. In contrast to rubbery
polymers, which have flexible chains, free segmental rotations of the polymer
chains are restricted in the glassy state. The arresting of segmental motions
during cooling through the glass transition region creates additional fixed holes
or microcavities within the material. This is the reason of the nonequilibrium
state of a polymeric glass. The additional free volume, also caIled excess or
unrelaxed free volume, is actually due to a state of lower polymer density. Glassy
polymers are therefore able to discriminate between penetrants on the basis of
their sizes and shapes, which contributes to an enhanced selectivity compared to
rubbery polymers.
The solubility coefficient indicateshow much gas can be absorbedby the polymer
membrane and depends on the condensibility as well as physical interactions of
thepenetrantswiththeparticularmembranematerial.Thesolubility
is
determined via the concentration of the sorbed gas per unit polymer volume.
The concentration as a function of pressure and at constant temperature shows a
sorption isotherms with a characteristic shape that is concave to the pressure
axis. Different models are available to describe the sorption of gases in glassy
polymers. They all have in comrnon that they try to describe the concave shape
of the isotherm.
Souptition models
Here only a few examples of sorption models will: be given.A detailed overview
of the existing models can be found in the literature [32-441. All models have
their advantages as wel€ as disadvantages. To be able to discriminate between the
variousmodelsdescribing
gas transportin homogeneous membranes, an
intensive study is necessary. This has not been done, becauseit is not the purpose
of this thesis to ver* the validity of the existing models.
The first and most widely used model is the dual-mode sorption model [32]. In
this model, two different sorption mechanisms are distinguished: sorption in the
homogeneous densified matrix described by Henry’s law andsorptionin
microcavities ”frozen’’ into the polymer matrix obeying a Lan,omuir type of
sorption. Equation (1.8) describes the total concentration of component i (Ci)
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sorbed by the polymer at equilibrium:

where C~,Dis the concentration of component i sorbed in the Henry mode, C~,H
the concentration of component i sorbed in the Langmuir mode, ki,D the Henry's
law or solubility constant, pi the pressure, C;,H the Langrnuir capacity factor and
bi the hole affinity constant of component i.
This model initially assumed a complete immobilization of the gas molecules
sorbed in the Langmuir mode. However, Petropoulos [33] and later Koros and
Paul 11341 made plausible that these molecules were only partially immobilized.
Therefore, the exented dual-mode sorption model assumes two distinct diffusion
coefficients, Di,D and Di,+ characterizing the mobility of component i in the
Henry and Langmuir domains, respectively. Combination of this assumption
with the general solution-diffusion equation and Equation (l$),Petropolous and
Koros and Paul derived an equation for the permeability (Pi) of component i as a
function of pressure. The approach of Koros and Paul is given in Equation (1.9)
because this one has been applied more extensively [35].

The only difference in the two approaches is that Petropoulos suggested a driving
force based on chemical potential, whereas Koros and Paul used a concentration
gradient. The equation for the overall permeability also differs slightly. But, both
show a decreasing permeability as a function of pressure, which approaches a
limiting value (ki,DDi,D) as
pi -> 00.
In fitting the concentration of gas sorbed as a function of pressure, the dual-mode
sorption theory is so successful becauseit consists of only three fitting parameters
(kD, C', and b) which will in most cases result in a good fit. There is some
criticism about the validity of the underlying assumptions of the dual-mode
theory. For example, no experimental evidence has been found yet
for the
existence of two distinct modes [49-511. Furthermore, no interactions between gas
andpolymerareassumed.
This is not likely in case of highsorptionor
plasticization. There are modifications developed to account for this problem,
but the theory remains a phenomelogical one without much predictive value.
An alternative of the dual-mode theory, which indeed accounts for gas-polymer
interactions, is the gas-polymer-matrix model proposed by Raucher and Sefcik
[36]. A single sorption site is assumed to exist and the equation relating the
sorption to the applied gas pressures contains only two parameters. However, it
seems difficult to correlate the parameters with gas properties in a meaningful
way. Kirchheim [37,38] describes sorption in glassy polymers by assuming a
Gaussian distribution of free volume hole sizes. He uses Fermi-Dirac statistics to
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calculate the fraction of these sites that are occupied at a given pressure.
A completely different approach of describing the sorption behaviour of gases in
glassy polymersare the Flory-Huggins based models. The Flory-Huggins theory
is
developed for sorption of liquids. This theory can also beapplied for gases, if it is
assumed that the gas in the polymer matrix behaves like a liquid. Examples are
the Flory-Huggins model of Vrentas and Vrentas C391 based on the penetrantinduced glass transition temperature depression, the elastic strain corrected
lattice model of Bitter c401 and the thermodynarnic model of Lipscomb [41]
accounting for elastic deformation. Barbari and Conforti [42] developed a latticebased activity coefficient model for glassy polymer. They combined
sorption and
dilation data to determine the parameters needed.

des as membrane material
Current commercially available gas separation membranes are prepared from
various polymers, such as cellulose acetate and polysulfone [b]. These polymers
areused because of their commercial availability andtheir processability
combined with acceptable gas separation properties. In particular for C02/CH4
separations better membrane performances are required. The ideal membrane
has a high selectivity combinedwith a high permeability. This can be achieved by
developing new tailor made polymers. Rigid aromatic glassy polymers, such as
polycarbonates,polyetherimides,sulfonatedpolysulfones,polyamides,
polyamideimides and polyimides are the new generation polymers- In particular
polyimides are of interest. Ube already manufactures polyimide membranes,
which are also utilizedin COZ/CH* separations [52].

PMDA

BPDA

Figanre L1. Chemical structure

of polyimides with a selection of substituents.
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Aromatic polyimides are formed in a polycondensationreaction of a dianhydride
with a diarnine [53-551. This is a two-step process. In the first step, a tetracarboxylic
acid dianhydride is added to a diamine solution leading to a polyamic acid. In the
second step, the actual imidization takes place by extended heating at elevated
temperature (thermal imidization) or by treatment with chemically dehydrating
agents (=chemical imidization). The acronyms identifying the polyimides refer to
the dianhydride (first part) and the diamine (second part).
Structure-property relationships
Polyimides are preferable to the many other polymers, because they combine
higher selectivities with high permeabilities. The typical trade-off between
productivity and selectivity is clearly seen in Figure 1.2. The data are obtained
from the literature [13,15,56-591.

GFDA-based
polyimides -

Ideal

C02/CH4
Selectivity

2

75-A'

50 -

A

A

** *

25 PP0

o

' '

0.1

' '

'''lltl

1

' l t l p l '

' '

10
1000

' I t t t n 1

' '

'''LL

100

C O2 Permeability (Barrer)

Figure 1.2.

CO2 perlneabilitiesand
ideal C O 2 / C H 4 selectivities a t 35 "C and 10 atnz in
various
polymers
[13,15,56-591.
Polyinzides:
PMDA-based
(open
triangles),
BPDA-based
and GFDA-based (closed diamonds)polyimideswith
1.
(circles),.BTDA-based(opensquares)
PDMA-ODA, 2. BPDA-ODA, 3. GFDA-ODA. (The cross refers to BTDA-DAPI (Matrimid 5218)).

The ideal selectivity is plotted versus the CO2 permeability. Usually, polymers
with a high, selectivity have a low permeability and vice versa. It was thought
that polyimides are an exception to this rule, in particular the 6FDA-based ones.
However, the inverse permeability and selectivity relationship still holds but at
higher values than for the conventional polymers.
Much research has been done on polymer synthesis to control productivity and
selectivity. Fundamentalstudiesonstructure-permeabilityrelationshipsare
carried out within different polymer families, such as polyimides [5,11,29,56-591
but also polyamide-imides [60], polyetherimides [61,62], polycarbonates [63,64],
polysulfones [65,66], polyoxadiazoles and polytriazoles [67,68]. The chemical
structure is systematically altered by the substitution of selected functional groups
in the polymer chain and the gas permeabilities are determined. These studies
are based on the pioneering work of Hoehn [691. He stated that polymers which
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are useful for gas separation should meet the following criteria concaning their
repeat unit of the main chain: rigid submits connected by nonlinear bonds,
bondswithrestrictedrotationandanoverallchemicalstructureof
predominantly aromatic character. To achieve this the most important factors
one can vary, by varying the chemical structure, are chain stiffhess and packing
density. Chain stiffness influences intrasegmental (rotational) mobility and
packing density influences the intersegmental spacing. A trade-off should be
found in inhibition of chain mobility resulting in higher selectivities due to a
molecular sieve mechanism and inhibition of chain packing resulting in higher
permeabilities due to an increase in free volume. The bulky -€(CF& groups in
the dianhydride structure of the QFDA-based polyirnides meet both conditions.
This is why the 6FDA-based polyimides are more permselective than other
polyimides with comparable permeabilities.
However, improving the permeability and selectivity by altering the chemical
structure has only limited success, as shown by Robeson [701. Permeability data
were taken from over 300 references and included various glassy as well as
rubbery polymers. His plotsof log(cti,j) versus lOg(Pi) fordifferent gaspairs i and j
yield an upper bound. This upper bound is an imaginary linear line on the loglogplot abovewhichvirtually
no data exist. Furtherstructure-property
optimization of polymers will shift the upperbound relationship slightly higher,
but the inverse permeability-selectivity trade-off is expectedto remain the same.
It is beyond the scope of this thesis to discuss the many types of structural
modifications of polyimides and their effect on gas separationproperties.
Although these studies are a large step forward in understanding structural
contributionsto gas separationproperties, these effects are stilllargely
unpredictable and sometimes unexpected. They also may vary considerably from
one type of polymer to the other. And more important, a polymer exhibiting the
ideal gas separation properties may be useless as it is not easily converted into a
cost effective membrane[lij.
Only little research has been reported in the literature on the development of
(asymmetric) membranes usable for real applications [71-751- Most field tests on
C02/CH4 separations with polyimide membranes reported concern tests with
excisting Ube-membranes [76-791. These membranesarepreparedfromthe
polyimides BPDA-ODA,BPDA-MDA and BPDA-PDA used as blends or as
copolymers. The exact combinations are kept proprietary by Ube- Known Ube
f i h s prepared from singular polymers are Upilex R (BPDA-OPA) and Upilex S
(BPDA-PDA), Kapton (PMDA-ODA) is a polyimide film manufacturedby
Dupont.

Po kyimide Matrimid 5218
Most polyimides of interest are synthesized on laboratory scale, that is in small
quantities. To make a comparison of data possible generated during the whole
project, polymerfromthesame
batch is preferred. It was fierefore found
necessary to search among the few commercial available polyimides. Matrimid
5218 manufactured by Ciba-Geigy was then selected as model polymer. It is a
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solublethermoplasticpolyimideandconsists
of 3,3'-4,4'-benzophenone
tetracarboxylic dianhydride (BTDA) and diaminophenylindane(DAPI) [SO]. In the
synthesis of the DAPI monomer two isomeric products are obtained. The final
polyimide is therefore a mixture of the 6-amino and 5-amino isomers ofDAPI.
The chemical structure of the Matrimid monomer is given in Figure 1.3.

L
Figure 1.3. Chemicalstructure

CH,

of theMatrimid

CH,

-n

monomer unit.

This polyimide is fully imidizedduringmanufacturing and is soluble in a
variety of common solvents, suchas N,N-dimethyl-acetamide(DMAc),Nmethylpyrrolidone (NMP),N,N-dimethylformamide(DMF),chloroform
and
methylene chloride. It is believed that the phenylindane ring
system is the
reason for the extremely high solubility [80,81].
The C02/CH4 gas separation properties are given in Figure 1.2 indicated by the
cross. Matrimid is notaspermeable
as the 6FDA-polyimides of interest.
However, in the same way as 'the 6FDA-polyimides, it has a high tendency to
plasticize and is therefore a useful candidate to demonstrate possible effects of
suppressing plasticization. Matrimid is originally developed for useinthe
microelectronic industry [82], but has also found its use as material for gas
separationmembranes [83-861. Inthepatentliterature
only gas separation
properties based on pure gas permeation experiments are reported. Possible C02plasticization phenomena are not known or not mentioned.

1.4.

Plasticization
phenomena

Plasticizers generally are organic liquids of low volatility. About 80% of all
plasticizers are used in polyvinylchloride (PVC) [87]. They are used to facilitate
internal motion of'the molecular chains to improve the flexibility of PVC. In the
polymers decribed in this thesis, carbon dioxide acts as plasticizer. Although its
plasticizing behaviour is unwanted in C02/CH4 separations, it can also have a
practical effect. For example, in the incorporation of additives in polymers, high
pressure CO;! increases the sorption of the polymer-soluble compound whose
diffusion into the polymer alone is kinetically limited [SS]. In such applications,
the polymer film is exposed simultaneously to substance to be incorporated and
C02 under high pressure. The C02 rapidly diffuses into the polymer, plasticizes it
and accelerates the absorption of the additive. Upon release of pressure, the C02
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desorbes quickly, which reduces the degree of plasticization and hence the
diffusivity of theadditive.With
fhis method, theadditive is effectively
"trapped" in the polymer. Another example where the C02 plasticizing ability
can be used is in gas separation itself. By preswelling the membrane with high
pressure C02 (conditioning), it is possible to increase its permeability without
seriously reducing the selectivity [89]. The membrane is swollen to a plasticized
state for a certain time. Subsequently, the C02 is exchanged with another gas
without applying a vacuum. The exchanged gas does not show conditioning
effects itself. When the exchanged gas has sufficient solubility, such as methane
or air, an increased permeability induced by
C02 conditioning could be retained.
l
ñ many cases, however, plasticization phenomena are not desired. For example
in the food packaging industry. Plastic fllms, such as ethylene vinylalcohol, are
used as barrier materials to keep oxygen away from the food. Upon storage,
water
vapour starts to plasticize the material and simultaneously reduces the resistance
to oxygen permeation[90].
In the following, the CO2 plasticization phenomena observed in C02/CH4
separationsare briefly presented, A more extented description aboutthe
explanations found in the literahre are given in Chapter 3.
G02-induced plnsiticization effects
In single gas permeation, most glassy polymersshow a minimum in the
permeabilities as a function of partial C02 pressure. This phenomenon is
illustrated for a Matrimidf
ilm in Figure 1.4. The permeabilityfirst decreases with
increasing pressure and then increases with further increase of carbon dioxide
pressure. T h & decrease in permeability at low pressures stems from a decreasing
solubility with increasing pressure.
The increase of permeability with increasing pressure is typical for plasticization
and cannot be described by the existing dual-mode model. The permeability
increase results from a high C02 concentration in the polymer fih that disrupts
chain packing. The free volume of the polymer matrix increases, which results
in an increased segmental mobility and, hence, permeability- The pressure
corresponding to the minimum permeability is called the plasticization pressure,

"
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Figure 1-4.
CO2 permeability as a firnction of pressure for n Matrimid film at 35 "C
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which correlates to the minimum amount of carbon dioxide necessary to induce
plasticization. In case of the Matrimid example, the plasticization pressure is 15
mentioned explicitly, because the
bar at 35 "C. The temperaturemustbe
plasticization pressure depends on temperature as will be shownin Chapter 2.
Another phenomenon attributed to the carbon dioxide plasticization is the timedependency of the permeability at pressures above the plasticization pressure [91].
This behaviour is shown for the Matrimid film in Figure 1.5, in which the
relative C02 permeability at 30 bar is given asa function of time.
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Figure 1.5. Relative CO2 permeability
film at 30 bar and 35 "C.
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All permeabilities at time t, P(t), are divided by the permeability determined after
1 minute (=Pinitial). The relative increase of the permeability is more than 40%
after 8 hours and does not reach a steady-state value within the experimentation
time. In our laboratory, similar experiments have been carried out earlier over a
longer time period. Also 30 bar carbon dioxide was applied on a Matrimid film
andthree 6FDA-based polyimide films for 18 hoursandnosteady-state
permeabilityvalueswere
reached withinthattime
[92]. Eventually, the
permeability may reach a steady-state value. This process, however, may take
several days [89].
These plasticization phenomena significantly effect the membrane performance
in C02/CH4 separation processes. In a C02/CH4 mixture, the highly sorbed
carbon dioxide causes such an increase in free volume that the film starts to
permeatemethaneat
a larger extent. Themembrane looses its selectivity,
because it cannot discriminate anymore on a basis of size and shape. It is said that
the molecular sieve mechanism is lost. When the selectivity is determined as a
function of feed pressure, a decrease in selectivity is observed.It was thought that
this could be attributed to CO2 plasticization. However, this is not true in all cases
as will be illustrated with the help of Figure 1.6.
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Figure 1.6. Comparison of theselectivity as a function of total feed presszrre
of a 25/75 mol % CO2/G& mixture and a 55/45 mol % C 0 2 / C H 4
mixture for a Matrimid fizm at 35 "C.
The selectivity as a functionof feed pressure of a 25/75 mol(Xo C02/CH4 mixture
and a 55/45 mol YO mixture for Matrimnid is given. In both cases the selectivity
decreases with increasing pressure.A decreasing selectivity is actually expected as
the dual-mode sorption theory is considered. At lowerpressures the permeability
of CO2 and CH* decreases with increasing pressure, because the solubility
decreaseswithincreasingpressure.
And because thedecrease
is more
pronounced for CO2 than for CH4, the selectivity decreases.This behaviour must
not be confused with plasticization, as the partial CO2 pressure Ï n the mixture is
not high enough to induce plasticization. As was shown in Figure 1.4, a partial
CO2 pressure of at least 15 bar is necessary to induce plasticization.In case of the
25/75 mol % mixture the plasticization pressure is not reached at all in the
pressurerange examinedin Figure 1.6. Withfurther increase of the feed
pressure, the dual-mode sorption model predicts a constant selectivity because
both gases will then reach a constant permeability. In practice, this will not
happen because of plasticization. Also in the case of a 25/75 mol YO mixture the
plasticization pressure will eventually be reached at elevated pressures, above
the range explored here, and the selectivity will decrease further. It was beyond
the limits of the capacity of our permeation set-up to prove this experimentally.
Therefore, a 55/45 mol % mixture was used to demonstrate this further decrease
in selectivity due to plasticization. In this mixture, the plasticization pressure is
reached at a total feed pressure of 27.3 bar. Hence, the decrease in selec€ivity
abovethispressurecan
be attributed to plasticization. Normally, the €WO
contributions to the decrease in selectivity cannot be distinguished because the
plasticization pressure is not known. Therefore, an analysis of the (partial)
permeabilities is necessary in studying the CO2 plasticization behaviour and the
effects of suppressing plasticization on the membrane performance-
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Scope of this thesis

To prevent C02 plasticization, an understanding of the phenomenon is required.
l n e twomain objectives are: clarifying theplasticization mechanism and
searching for methods to suppress it. The phenomenon plasticization itself has
been well described in the literature, but it still seems to be difficult to find a
fundamental explanation. Furthermore, hardly any report has been found on
methods to suppress it. The plasticization problem can be approachedin different
ways. In understanding plasticization one can find possibilitiesto suppress it. But
the problem can also be considered vice versa. In identifying the possibilities to
suppress plasticization, an attempt may be done to understand C02-induced
plasticization.
m*

The experimentalmethods for film preparationandcharacterizationare
described in Chapter 2. Because glassy polymer films arenon-equilibrium
materials, film morphology may influence the plasticization behaviour ofCOZ.
The effect of castingsolvent
and film thicknessaretherefore
studied.
Furthermore, the influence of the temperature is discussed.
In Chapter 3 , C02-induced plasticization phenomena in glassy polymers are
discussed. The main theories found in the literature are presented. Furthermore,
permeation experiments are carried out on eleven different glassy polymers. The
main objective was to search for relationships between plasticization pressures
and the chemical structure of the polymer. The results are also explained in
terms of fractional free volume.
Crosslinking or blending a polymer highly susceptible to plasticization with a
polymer that does not plasticize may be two options to suppress plasticization.
Chapter 4 describestheresultsobtained
in crosslinkingMatrimidfilms
thermally. It discusses possible crosslink mechanisms and compares treated films
with untreated ones on the basis of single as well as mixed gas permeation.
Single gaspermeationdataarecombinedwithsorptionexperimentsto
determine dlfhsion coefficients. Again, treated films arecompared with
untreated ones.
Chapter 5 describes the influence of blending on plasticization. Matrimid has
been blended with polysulfone and P84 (copolyimide BTDA-Me4PDA(80%)/
MDA(2Oo/O)). Furthermore, Matrimid has been blended with an oligomer with
reactive acetylene groups. Upon heatingthis
oligomer polymerizes and
simultaneously forms crosslinks resulting in a semi-interpenetrating polymer
network. These blendedmaterialsarestudiedwithandwithoutfurther
treatment. All films are characterized by single and mixed gas permeation
experiments.
In Chapter 6 amorefundamentalinterpretationaboutthemechanism
of
plasticization and its suppression will be given. ,The treated as well as untreated
films arecharacterized by Fourier Transform Infrared (FTIR) spectroscopy.
Furthermore, FTIR experiments in the presence of C02 are carried out for an
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untreated Matrimid film and after it has been thermally crosslinked. For this
purpose the films are conditioned with CO,. Subsequently, the desorption of CO2
in time is recorded in the FTIR experiments,
Membrane process simulations with C02/CH4 gas mixtures are presented in
Chapter 7. The calculations are based on mixed gas permeation data obtained
withanuntreatedand
a thermally crosslinked Matrimid film. In practice,
membranes are packed into a module. In gas separation mainly two types are
used [QJ:
a hollow fiber module which contains abundle of small tubes and spiral
wound modules which contain flat sheets manufactured into a sandwich role.
For simplicity the module used in the process calculations is considered as a
black box. The results give information to what extent a treated film improves a
C02/CH4 gas separationprocess.

Langmuir sorption capacity for component i
concentration gas sorbed of component i
conc. gassorbed of comp. i in the Henry mode
conc. gas sorbed of comp. i in the Langmuir mode
Langmuir affinity constant
concentration of component i
concentration of component i on upstream side
concentration of component i on downstream side
diffusion coefficient of component i
mobility of component i in the Henry mode
mobility of component i in the Langrnuir mode
flux of component i
Henry's law constant of component i
permeability Coefficient of component i
pressure of component i
pressure of component i on upstream side
pressure of component i on downstream side
feed pressure
permeate pressure
solubility coefficient of component i
mole fraction of Component i or j in the feed
mole fraction of component i or j in the permeate

cdg-1
cm3( S P )/ (cm3)
cm3(STP)/(cm3)
cm3(STP)/(cm3)
cm3(STP)/(m3)
cm3(STP)/ (cm3)
cm3(S'PP)/(cm3)
cm3(STP)/ (cm3)
Cm2/S
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= separation factor of component i and j
= ideal selectivity of component i and j
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2
Experimental methods

2.1.

Introduction

Polyimides are selectedasmembrane material forgas separation because of their
significantly better permselective performance than membranes made from
conventional glassy polymers[l].However, a disadvantage of polyirnides is their
tendency to plasticize. To prevent plasticization, a fundamental understanding of
the phenomenon is required. Our research therefore focuses on understanding
plasticization on a molecular level andon identifyingmethods,suchas
crosslinking, to suppress plasticization. To carry out the first task, permeation
properties of different glassy polymers were characterized. Because of the limited
availability of different polyimides, also other glassy polymers are included.
Nonetheless, the results are useful for understanding plasticization. To perform
the second task, mainly the polyimide Matrimid 5218 is used. This polymer is
chosen as model polymer. Its gas separation properties are comparable with those
of polysulfone. It has the advantage that it is commercially available and soluble
in many common solvents. It was found possible to prepare a network structure
of Matrimid either by thermal treatment at 350 "C or by formation of a semiinterpenetrating polymer network with the oligomer Thermid FA-700. These
possibilities to change the polymer structure into a network make Matrimid
useful to demonstrate the effect of the modifications on the suppression of
plasticization.
This chapter describes all experimental methodsused to characterize the
properties of the polymer films used in Chapter 3 to 5. The different glassy
polymers selected are classified in groups by their chemical structure. From all
polymers, homogeneous dense films are prepared and characterized by single
and mixed gas permeation and sorption experiments. Furthermore, densities
and glass transitiontemperaturesaredetermined.
The effect of operating
temperature on the permeation behaviour is presented. And finally, the effect of
film morphology on plasticization is investigated by using different casting
solvents and varying film thickness to elucidate their effecton the plasticization.
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Polymer§
To investigate plasticization fundamentally, different glassy polymerswere
classified in groups by their chemical structure: All polymers used are listed in
Table 2.1.
The following reasons underlay the classification:
Group A consists of PSI?, PES and PEL AU three polymers have an ether linkage
in the polymer backbone in common. Moreover, PES is closely related to PSF
because both have a sulfur dioxide group between two benzene rings. For PSF
and PE1 an additional similarity is the isopropylidene group between two
benzene rings.
Group B consists of a series of polycabonates and PPQ. The polycarbonates are
based on thebisphenol A moiety (2,2-bis(4hydroxyphenyl)-propane)1121. In BPAPC, the repeat unit consists of a bisphenol unit (4,4-isopropylidene-bisphenol)
and of a carbonate unit. Replacing the isopropylidene group in BPA-PC by an
cyclohexylidene ringresults in the BPZ-PC structure-Substitutingfour
methylgroupsonthe bisphenol unit of BPA-PC results in the TMBPA-FC
structure. PP0 has been added into this group because the monomer can be
recognized in the tetramethyl substituted polycarbonate.
Group. C consists of polyimides. Two polymersbased on benzophenonetetracarboxylic dianhydride (BTDA) and an oligomer based on hexafluoroisopropylidene bis(phthalic anhydride) (6FDA).TheBTDA-polyimides differ
only in their diamine structure. The diamine structure in Matrimid 5218 is 5(Q)amino-l-($'-aminophenyl)-1,3-trime€hylindane). P84 is a copolymer containing
80% methyl substituted phenylenediamine and 20% methylenedianiline. The
difference in dianhydride structure of the polymers compared to the oligomer
consists of the bridging group between the benzene rings, The BTDA-based
polyimides have a carboxyl-group (-C=O) as bridging group and the GFDApolyimide has a hexafluoro-isopropylidenegroup (-C(CF&)Group D consists of cellulose derivatives. The CA structure is a secondary
acetate. The manufacturer indicates that 55-56% acetic acid was added, which
results in a secondary acetate according to the literature [3]. Addition of 60-62%
acetic acidresults in a triacetate(CTA).
PSF is manufactured by Amoco, PES by BASF and PEI by General Electric. The
polycarbonates (group B) are supplied by Bayer. PFO is synthesized at the
Research Institute of Chemical Industryin Novosibirsk (Russia). CA is
manufactured by BDH Chemicals and CTA by Aldrich. P84 (copolyimide of
3,3'4,4'-benzophenone tetracarboxylic dianhydride and 80% methylphenyleneLening, Matrimid
diamine + 20% methylene diamine) isobtainedfrom
(polyimide of 3,3'4,4'-benzo-phenone tetracarboxylic dianhydride and diaminophenyhdane) from Ciba-Geigy and Thermid FA-700 (polyimide oligomer of
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methods

Polumers
used

for homl !neousdensefilmpreparation.

Name

Acronym

Polysulfone
(Udel P3500)

PSF

Chemical structure

PES
Polyethersulfone
(Ultrason E 6010~)
Polyetherimide
(ULTEM1000)

PE1

Bisphenol A
polycarbonate
(Macrolon 3200)

BPA-PC

O

O

BPZ-PC
Bisphenol Z
polycarbonate
TMBPA-PC
Tetramethyl
Bisphenol A
polycarbonate
210

Poly(2,6dimethylp-phenylene)
oxide

PP0

Polyimide
(Matrimid 5218)

BTDA-DAPI

313

Copolyimide

BTDAMe4PDA/
MDA
......... .. ........
.. ........
GFDATPE-QJAPA

300

-

(P84))

Polyimide
oligomer
(Thermid FA-700)

(see also Figure5.5)
Cellulose acetate

CA

Cellulose
triacetate

CTA

B

CHflCCH3
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4,4'-hexafluoroisopro-pylidene bis(phtha1ic anhydride)and 1,4-bis(4-aminophenoxy)benzene and3 aminophenylacetylene endcaps) from National Starch &
Chemical Corporation.
Solvents
N,N-dimethylacetamide (DMAc), N-methylpyrrolidone (NMP), chloroform
(CHCL) and methylene chloride(CHZC1-J were purchased from Merck (analytical
grade) and used as received. For density measurements, absolute ethanol was
used, purchased from Merck and usedas received.
Gases

.

Carbon dioxide (>99.99%) and methane (>99.9%) were purchased from Union
Carbide and were used in the pure permeation and/or sorption experiments.
From these gases a mixture with the composition of 55 mol % C 0 2 and 45 mol YO
CH4 was prepared. Furthermore, a 25 mol %o CO, and 75 mol % CH4 gas mkture
was purchased from Union Carbide.

films
Polymer solutions were made with concentrations ranging from 10 to 20 wt %.
All solutions were filtered over a 1 p glass fiber filter (Whatman) combined
with a metal'.filter of 5 pm (Bekaert Fibre Technologies) to remove undissolved
material and dust particals. The filtered polymer solution was cast on a glass
plate. Depending on the desired final thickness of the film and concentration of
the polymer solution casting knives with slit heights ranging from 150 - 250 pm
wereused.The
cast film wasdried in a nitrogenatmosphereatroom
temperature for at least 16 hours. Subsequently, the film was removed from the
glass plate with a small amount of water and further dried in a vacuum oven
(Heraeus, RVT 220/180) at 150 "C for at least four days. Final film thicknesses
were determined with a micrometer screw gauge (Mihrtoyo) and ranged from l 0
to 40 pm. The accuracy of the micrometer was 1pm.
%%ornogmeow dense

The high pressure gas permeation set-up used is schematically given in Figure
2.1. Theset-up
consists of twopermeation
cells. Initially, permeation
experiments were done at room temperature. Later double-wakd permeation
cells allowed permeation at elevated temperature. The cells are thermostated
with water pumped around by a Colora thermostate bath, The permeation
experiments are carried out at room temperature and 35 "C. Room temperature
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varied from 21 to 27°C.

Figure 2.1. Gaspermeationset-up.
PI isanabsolutepressureindicator,
Ap isa
differentialpressureindicator,
VC a calibrated volume, € I is a flow
meter and GCisthegas
chrornatograph.

A single gas permeation measurement starts with evacuation of the whole setup by two vacuum pumps (Edwards). A feed pressure is applied on top of the
films, while the feed and permeate side are separated by closing valve 1. A
pressure difference across the film is maintained by keeping the permeate site at
vacuumpressure. Two films can beequilibratedsimultaneously,
butthe
permeability of the films are determined separately. To use cell A, cell B is
disconnected on the permeate site by closing valve 2. In a closed calibrated
volume (Vc), thepressure increases withtime due tothepermeatinggas
molecules. The volume was calibrated with helium by expansion from a known
externally calibrated volume.
The permeability is calculated from the slope of the steady state pressure increase
App/At in the calibrated volume with Equation (2.1).

P=
where V, isthecalibrated
experimental temperature,

At (pf-p,)

Q

v, P
mÄ

volume, R theuniversal gas constant, T the
the membrane thickness, A the membrane surface
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area, Vm the molar volume at standard temperature and pressure (SW) and
(pfpp) the pressure difference across the membrane. The permeate pressure (pp)
is negligibly small with respect to the feed pressure (pf), therefore, the driving
force (pfpp) is assumed to be equal to pf-The feed pressure is measured with an
absolute pressure indicator (Druck Nederlandb.v.) at a range of O - 60 bar and the
permeate pressure with a differential pressure indicator (Druck Nederland b.v-)
at a range of O to 150 mbar. The standard unit to quantify the permeability is
Barrer, which is defined as:

A considerable amount of data is available on the permeation of pure gases
through nonporous polymeric films, but less on the permeation of mixtures.
Permeation data of mixtures are necessary, because from the data obtained with
pure,gases one cannot always predict the permeation behaviour of a mixture [491. Possible competitionforsorptionsites
or interactionsbetweenthe
components in a mixture are not taken into account in pure gas permeation
experiments. In particular, plasticization effectsof C02 are not considered. For the
few studies done on gas mixtures, the permeation data are often fitted with
existing permeability models. The models oftendo not fit the data precisely. The
C 0 2 permiability is often lower than predicted from the model and the CH4
permeability higher [4J. Apparently, the presenceof a less permeable gas,SU& as
CH4, can reduce the permeability of a more permeable gas, such as C Q - The
opposite is also valid. The presence of a more permeable gas can increase the
permeability of a less permeable gas. Tnis then results in a lower actual selectivity
compared to the ideal selectivity obtained from the pure gas permeabilities.
Donohue et al. [6] give an explanation for thisphenomenonobserved
in
cellulose acetate membranes. The solubilities of both gases, C 0 2 and CH4,
decrease in the presence of each other.But more important, the diffusivity ofCO2
decreases due to the presence of CH4 and the diffusivityof CH, increases because
of C02 plasticization, Because the diffusivity of CH4 increases more than the
solubility of CH4 decreases, the CH4 permeability is higherin a mixture compared
to the pure gas permeability at the corresponding partial pressure and the CO;!
permeability is lower. Kumazawaet al. [lol ascribe the decreased C02 permeability
in the gas mixture to a reduction of free volume due to a hydrostatic pressure
effect. Some models alsodo consider plasticization effects
of C 0 2 [11,12], but these
studies demonstrate the difficulty to describe plasticization in transport models.
R a p o n d et al. [s] even deny the use of any model because such mod-els do not
consider 'history' effects.
Pure gas and mixed gas permeation experiments differin two points.
1) In mixed gas experiments, the feed flows along the f
i
l
m and the permeate
flows perpendicular to the film (crossflow configuration) whereas in pure
permeation experiments a dead-end configuration is used. The feed flow is
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measured with a Sho Rate flow meter (FI) (Brooks Instruments).
2) The composition of the permeate as well as the feed has to be determined in
mixed gas experiments. This is done online by gas chromatography on a Varian
3300 gas chromatograph whichis connected with a LDC/Milton Roy integrator.
Thefollowingparagraphsdescribebrieflytheequationsgoverningthe
calculations of the mixed gas permeation. O’Brien et al. [l31 described a similar
measuring procedure as it is used here. Symbols are explained in detail in Section
2.7.
The permeate flow (Q,) is calculated from the product of the total permeance
(ptot/Q),feed pressure (pf) and membrane area (A):

The separation factor is calculated with the ratio of the mole fractions in the
permeate (X?) divided by the ratio of the mole fractions in the feed

(g):

Since the permeate pressure is kept
close to zero, the separation. factor will
further be refered to as the selectivity. Furthermore, Equation (2.4) isonly valid if
the feed composition is constant during permeation. This is achieved if the feed
flow (QF) is much higher than the permeate flow (Q,). Or in other words, the
stage cut should be kept as small as possible. The stage cut 0 is the fraction of the
feed permeating through a film defined by:

e = -QPQF

The stage cut can vary between O and 1.A stage cut of one means noseparation at
all. All the feed is transported through the membrane. The highest concentration
of the more permeable componentin the permeate is obtained at a stage cut near
zero.
The totalpermeability (Ptot) of the gas mixture isdetermined as givenby
Equation (2.1). The CO2 permeability in the mixture (Pco2)and CH4 permeability
in the mixture (PcH~)are then calculated from the total permeability by Equation
(2.6), where (X?) is the mole fraction in thepermeateand (X:) in the feed.
Dividingbythemolefractioninthefeedisnecessarytoobtainthe
permeabilibilies at the partial pressures of the gases in the mixture.
and
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Emor analysis
The error in the calculated permeability is dominated by random errors in the
measuringinstrumentsandthereading
thereof. If the permeability (P) is
calculated by Equation (ZA), a probableerror in the permeabilityis approximately
the sum of the products of the errors in ea& term times the effect that term has
on the value of the permeability [14]. The error in the gas constant (R) and the
molar volume (Vm) is neglected. The probable error is given in Equation (2.7):

Working out the partial derivatives of P with respect to each of the terms in
Equation (2.1) and. dividing the whole equation through the absolute value of P,
Equation (2.7) becomes Equation(2.8):

The estimated errors of the different t e m are :

Apf = 0.1 bar (accuracy of applying the pressure), AVc = 0.05 c m 3 (standard
deviation of ten calibration measurements), AT = lK, AI! = 1 pm, AA = 0.005 cm2,
A(Ap) = 0.1-0.5 mbar and A(At) = 1-3 sec. The estimated errors in Ap and At are
dependent on the feed pressure and are dominated by reading off the recorder
paper. The recorder scaIe was adjusted to the measured fluxes. The absolute
values of the different terms are: V, = 35.2cm3, T = room temperature (=298K) or
308 K, ?i = 10-40 pm, A = 11,95 cm2, A(Ap) = 6-130 mbar and A(At) = 3-15 minutes.

($1

The calculated probable error - ranged from 0.04-0.10, which is an error of 4

to 10% in the permeabilityvalue being larger at lower pressmes.

A sorption equipment similar to the one designed by Koros and Paul r151 was
built for the sorption experiments and is schematically drawn in Figure 2.2. The
set-up consists of two cells, one sample cell and an empty expansion cell. The

sample cell is a Cajon long tube butt weld with an VCR female nut and male
plug (Swagelok, Amsterdam Valve & Fitting b.v.). For each experiment a new

.
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stainless steel gasket was used to seal the tell. The expansion cell is a closed
stainless steel tube. The cells as well as the expansion cell and the gas cylinder are
separated by stainless steel Nupro diaphragm valves (Amsterdam Valve &
Fitting b.v.). These valves seal at vacuum pressure and resist pressures up to 241
bar. The absolute pressure in both cells are determined with pressure indicators
P1 and P2. The pressure transducers (PCDR 911, Druck Nederland b.v.) range
from O to 60 bar and have an inaccuracy of 0.030% of the full pressure range. The
volumes of both cells are calibrated with helium by expansion from an externally
calibratedexpansion cell. Duringthesorptionexperimentsthe
cells are
thermostated in a Colora thermostate bath.
The principle of the measurement' is as follows. To remove all sorbed gas
molecules from the sample, the two cells are evacuated to vacuum pressure for
onenightwithanEdwardvacuumpump.
After evacuation the cells are
separated by closing valve L1between the cells andtheexpansion
cell is
pressurized. The actual pressure can be read from the pressure indicator P2.
Subsequently, the gas will be expanded into the sample cell by closing valve L2
and opening valve Ll.
The initial number of moles transferred into the sample cell can be determined
exactly from the initial and final pressure in the expansion cell. The number of
moles sorbed by the polymer sample will then be calculated from the difference
of the equilibrium pressure indicated by pressure indicator 1 and the calculated
initial pressure in the sample cell.

feed

sample
cell
expansion
cell

Figure 2.2. Nigh pressuresorptionset-up.PI
and P2 areabsolute
pressureindicators. V I and V 2 are the calibrated volumes
of the'sample celland theexpansioncell,respectively.
To increase accuracy, the sorption isotherms are measured with incremental
pressure steps of at least 5 bar. The size of the polymer sample (-1 cm3) and the
step size should be as large as possible due to the limited accuracy of the absolute
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pressure transducers. Over a pressure range of O to 60 bar registration ofpressure
differences as a result of sorption should be in the order of millibars. The
pressure read out (DPI 280, Druck Nederlandb,.v.) consist of a 4 digit display. The
transducers and the read out are calibrated and the measured inaccuracy was
0.030 % of the full pressure range. According to Koros and Paul [l51 a volume
ratio of V2/(Vl-Vp)
of about 10 or smaller is good enough to do accuratesorption
experiments with C02 in polycarbonate- However, this volume ratio shows a
scatter in their results for N2 in polycarbonate. For gases with low solubilities,
such as NZ, a volume ratio of V2/(VI-Vp) of about 1.5 gives much better results.
Here, the volume ratio V~/(VI-VP)is about 1..Hence, if the ratio of 1.5 is enough
for accurate sorption with a low soluble gasin a glassy polymer than a ratio of 1
should be perfect forC02 sorption experiments.
The expressions to calculate the number of moles of gas sorbed by the polymer
sample are given by Equation (2.9). The subscripts i and f stand for initial and
final, respectively, and the numbers l and 2 for cell 1 and cell 2, respectively. Vp
refers to the volume of the polymer sample. Since C02 cannot be considered as
an ideal gas, the compressibiEty factor Z (=pV/RT) should be taken into account
in calculating the number of moles sorbed.

(2.9a)
(2.9b)
The compressibility factor expressesthe non-ideality of the gas [16]. Equations of
state for C02 can be found inliterature [16-181. The virial coefficients are solely a
function of temperature. We used the tabulation of Van Huff et al. [l$]. They
determined the compressibility factor of C02 by combining the data of Michels
and Mihels [18a],MacMormack and Schneider [18b], and Kennedy [MC] by
volume-explicit equations of state in the range O to 600 "C and O to 150 atm with
an average deviation of0.09 % and a maximum deviation of0.5 % over the
whole range. No compressibility factorsare tabulated for pressures above 40 bar
and temperatures below 40 O C , because the gas state is near the two-phase region.
It appears to be difficuIt to calculate compressibility factors accurately in the
proximity of that region, €€encer'.thesorption experiments are carried out up to a
maximum pressure of 40 bar. . _
The concentration of C02 In the polymer sample at standard temperature and
pressure (STP) per volume of-polymer (V,) can be calculated with Equation
(2.10). Vm refers to the molar volume at standard temperature and pressure.
AC = %orbed * vm

(2.10)
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Error analysis
The probable error in the calculation of the C02 concentration in the polymer
film is dominated by the error in the determination of the number of moles CO2
sorbed by the polymer film. The largest contribution to this error is found to be
the determination of the pressure difference due to sorption in the sample cell.
Calculation of the probable error in the concentration is not as straightforward as
in the permeability. The error in nsorbed is the sum of the absolute errors of the
initial and final number of moles. And as the number of moles of gas sorbed in
the second sorption step is added to the number of moles sorbed in the first step,
the error in nsorbedof the first sorption step should therefore be added to nsorbed
of the second step. The error in nsorbed of the second and first sorption step
should then be added to nsorbed of the third step. Writing out all the calculations
is therefore complicated. Furthermore, it was found not justified to count the
error in VI, V2, Vp and T in each calculation of the error in the number of moles.
The propable error is therefore estimated by a simplified equation as given by
Equation (2.11):
(2.11)
where s is the number of sorption steps. The errors in VI, V2, Vp and T are
accounted for once. Furthermore, the total error in the Z-factors of one sorption
step is the sum of the relative errors in the Z-factors corresponding to the initial
pressure in cell 2 and the final pressures in cell 1 and 2 of that particular sorption
step. And the error in APsorbed is considered as cummulative going from the first
to the last sorption step. The errors in the gas constant (R) and molar volume
(Vm) are again neglected.
The absolute values of the different terms are: V1 = 14.47 cm3, V2 = 15.37 cm3,
vp=1cm3, T = 294 - 300 K, Apsorbed= -1500 mbar (firstsorption step: 0 to 4 bar) to
-500 mbar (last sorption step: 26 to 33bar) and Z= -0.98 at 4 bar CO2 to -0.75 at 40
bar C02. The estimated errors of the different terms are: AVl = 0.03 cm3 and AV2 =
0.02 cm3 (standard deviation of five calibration measurements), AVP = 0.03 cm3,
AT = lK, Apsorbe, = 18 mbar (0.03% of 60 bar) and AZ = 0.09 to 0.5 YO of Z-value
over the whole pressure and temperature range.
The relative error in AC is estimated to be -5 70in the first sorption step and
-17% in the last sorption step.

2.4.3.

Glass transition and density measurements

Glass transition
Glass transition temperatures of the polymer films are determined on a Perkin
Elmer DSc-7 calorimeter with a heating rate of 30 "C/min. In most cases no
transitionswereobservedinthefirstheatingrun.
The glasstransition
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temperatures were therefore taken from the second run. The average glass
transition temperature determined from two samples prepared from the same
cast f
i
l
m has a standard deviation of k 1"C.
l?HSiitZ.J

The density of the films was measured with a buoyancy technique [19]. A well
dried film sample was first weighed in air, It is then immersed in ethanol at
room temperature and the difference in weight upon immersion is determined.
The volume of the sample is calculated from the weight difference of the
measurements divided by the density of ethanol. From the weight in air and the
volume, the density of the polymer f
i
l
m (pp) is calculated as given in Equation
2.12.
m
* POH
p =P(2.12)
mE"oH
P

vp -mP

mP-

P

where mp is the mass of the polymer film weighted in air, pEt*H the density of
ethanol at room temperature and m$aH the mass of the polymer film weighed .in
ethanol. For each density measurement, three pieces of polymer film are cut
from thesame cast film.The final density of íhat particular . f i l m is the average of
the three measurements. The standard deviation varied from 0.005 to 0.01.
.

2.5-

Temperatme dependence of permeability

Permeation of gases is an activated process and is therefore temperature
dependent. A higher permeability is expected at increasing temperature. The
temperature dependence of the permeability is. given by an Arrhenius type
equation [20]:
p po
(2.13)
where Po is the pre-exponential factor,EP the activation energy for permeation,R
the gas constant and T the temperature. The activation energy for permeation
can easily be obtained from
the slope of In@) as a functionof 1/T.
Because a number of the permeation experiments described in this thesis were
carried out at room temperature, which varied between 21 and 27 "C, it was
found necessary to check the influence of small changes in temperature on the
permeability. In Figure 2.3, four permeation curves are given for Matrimid films
cast from DMAc. Two samples (la and lb) from the same cast film are measured
on different days. Room temperature was 27 "C on the first measuring day and
21 "C on the second day, two weeks later, Furthermore, the experiments are
repeated with a newly cast film, Two permeation curves (2a and 2b) were
obtained simultaneously and room temperature was 22 "C.
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Figure 2.3. CO2 permeabilityasafilnction
of pressureat room temperature of
MatrimidfilmscastfromDMAc.
In thetable,thesample
thickness,date of experiment,temperatureandtheplasticization
pressure of thedifferentsamples
are given.

The difference in permeability of sample l a and l b at 4.2 bar CO2 pressure is 1
Barrer. As it isconsidered
that mostpermeationexperiments
at room
temperature were carried out in a range of 22-25 "C, the permeability differences
due to differences in temperature will be smaller than 20%. To get an indication
of the variation in permeability, the activation energy and the pre-exponentional
factor are determined at 4.2 bar CO2 pressure of the first sample. An activation
energy of21.6 kJ/mol and a pre-exponentional factor of 33x10-6 Barrer were
found. A permeability of 5.6 to 6.1 is then calculated at 22 and 25 "C, respectively.
In this case, the difference in permeability is only 0.5 Barrer (9010 with respect to
5.6 Barrer). In general for glassy polymers no dramatic changes in the absolute
value of the permeability are observed [21-231. Differences in permeability are
more pronounced at temperature differences of100 "C. It is striking that the
permeabilities of the second sample obtained at 22 "C correspond with the
permeabilities of the first sample obtained at 27 "C. Although it was thought that
the samples where prepared in the same way, there must be some influence due
to differences in film history. As willbe clear from the next section, the
influences of different film history on the permeability are larger than the
differences due to temperature variations. No trend was therefore found in the
different absolute permeabilities as a function of temperature.
The plasticization pressures derived from the permeation isotherms cover the
variation found in the plasticization pressure (8-12 bar) of the different Matrimid
films measured at room temperature. No trend was found in the plasticization
pressure as a function of temperature.
Although the small changes intemperaturedonot
seem to influence the
permeation experiments much, it was decided to implement new permeation
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test cells with double walls to allow for a better temperature control. The main
reason was that a constant temperature is necessary if permeation and sorption
data are combined to calculate diffusion data (see Chapter 3). Most permeation
experiments with.the new cells were carried out at 35 "C, because most of the
literature data are available at this temperature. This temperature is just above
the critical temperature of carbon dioxide(Tc = 31 "C).
To check whether a temperature difference of 10°C higherthanroom
temperature influences CO2 plasticization, the permeability as a function of
pressure is measured at 24 and 35 "C. Two Matrimid films cast from DMAc with
equaI thicknesses (22 pm) are used. The permeation curves are given in Figure
2.4.
16
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Figme 2.4.

Permeation-pressurecurves of Matrimid films cast from
DMAc with a thickness of 22 pm measured at 24 and 35 "C.

The plasticization effect is somewhat less
at 35 "C. Theonset of plasticization is at
15 barinstead of the 8-12 barfound in all other measurements at room
temperature. A similar shift to a higher plasticization pressure is also observed
by Qkamoto et al. [24]. They compared the plasticization behaviour of a
polyimide film at 35 and 50 "C. The plasticizationpressure was increased from 10
to 15 atm. Furthermore, the increase in permeability of the 35 "C-isotherm above
the plasticization pressure is less pronounced than the increase of the 24 "Cisotherm. An explanation of this phenomenon is the lower solubility of carbon
dioxide in the glassy polymer at higher temperatures [21-231. The higher absolute
permeability value for the 35 "C-isotherm is explained by the increase in
diffusivity. The diffusivity increase with increaskg temperature outweighs the
solubility decrease. The permeability increases therefore withincreasing
temperature.
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Film morphology

Glassy polymers are not in a thermodynamic equilibrium state [25]. In a normal
process, a polymer is cooled from the melt through the glass transition into the
glassy state. At the glass transition, a rapid decrease in molecular mobility occurs.
The polymer molecules are not able to reach their equilibrium conformation and
packing with respect to the cooling rate. The molecules are therefore "frozen"
into a nonequilibriumstate of higherenergyandvolumerelativeto
the
corresponding equilibrium state at that same temperature. The same occurs in
the drying process of solvent cast polymer films. The polymer passes its glass
transition in going from a completely dissolved state to a dry polymer film. As
solvents are used with different volatility, for example DMAc and CHC13, the
rate of passage through the glass transition is different. This eventually leads to
different nonequilibrium states or film morphologies. It is also plausible that
different film thicknesses lead to different film morphologies.
Because of thenonequilibriumstate
of the polymerfilm,
there is a
thermodynamic potential or driving force to undergo further packing. and/or
conformational rearrangement in order to approach equilibrium. This process is
called physical aging [26]. The aging process results in a redistribution of free
volume.Thesephenomenamakecomparison
of intrinsicpermeability,
solubility and diffusivity data of films prepared from the same polymer more
difficult. It is important how the film has been prepared, and what history it has
experienced before the permeation or sorption experiments are carried out [27311. The 'history' of the films should be the same for all films to make reliable
comparison possible.
To check whether differences in film history influence thestudy ofCO2
plasticization, the permeability as a function of pressureisdetermined
for
Matrimid' films with different film thicknesses and films cast from different
solvents. The results are given in subsections 2.6.1 and 2.6.2.

2.6.1.

Effect of film thickness on permeability

Matrimid films were cast from DMAc with thicknesses ranging from 14 to 34
pm. The permeability of carbon dioxide as a function of pressure is shown in
Figure 2.3. These experiments are carried out at room temperature that varied
from 21 to 27 "C. No clear trend can be observed in the permeability behaviour of
the films with thicknesses ranging from 14 to 34 pm. The permeability curve for
the 14 pm thick film falls between the curves for the 21-22 pm and 33-34 pm
films. Furthermore, no trend is found in the plasticization pressure in relation to
film thickness.
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Pfromm 11321 also did not find significant differences on films with an even
broaderrangein
thickness. Heobtained similar permeationresults
for
polysulfone and polyimide films with thicknesies of 2.54 pm (intermediate) and
25 pm (thick): Both polymers are amorphous. However, for thin films (- 0.5 pm)
he found decreasing permeabilities and increasing selectivities as a function of
time that surpassed those of intermediate and thick films. These phenomena are
attributed to an accelerated physical aging of thin gIassy polymer films, which
results in a densification of the polymer matrix [32,33JcThin films show a
densification of the polymer matrix due to aging. In addition to aging processes
in the bulk of the polymer, there is an elimination of excess free volume that
takes place in part at the surface of the sample. These surface effects cannot be
neglected in very thin films. The large surface area with respect to the film
thickness causes an acceleration of the physical aging. Rezac observed similar
phenomena for thin polycarbonate layers coated on a ceramic support [34]. The
films used in this work are thick, so accelerated physical aging does not influence
the transport properties of the film. Another advantage of using thick films is
that it is easy to prepare pinhole free films.
A recent publication about the effect of film thickness (5 - 100 pm) on gas
transport is from Shishatskiiet al. [351. Dense films of pdy(vïnyltrimethy1 silane)
(PVTMS) and poly(trimethylsily1 norbornene) (PTMSNB) were tested. They
found that the density was inverseiy proportional to the fiim thickness, but did
not find significant differences in permeability coefficients. As density is related
to free volume, a decrease in permeability with increasing density could be
expected [3QI.However, the findings of Shishatskii et al. are in accordance with
the results of Pfromm, where the whole thickness range (5-10Opm) is classified as
intermediate to thick-
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Considering the changes in density, Shishatskii et al. [35] emphasise that the
polymerschosenhave
a relativelyhighfreevolume.
The polymersare
comparablewith poly(1-(trimethylsily1)-l-propyne) (PTMSF) andarevery
susceptible to physical aging. Hence, the density of a film with a certain thickness
will probably change in time, too.

2.6.2.

Effect of casting solvent on permeability

Matrimid films are cast from three different solvents: CHC13,DMAc and NMP.
The permeability of carbon dioxide is measured as a function of feed pressure at
room temperature. The permeation curves are given in Figure 2.6.
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CHC13, DMAc and N M P measuredat room temperature.

The permeabilities of the chloroform cast films are slightly higher than the
permeabilities of the DMAc and NMP cast ones. This can be explained by the
volatility of chloroform. The drying of thesolution cast filmisfaster
if
chloroform is used instead of DMAc or NMP. It is possible that due to this fast
drying process a larger free volume arises in thedry film. It is also found that the
permeability increases with increasing free volume [36]. This explanation also
holds for DMAc compared to NMP.DMAc is more volatile than NMP.The
permeabilities of the DMAc cast films are also slightly higher than the NMP cast
ones. However, considering the probable error in the permeability of 4 to 10%
and the small differences in thickness and temperature, it is difficult to indicate
the significance of these differences.
In the literature, it has been reported that differences in morphology due to the
casting solvent used are more significant in case of (semi-) crystalline polymers
[37,38]. Mohr and Paul [37], for example, have shown that the casting solvent
influences the crystalline modification formed and the spatial arrangement of
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the crystallites within the film. The CO2 permeability of a poly(4-methyl-lpentene) film varied from 15 to 94 Barrer at 2 bar and 35 "C depending on the
casting solvent used 1371.
There is no clear trend found in the plasticization behaviour in relation to the
casting solvent used- For example, one does not observe a trend in the shift of
the plasticization pressure. From these results it is therefore concluded that
changing casting solvent or film thickness does not influence the COz-induced
plasticization phenomena.
Studying the effects of suppressing plasticization, it is important to evaluate
differences in the observed trends. For example, a polymer f
ilm may be changed
in such a way that its permeability-pressure curve shows a significant
shift in the
p.lasticization pressure or does not show a plasticization effect
at ail.
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COz - induced plasticization
phenomena in glassy polymers

3.1.

Introduction

C02-induced plasticization phenomena observed in permeation experiments
have been briefly described in Chapter 1 of this thesis. These phenomena are:
- a minimum in the C02 permeability as a function of pressure,
- time dependency of the permeability at C02pressures above the
plasticization pressure, and
- a decreasingCO2/CH, selectivity at elevated pressures.
The experiments in which “plasticization phenomena” are observed must be
explicitly mentioned because it is not possible to give an unambiguous definition
of plasticization. Plasticization occurs when the concentration of the penetrant
molecules in the polymer matrix is high enough to facilitate polymer segmental
motion. The increase in chain mobility can be observed, for example, by a
depression of the glass transition temperature of the polymer-penetrant mixture.
However, a decrease in the glass transition temperature is not always a sufficient
condition to cause an increase in permeability. Thisexample illustrates that
plasticization covers different phenomena and that one phenomenon does not
automatically imply another one.
In the next section, plasticization related phenomena found in the literature are
summarized. There wasnogeneralrulefoundthat
can predictwhether a
polymer will be plasticized by a penetrant or not. In this chapter, an attempt is
made to find relationships between the plasticization pressure and the chemical
structure within a series of polymers. The C02 permeability and solubility as a
function of pressure of eleven different glassy polymers have been measured.
The results are presented in Section 3.3.

3.2.

Physicalobservationsrelatedtoplasticization

CO2 permeation behaviour
Typically, three types of pressure-dependenciesof the C02-permeability in glassy
*
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polymers can be distinguished
l) a decreasing permeability (P) as a function of pressure over the pressure
range considered,
2) a minimum in the permeability as a function of pressure, and
3) a progressive increasein permeability with increasing feed pressure.
The three types of permeation behaviour are schematically given in Figure 3.1.

1

P

Figure 3.1. Schematic representafion of the possibleshapes
permeabilify ( P ) versuspressurecurves.

of the

The three trends are found
amongpolymers that differ over an order of
magnitude
permeability [l]-Polysulfone (PSF) and polycarbonate (PC), for
example, show type 1 permeation behaviour for pressures up to 30 bar [l].
Matrimid, as was shown inChapter 1, shows a permeation curve represented by
type 2. A relatively lowpartial CO2 pressure is necessary to induce plasticization.
In this case, plasticization is defined as the increase in permeability with
increasing feed pressure above a certain keshold pressure value. Type 3 has
been found for polyarylates, such as polymethyl-methacrylate (PTV") [l] and
polyethylmethacrylate (PEMA) [2] and cellulose acetate (CA) [1,3]. Although these
polyrners are in the glassy state, they show a similar permeation behaviour as
found for rubbers. Much resear& has been clone to find an explanation for type 3
permeation behaviour [l-101, because this knowledge may also be useful in
explaining the increase in permeability of the type 2 curve.
Consideringthe solution-diffusion model, the increase in permeability is
attributed to the concentration dependence of the diffusion coefficient [11,12].
The pressure dependence of the solubility coefficient is comparable for different
polymers. Hence, differences in permeability are determined mainly by the
diffusivity. Furthermore, the diffusivity generally increases with increasing
pressure, whereasthe solubility decreases. An increase in permeability is
therefore possible because the diffusion coefficient increases with concentration
much more rapidly than the
solubility coefficient decreases with pressureHowever, this does not imply that the solubility of a penetrant is unimportant.
On the contrary, solubiIity indirectly contributes to the increase in difhsivity.
Ultimately, thediffusion coefficient can only increase becausethe CO2
concentration in the polymer increases.
' í n
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Polarity of the polymerchain
It was thought that
in PMMA,PEMA and CA polar and flexible pendant
groups, such as -0COCH3or COOCH3, attribute to the plasticization behaviour of
C02 [l-101. CA also contains polar hydroxyl groups, but it is speculated that the
ester unit is more important in the plasticization process since both CA and the
polyarylates have this functional group in common. The polar groups of the
polymer could have dipolar interactions with the polarizable carbon dioxide
molecules. Pilato [l31 alreadysuggested a dipole-induced-dipole interaction
between CO2 and the sulfone group in polysulfone. Based on this idea, Koros [5]
found a relation between the concentrationof carbonyl and sulfone groups in the
polymer structureandthe solubility selectivity of a CO2/CH4 gas pair. The
solubility selectivity increased with increasing concentration of the polar groups.
Itwas thereforethought thatthe carbonyl groupintheester
moiety is
responsible for the high plasticization responses in CA and the polyarylates.
However, this is not supported by the study of Puleo et al. [7]. They compared the
C02 permeation and sorption behaviour of a methoxy (-OCH3) and an acetoxy
(-OCOCH3) substituted para-polystyrene. Both polymers exhibited the same
extent of plasticization by C02. Hence, the carbonyl part of the ester unit is not
the sole cause for the plasticization responses in CA and the polyarylates.
It is also found that introducing polar groups not always results in an increased
solubility for C02. Additional to polymer-gas interactions, the solubility is also
determined by free volume. As demonstrated by Ghosal [14], the substitution of a
small number of nitrate groups in the polysulfone backbone initially resulted in
a decreasing solubility with increasing nitrate content. The large nitrate groups
reduce the free volume available for sorption. Apparently, a critical number of
substituents is necessary to cause an increase in solubility. Furthermore, the
position of the polar group is sometimes more important than differences in
polarity [5,15].For example, the polyimide Kapton(PMDA-ODA) has a high
concentration of carbonyl groups in the polymer matrix but has a very low
solubility selectivity for a C02/CH4 gas pair [5]. An explanation for this fact could
be that the carbonyl groups are not fully accessible forthe C02 molecules [S].
Polarity should also be considered in the sense that polar groups in the polymer
chain can cause specific interactions between chain segments. This can result in a
denser packing of the polymer matrix. In case plasticization occurs the C02
molecules are able to overcome the intersegmental interactions of the polar
groups. Several researchers have studied specific polar interactions in polymers
[3,9,16,17]. Kamide et al. [9] observed strong hydroxyl-hydroxyl interactions in CA
by nuclear m'agnetic resonance and found that these interactions were partly or
hzlly destroyed by addition of a solvent. Puleo et al. [3] used Fourier transform
infrared spectroscopy to study the effect of sorbed C02 on the interactions
between the chain segments in CA. They found that the sorbed C02 molecules
disrupt the hydroxyl-acetyl and acetyl-acetyl interaction. C02 is able to do that
because it will interact with the polar acetyl group. Furthermore, they observed
that the intersegmental interactions slowly reformed on removal of C02 and
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interpreted this in such a way that plasticization is a reversible process. Fried
and
Li [l71 support thefindings of Pule0 et al. [3]. They indicated weak dipole-dipole
interactions between the ester groups in P"&
which are disrupted by sorbed
CO>
Summarizing, the interactions of CO2 with polar groups in the polymer chain
are stronger than the interactions between chain segments. Thus, CO2 breaks
these interactions, which provides additional diffusion pafhways for the CO,
moIecules. Now, it is also clearwhy it is suggestedthat the pendant group should
be flexible in-additionto being polar. As the interactions between the pendant
groups is broken, the polymer segments become highly mobile, which provides
more opportunities for penetrant molecules to execute diffusive jumps. As was
shown by Wessling et al. [MI, the activation energy for diffusion decreases with
increasing concentration of the penetrant sorbed.

Influence of soubed CO2 on T
'
As may be clear from theabove discussion, gas transport is mainly influenced by
chain packing density, segmental mobility and interactions between chain
segments. These factors alsoeffect the glass transition temperature (Tg). An
increased chain mobility correlates with a decrease in Tg. .And, as plasticization
refers to a n increase in chain mobility, &e depression of the glass transition
temperature can also be used as a measure for the extent of plasticization.
Sometimes an increase in glass transition is observed. This is attributed to CQ2induced crystallization 1119-211: C02 plasticization causes an increase in polymer
segmental motion in such a way that rearrangement into crystals is kinetically
favoured.

The decrease in glass transition temperature has been observed by several
researchers [1,8,18,22-271 and depends on the polymer and the pressure of CO2
applied. For example, 'Chiouet al. [S] equilibrated different polymerswith C02 at
20 atmandfoundwith
differential scanning calorimetry measurements a
decrease in Tg of 18 "C for PVC, 32 "C for polystyrene, 51 "C for polycarbonate
and 22 "C for PET. Wessling et al- C271 describe a method in which they could
relate the skin thickness of foams to C02-induced glass transition depression.
They observed that high Tg polymers such as the QFDA-based polyimides showed
Tgdepressions of 198 "C at 50 bars CO2
Polymers can even change from the glassy into the rubbery state. If the Tg is not
much higher than the operating temperature, the concentration of CO2 may be
high enough to reduce the Tg to the temperature of the experimental study.
Evidence for the glass-rubber transition is found in the alteration of the sorption
isotherm. The sorption isotherm of a low Tg polymer shows an inflection point,
at which the curve changes from a nonlinear curve to a straight line- This is
schematically shown in Figure 3.2.

.'
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Pressure

Figure 3.2. Schematic representation of a CO2 sorption isotherm of a low Tg
polymer: concentration IC) as a function of pressure. Cg is the
concentrationatwhichthepolymerundergoesglasstransition
and pg thecorrespondingpressure.

The isothermis concave tothepressure
axis at low pressures,whichis
characteristic for gas sorption in glassy polymers. The isotherm becomes linear at
higher pressures and can be extrapolated back to the coordinate origin. The latter
type of sorption behaviour is characteristic for sorption of gases in rubbery
polymers. These types of sorption isotherms are found, for example, for PEMA
[2,10,28], polyvinylbenzoate (PVB) [29] and PETE301 and are only observed forC02
and not for gasessuch as N2,02, H2, CH4, He and Ar.
Sanders [l] studied the C02-inducedchanges in polyethersulfone (PES). He
observed that the Tg depressed 76 "C after equilibration with C02 at 7.8 atm and
100 "C as the pressure was increased to 35 atrn. From these results it is concluded
that PES is highly plasticized by CO2 The CO, plasticization is believed to be the
source of the pressure-dependent permeability behaviour of type 2 at elevated
pressures and of type 3. However, Sanders did not measure an increase in C02
permeability for PES .at pressures up to 27 atm at 25 "C. Comparing the Tg
depression of variouspolymers that cover thethreetypes
of permeation
behaviourshown in Figure 3.1, Sanders concluded thatintheirstudy
all
polymers appeared to be plasticized to similar extents by dissolved C02 and that
the C02-induced Tg depression appeared to be independent of the permeation
behaviour exhibited bythe polymer. This phenomenonwasinterpreted
as:
molecular motions that are responsible for the plasticization of the bulk physical
and mechanical properties of glassy polymers are not necessarily responsible for
diffusion of smallpenetrantsin
glassy polymers. The Tg, often called arelaxation, is a parameter of the bulk polymer and refers to long-range chain
motions [31]. Some motions in PES, however, are restricted to rocking of the
benzene rings, rotation about the ether bonds or to the less energetic motions
involving the sulfone group. These motions, also called sub-Tg motions, are
refered to as @-relaxationsand occur at lower temperatures than the long-range
chain motions. Large-scale segmental mobility of the PES backbone does not
occur. This issupported by the findings of Kamps et al. [32]. Nitrated PES and PSF
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showed lower diffusion coefficients than unmodified PE§ and PSP;. Furthermore,
the amount of p-relaxations, measured as the area under the relaxation curve,
also decreased. These observations were interpreted as restriction of sub-TFg
motionsby thesubstituted nitro-groups. Seymour and Light [33] found a
correlation between the amount of p-relaxation and the diffusion coefficient of
0 2 in a seriesofmodifiedpolyesters.
The diffusivity, and also the permeability,
decreased with a decreasing amount of p-relaxation. The same was found for
C02. Main chain modifications restrict low-temperature relaxations and thereby
the difffusivity and permeability. This emphasizes that sub-Tg motions may have
a larger impact on diffusivity than long-range chain motions. Pn CA or P m ,
which are highly susceptibletoplasticization, sub-Tg motions are alsopossible.
The pendant acetate and ester groups are not restricted in their movement by
chemical bonds that do exist for groups in the main chain. Plasticization of the
polymer matrix should facilitate these motions. It is possible that the movement
of these pendant groups perturbs the local packing density sufficiently to allow
the penetrant to execute a diffusional jump-

Conditìonizg and hysteresis effects
Exposure of a glassy polymer to high pressure C02 is called "conditioning". The
increase in permeability as a function of .time is a direct effect of the C02
conditioning. During exposure, the polymer matrix is loosened by the CO2
molecules. The larger free volume can be maintained by exchange of a gas with
sufficient solubility as described in Chapter l. Other results of the conditioning
are the hysteresis effects found in permeation and sorption measurements by
comparingpressurizationanddepressurizationsteps.
Significantly higher
sorption and steady state permeability values are measured as the pressure is
decreased stepwise after high pressure C02 exposure [3,7,11,12,301- This is also
observed for polymers that do not show plasticization in the sense that they
exhibit an increase in permeability at elevated pressures [7]. The hysteresis effects
inthepermeationandsorptionisothermsupondepressurizationare
schernatically shown in Figure 3.3.

Pressure

Figanre 3.3.
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Schematicrepresentation of thehysteresiseffectsupon
depresswization in: A. permeation(P=perrneability)and
B. sorption(C=concenfration).
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The permeability shows an increase as expected in decreasing the pressure in
both the pressurization and depressurization step, but the values are higher in
the depressurization step. C02 conditioningmay cause someredistribution of the
excess free volume. Upon release of CO2 the polymer chains do not relax back to
a denser matrix in the time scale of the measurements, which results in higher
concentration of CO2 sorbed in the polymer matrix at the same pressure as in the
pressurization step. Wessling et al. [34], present a qualitative physical model
which describes these hysteresis effects. The model is based on dilation and
consolidationexperimentswith
CO2 in polyimides. They foundthat
consolidation relaxations can be so slow on the experimental time scale that
residual dilation can be observed.
In the literature, such hysteresis phenomena are also attributed to plasticization.
However, no clear definition of the term 'plasticization' is given.
Plasticizing abilityof 'inert' gases
It is thought that only highly sorbing gases such as CO2, SO2 and N02 have
plasticizing potential due to their polar nature. However, evidence has been
found in the literature that even inert gases such as argon show plasticization
effects at elevated pressures. These observations support the results described
laterthatpolar
interactionsbetween CO2 andthe polymer isnot a first
requirement for the polymer to plasticize. Assink [35] demonstrated this for
polydimethyl-siloxane (PDMS) bynuclearmagneticresonance
. relaxation
measurements. PDMS was plasticized by Ar sorbed at 500-2000 atmospheres.
Furthermore, Mizoguchi et al. [36] explained the effect of sorbed gas on the
crystallization rate ofPET on the basis of the plasticization ability of various
gases, such as CO,, C2H4, C2H6, CH4 and Ar at pressures of 30 or 50 atm. All gases
showed an increase in the crystallization rate compared to air at atmospheric
pressure. Argon showed the lowest increase in crystallization rate, but the fact
that it could increase the crystallization rate was taken as an indication of its
plasticizing ability. A plot of the crystallization rate versus the concentration of
the gases in PET showed a steady increase in crystallization rate with increasing
gas concentration. From this plot the authors suggested that the plasticization
effect of the gas on the crystallization rate only depends on concentration and is
independent of the gas species. Kamiya et al.[37,38] concluded fromtheir
dielectric relaxation studies that CO2 and Ar molecules have the same ability to
plasticize PEMA above Tg although the solubilities of the gases are very different.
The maximum of the dielectric loss tangent (tan 6) increased with increasing C02
pressure and was shifted to higher frequencies. The frequency at which the
maximum appears (fmax) corresponds to the average frequency of molecular
motion [31],Hence, enhanced molecular motionhasbeenobserved
with
increasing CO2 pressure. The hydrostatic pressure effect resulted in less than 10%
decrease of the increase in fmax. The plasticizing ability of Ar was actually
observed in estimating this hydrostatic pressure effect. A polymer film was
pressurized with the inert gases Ar and He. A pronounced effect of hydrostatic
pressure on the dielectric relaxation was expected becauseof the low solubility of
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Ar and He compared to CO2- Log(fmax) as a function of pressure increased
linearly for Ar and decreased for He with increasing pressure. Since there is
always a competition betweenthe plasticization effect and the hydrostatic
pressure effect, the forger may be larger than the latter in case of Ar. For helium
the hydrostatic pressure effect dominates due to the extremely low solubility of
He in polymers.
However, one remark should be made. Karniyaet al. [38]explicitly say that P E W
can be plasticized above its Tg by Ar. PEMA has a glass transition temperature of
69 "C and their conclusions are based on experiments carried out at 105 "C,
which is well above Tg This is also the case in the work of Mizoguchi et al. [3Q].
Their measurements on PET were carried out at 85 "C, which is also abovethe Tg
of 75 "C. Striking fact is that the polymers mentioned are studied in the rubbery
state. PDMS is a rubber and the glassy polymers are brought above their Tg by
increasing the temperature. The polyrner chains are already relatively flexible
because they are in the rubbery state. Plasticization should then be defined as a
phenomenon that makes flexible chains even more flexible. It is said that Ar can
effect this in a similar manner as C02, however it requires higher pressures. It is
not clear from these findings whether Ar can plasticize a polyn~er in the
glassy
state too.

Thin versus thick films
As mentioned in Chapter 2, films with thicknesses below 1 pm show different
permeation behaviour than intermediate (-2.5pm)orthick
films (>l4 pm).
Wessling 11391 has observed a different permeation behaviour of polyimide films
with a thickness of about 3 pm compared to thick films of similar polymers. He
prepared bi-layer films using the polyimide GFDA-4PDA as the highly selective
top layer and the highly permeable poly(trimethy1 silylpropene) (PTMSF) or
poly(dimethylsi1oxane) (PDMS) as a supporting layer. The COZ/CH, selectivity
for both membranes correspond with the selectivity obtained from a thick
polyimide film. However, thepermeabilityas
a function of pressure
progressively increases with increasing pressureinthethin
film (type 3
permeation behaviour, see Figure 3.1), whereas thick film equivalents showed
type 2 behaviour. These findings may indicate different plasticization behaviour
of thin films compared tothick films prepared from the same polymer.
In case of asymmetric or composite membranes, the separating layer is often an
(ultra)thin layer. Plasticization of thethinskinlayer
of an asymmetric
membrane may also proceed in a different manner compared to thick films [40421. Jordan et al. t401 found that an asymmetric polyimide membrane could be
conditioned (preswollen) at much lower pressures than the dense film prepared
from the same polymer. The membrane also appeared to reach a much higher
plasticization state than the thick film, that is, a more pronounced increase in
permeance (permeability per unit of thickness=P/Q).Pfromm et al. 11411 studied
thick
films
and
asymmetric
membranes
prepared
from
polysulfone,
polycarbonate and polyestercarbonate. TheP J Qof CO, increased with pressure in
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the asymmetric membranes, whereasthe permeabilities of thethickfilms
preparedfromthesame
polymerdecreaseinthesamepressurerange.
Furthermore, the permeance becomes time dependent at much lower pressures
in the asymmetric membranes than in thick films.
Hence, it seems that asymmetric membranes and probably also composites are
more sensitive to plasticization effects than thick films. It is beyond the scope of
this thesis to explain these phenomena. In general, gas transport properties are
studied on homogeneous dense films because it is extremely difficult to prepare
asymmetric membranes with a defect-free top layer or composites with a defectfree ultra-thin toplayer [43,44]. In this thesis, plasticization phenomena are also
studied on thick homogeneous dense films. This is justified, because at least the
observedphenomenaare comparable. The C02 permeability increases with
increasing pressure and the permeability becomes time dependent in a thick film
as well as in the thin skin-layer of an asymmetric membrane. It is therefore
assumed that the methods identified to suppress plasticization in thick films will
also be successful in suppressing plasticization in asymmetric or composite
membranes .

3.3.

C02 plasticizationrelatedtochemicalstructure

Permeation results
Homogeneous dense films were prepared from all polymers mentioned in Table
2.1. The film thicknesses varied from 18 to 45 pm. Permeation experiments were
carried out atCO2 pressures of up to 40 bars. The resulting permeation curves are
summarized in Figure 3.4 and are organized according to the classification in
Chapter 2. All polymers show the typical trend of a decreasing permeability with
increasing pressureat low pressures and an increasing permeability with further
increase of pressure. Because of the differences in absolute permeability of the
polymers presented in one figure, the minima of the poorer permeable films are
not clearly visible on the permeability scale used. For example, PEI, BPZ-PC and
P84 show a clearly visible and defined minimum when the data are plotted on a
permeability scale of O to 2 Barrers.

The permeability values were fitted by a second order polynomial (y=a+bx+cx2).
The plasticization pressure is obtained by determining the minimum of the
curve fit. Furthermore,the permeability at zero pressureisdeterminedby
extrapolating the curve fit to zero pressure. This permeability is purely empirical,
but it is of use to obtain an impression to what extent the permeability at the
plasticization pressure has decreased with respect to the permeability at very low
pressures. In Table 3.1, this is given by the ratio of P(p=p,l) and P(p=O). The
decrease in permeability varies from 11%for CA to 37% for BPA-PC.
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Table 3.1. Plasticization pressure (p&, permeability at the plasticization
pressure (P(pp1)) and zero pressure (P(p=O)) and the ratio
P(ppl)/P(p=O))obtained from thepermeationcurves in Figure 3.4.
Group Polymer name
A

P(p=O)
(Barrer)

1 PSF
2 PES
3 PE1

34
27
28
~~

B

C

D

3.6
2.6
0.84
~

5.0
3.7
1.1

0.72
0.71
0.74

~~~

4 BPA-PC
5 BPZ-PC
6 TMBPA-PC

31
24
13

4.7
1.o
13

7.5
1.4
16

0.63
0.73
0.83

7 PP0

14

82

99

0.83

8 Matrimid 5218
9 P84

22
l2

10 CA
11 CTA

I

E 2

5.7
1.1

0.84
0.82

6.7
9

0.89
0.82

Using the plasticization pressure as a measure of the tendency to plasticize, the
following qualitative conclusions can be drawn from Table 3.1:
The polymers ingroup A, PSF, PES and PEI, showhighplasticization
pressures compared to the other polymers and, hence, a low tendency to
plasticize.
Comparing the polycarbonates in group B, the plasticization pressure varies
from13to
31. The tetramethylsubstitutionapparently
causes a higher
tendency to plasticize. The suggestion that PP0 is similar in its permeation
behaviour to TMBPA-PC is justified on the basis of their similar plasticization
pressures of 14 and 13 bar, respectively.
Changing the diamine structure in
a BTDA-based polyimidechanges the
plasticization behaviour. In group C, P84 has a higher plasticization pressure
and has therefore a lower tendency to plasticize than Matrimid.
In group D, the cellulose derivates show the same tendency to plasticize.
Compared to the other groups the tendency of these polymers isthe highest.

No obvious trends between the plasticization pressure and the absolute value of
the permeability can be found. However, an empirical correlation has been found
between the plasticization pressure and the ratio P(p=ppl)/P(p=O),as is shown in
Figure 3.5.
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As described earlier, the decrease in permeability at low pressures is dominated
by a decrease in solubilÌty with increasing pressure. On the other hand, the
diffusivity increases with pressure. From Figure 3.5, it seems that a polymer with
a lower tendency to plasticize decreases more in permeability with increasing
pressure: the higher the plastickation pressure the larger the relative decrease in
the permeability at ppl (P(p=p,~))with respect to P(p=O). This implies that the
diffusivity changes more strongly with increasing concentration as &e tendency
to plasticize increases. The permeability can therefore decrease less. In' the
extreme case, the permeability increases immediatelyand P(p=pp~)/P(p=O)would
not exist.
Free volume analysis
In a first approach to correlate €he plasticization pressure and physico-chemical
quantitiesno clear correlations werefoundbycomparing
glass transition
temperature or density of the film with the plasticization pressure. Therefore,
since transport depends on free volume, fractional free v o l m e calculations are
done. The fractional free volume(p;.p;
isV)
calculated using Equations (3.1):

FFV=-

v-v,
V

V=M/p
v. = 1.3vw

(3-1)
(3Sa)
(3Sb)

where V is the total molar volume of the monomer unit (cm3/m01e), M the
molar mass &/mole) of the monomer unit and p the density of the film (g/cm3),
which is determined experimentally. V. is the volume occupied by the chains.
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The most closely related value for V. is the zero point molar volume of the most
stable condensed phase at O K (cm3/mole). V, is assumed to be impermeable for
diffusing gas molecules. V, is the van der Waak volume which can be obtained
by a group contribution method. According to Bondi [45] a good approximation of
the relation between V, and.V, is given by Equation (3.lb). The factor 1.3 is
estimated from the packing density of molecular crystals at O K and accounts for
the fact that the volume at O K is greater than the molecular volume. The free
volume available for gas diffusion in a structural unit is therefore represented by
the difference between the total molar volume and the zero point molar volume
(V-V,)
According to theadditivity principle, many properties or combinations of
properties can be calculated by summation of either atomic, group or bond
contributions [46]. The contribution of end groups can be neglected because the
mass percentage is so small that the repeating unit determines the properties.
The van der Waals volume of the monomer unit can be obtained by using such
an additivity principle.
The monomer unit is composed of atoms, which are considered as spheres with
an atomic radius R, the so-called van der Waals radius [45]. However, the
volume of the monomer unit is not just the sum of each atomic volume. If
reaction takes place, thetotal atomic volume will be significantly smaller.
Therefore, van der Waals radii and bond lengths are estimated as a function of
their atomic surroundings. The total van der Waals volume of that monomer
unit can be determined from the volumes of the composing structural groups in
a monomer unit. Bondi[44]was the first who calculated the contributions of
about 60 structural groups to the van der Waals volume. Later Slonimskii [47]
and Askadskii [48,49] also derived group contributions of about 100 values of
atomic increments in different surroundings. Slonimskii and Askadskii as well
as Bondi used the same calculation method. Van Krevelen used these values to
calculate the van der Waals volumes of larger group increments. This makes
further calculations less time consuming. Therefore, thetabulation of van
Krevelen has been used [46,50,51]. The results are given in Tabel 3.2. The FFV
varied from 0.138 for BPZ-PC to 0.225 for Matrimid.
Lee [52] was the first who correlated the permeability of various polymers to their
specific free volume {Vf= (V-Vo)/M)}. He used the following equation for the
diffusivity as a function of the polymer free-volume:
Di = A.exp[g)

where A and B are empirical constants equal for all polymers, but dependent on
the type of gas. Substitution of Equation (3.2) in Pi=DiSi gives:
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Table 3.2.

Xeszrlfs of fractionalfreevolume

calctrlations

Group

PSF
PE§
FEI

A

l
2
3

B

4 BPA-PC
5 BPZ-PC
6 TMBPA-PC

254.3
308.4

7 PP0

120.2 91.8
1.060

8 Matrimid
9 P84

568.6
423.6

C

D

10 CA
11 CTA
~

~

246.2

1.209
136.2
1.21
169.1
1.083 310.4
180.8

I

1.241
1.336

177.1
219.8
235.0

70.62

I

273.1
194.5

1.306
121.0
1.292 288.3
143.2

v

mv

358.9
171.4
463.7

OS52
0.152
0-180

210.3 0.158
254.9
0.138
286.6
0330
0-190

113.4

1

355.0
252.9
157.3
186.2

223.1
188-5

l

0.166

Lee assumed h(§Jto vary only little with respect to ln(Di) since the solubility
variesless withpressurethanthe
diffusivity. In most polymers, the gas
diffusivity covers about six orders of magnitude while the gas solubility varies
within two orders of magnitude [52]. Equation (3.3) is then simplified by:

At a given temperature, ln(Pi)is proportional to the inverse free volume (l/Vf)
provided that the solubility does not strongly depent on Vf.Lee found this
relation to hold for 13 different polymers for the CO2 as well as O2 permeability,
However, this linear relation is not unambiguous. Hensema [53] made a similar
plot including polyimides and polyoxadiazoles and polytriazoles and found
different values for A and B. For some polymners with equal chemical nature but
differentchain conformation, the diffusivity of 0 2 and N2 increased with
decreasing free volume. This phenomenon was attributed to differences in the
distribution of the free volume.
In this thesis, the fractional free volume is used, because then the influence of
the total volume is compensated and cornparkon of different polymers is more
realistic. An attempt has been made to correlate the fractional free volume to (a)
the permeability at the plasticization pressure and (b) the plasticization pressure
itself.
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In Figure 3.6, the logarithm of the permeability at the plasticization pressure, ppl,
has been plotted versus the.
fractional free volume.Equalsymbols
refer to
polymers from the same group. Figure 3.6 shows that for most polymers a linear
relation exists betweenFFV and the logarithm of the CO2 permeability at ppl. The
permeability increases with increasing free volume, which. is in agreement with
the findings of Lee [52]. .

co2

,

' O10
0

permeability

1
1

0 . 1 " " " " " " " " '
0.12 0.18 0.15

0.21

0.24

Fractional free volume (-)

Figure 3.6. C O , permeability at the plasticization pressure
(ppl) versus FFV of
from the
dqferentpolymerfilms. Equalsymbolsrefertopolymers
same group as classified in Chapter 2. The numbers refer to the
differentpolymers.

The polyimides (8) and (9) do not fit to the general line, but seem to fall on a
different line. PE1 (3)'could be classified in the polyimide group too. This can be
justified as they all have the imide group in common.
Carbonyl or sulfone density
Although CO;! solubility is not the m a k cause of the increase in permeability at
elevated pressures, it indirectly contributes to the increase in diffusivity. A
certain number of CO2 molecules should dissolve to some extent in the polymer
matrixtobeable
to influence chain flexibility. As indicatedbyseveral
investigators, C02 solubility is favoured in the presence of polar groups in the
main chain [5,13,14]. Therefore, the carbonyl and/or sulfone density of the
polymers listed in Table 3.1 are calculated in the same way as was done by Koros
[5]. And because pressure can be related to a concentration in the polymer, the the
plasticization pressure was plotted versus the carbonyl or sulfone density. The
result is given in 'Figure 3.7.
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Polymer naml

O
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2 PES
3 PI3
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O
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sulfone density (g/cm3)

Figure 3.7. Carbonyl or sulfone density versus tke plasticizafion pvessure of

the diflerent polymers tested.
It is clear from Figure 3.8, that there is no correlation between the carbonyl or
sulfone density and the plasticization pressure. P84 has a high carbonyl density
but only a moderate plasticization pressure, whereas FP0 with no carbonyl or
sulfone groups at all plasticizes at a pressure of 14 bar. Apparently, in P84 the
carbonyl groups are less accessible for the C02 as was pointed out earlier for
Kapton. PPQ, however, has a polar and flexible ether linkage, which can also
contribute to enhanced solubility, but this is not considered here. These results
support the findings of Puleo et al. E71 that not only the carbonyl groups are
important in expIaining plasticization.
Concent4ation of sorbed gas mokcdes
To get more insight in
t& effect of the concentration of sorbed CO;! on
plasticization,theplasticizationpressureshouldbecorrelatedwiththe
concentration of C02 sorbed by the polymer at the plasticization pressure. It is
hypothesized that each polymer needs the same concentration CO2 to induce
plasticization, butthat eachpolymerrequires
a differentpressure(the
plasticization pressure) to reach this concentration. The easiest way to illustrate
this, is to take a polymer series from one family. The polycarbonate family
considered in this thesis consists of only three polymers, therefore, literature data
were used to get a larger number of polymers from one family.
The CO, concentration sorbed at the plasticization pressure has been determined
for a series of polyimides- The plasticization pressures of the polyimides cover
the same range as found in this work. To minimize variations due to film
history, care was taken that the combined permeation and sorption data came
from the same source, The results are given in Table 3.3 and Figure 3.8.
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Plasticization
pressure,
concentration
at
the
plasticization
pressure and F F V found in the literature
for a polyimide series.

Table 3.3.

Plasticization

C

pressure

at p=p1, 35 'C

cb4

(cm3(STP)/cm3)

a.6FDA-6FpDA
b. 6FDA-6FmDA
C. BPDA-6FpDA
d. BTDA-6FpDA

15
29
14
18

57
57
45

0.190
c541
0.175
c541
0.161 58 c541
0.156
c541

e. 6FDA-DAF

12

55

0.159

c551

f. BPDA-DDBT

10

47

0.125

c561

Polyimide name

FFV

Ref.
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Figure 3.8. CO2 concentration (cm3(STP)/cm3) at the plasticization pressure
for' the polyirnideserieslisted in Table 3.3 versus: A. Plasticization
pressureand B. Fractional freevolume.

The results given in Figure 3.8 support the hypothesis that the polymers require
similar CO2 concentrations before plasticization is induced. At least, this is valid
within the polyimide series. The concentration required is 53 k 6 cm3(STP)/ cm3.
Koros and Hellums [57] report similar findings for the concentration required in
polycarbonatesatwhichthe
diffusion coefficients starts to increase due to
plasticization. The concentrationfound in that case was -35 cm3(STP)/cm3.
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Furthermore, there seems to be no correlation of FIV with the concentration of
CO2 in the polyrner at p=pl. A high FFV does not contribute necessarily to an
increase in plasticization effect- IFFV may not be a sufficient measure for &e free
volume available for CO2 sorption. The free volume distribution may be more
important [53,58,59], but is difficult to determine.
Itmightbe
possible that each polymer family has its own 'critical' CO2
concentration to induce plasticization. Therefore, to see whether the hypothesis
also holds among polymers from different families similar measurements were
done with the polymers listed in Table 3.4. Five polymers were selected which
cover the whole range of plasticization pressures found. The polymers used are
listed in Table 3.4. As
Figure 3.8, the CO;! concentration at the plasticization
pressure versus plasticization pressure and fractional free volume ( F I T ) are
given in Figure 3.9. Room temperature was 23 or 25 'C.
, i n

Plasticizationpressure,
CO;! concentrationattheplasticization
pressure and F F V for five glassy polymers af room temperature.

Table 3.4.
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Figure 3.9 shows similar trends as observed for the polyimide series shown in
Figure 3.8. No correlation has been found of FFV or plasticization pressure with
the concentration of C02 at the plasticization pressure either. Furthermore, all
polymers appear to require a similar CO, concentration to induce plasticization.
The average critical C02 concentration is 42 k 7 cm3(STP) /cm3. The standard
deviation of f 7 cm3(STP)/cm3 is comparable to the standard deviation of f 6
cm3(STP) /cm3 found forthe polyimides. However, one should be cautious about
drawing conclusions fromonly five polymers. Itisstill possible that each
polymer familyhas its own critical C02 concentration. The polycarbonates (5) and
(6) show, for example,a slightly lower criticalCO2 concentrationthan PSF (1)and
the polyimides (8) and (9)- But if so, the absolute values of the critical C02
concentrations are of the same order of magnitude.

.

Diffusion
As described in Chapter 1, the diffusion coefficient ofCO2 in a glassy polymer
cannot simply be calculated by the ratio of the permeability and solubility.
Equation (1.4) isonlyvalid as the diffusion andsolubility coefficients are
constants. In case of CO2, both coefficients areconcentration dependent.
Therefore, to describe the diffusion behaviour ofCO2, an equation should be
derived without the simplifying assumption that the diffusion and solubility
coefficients are constant.
Since the permeability (Pi) is defined as the flux (Ji) normalized for the pressure
difference across the membrane (p2i-pli) and membrane thickness (P), one can
write down an equation for the permeability without any assumption by:

where the flux (JJ is given by Equation (l.l),
p2i and pli are the pressures at the
upstream (feed) and downstream (permeate) side of the membrane, respectively,
D(Ci) is a local concentration-dependent diffusion coefficient of a penetrant at
any arbitrary point between the feed and permeate side of the membrane and
dCi/dx is the local concentration gradient at the same point in the membrane
[57]. Because the steady-state permeability is a constant for fixed upstream and
downstream conditions, the product of D(CJ and dCi/dx is constant at each point
in a membrane. Integration of Equation (3.5) over the membrane thickness
(x=O-> x=P) gives:

which results in Equation (3.7) for negligible downstreampressure.

Pi =

A
L
P21

CLi

D(CJ dCi
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Multiplying the numerator and denominator of Equation (3.7) by C2i gives for
the permeability (Pi):
f

where D, is the average diffusion and Si thesolubility coefficient. Pf the
permeability coefficient and average solubility coefficient are determined at the
samepressureandtemperaturean
average diffusion coefficient can be
calculated from the ratio of the permeability and average solubility coefficients.
If completepermeationandsorption
isotherms are measured at the same
temperature, a local concentration-dependent diffusion coefficient atany
arbitrarypointbetweenthe
feed andpermeatesidecan
be determined.
Differentiation of Equation (3.7) to Cr gives:

1

By applying the chain rule on

in the first term, dzferentiation of the
dC,
integral in the second temi and subsequent rearrangement the result in Equation
(3.10) is obtained [bol~

(3.10)
where P(p2i) is the permeability at pressure (pzi), dPi/dp2i is the slope of the
permeation isotherm at pressure p2i and dp2i/dC2i is the reciprocal slope of the
sorption isotherm at pressure p2p Simple polynomial fits of the permeation and
sorption isotherms would suffice to evaluate the slopes foruse in Equation (3.10).
This is a phenomenological approach of describing the phenomenon in question
without considering its physical bases[601.
For the polymers listed in Table 3.4, the local concentration-dependent diffusion
coefficient is determined at the plasticization pressure by using Equation (3.10).
The permeationisothermswere
fitted with a secondorderpolynomial
(y=a+bx+cxZ) and the sorption isotherms with a function sipnilar to the dualmode sorption equation: y=ax+bx/(l+cx). %e results are given in Table 3.5 as
well as the permeability, concentrationand average solubilityat theplasticization
pressure. The average solubility at the plasticization pressure is obtained by
dividing the concentration at the plasticization pressure by the p'lasticization
pressure ((C(p=pl)/ppl)-
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Table 3.5. Permeability,concentration,solubility
and diffusivityatthe
plasticizationpressure of severalpolymers.
-

Polper
name

Pp1

P(p=pl)

C(p=pl)

S(p=pl)

D(C)(p=pl)
x.

1. PSF

34

3.6

5. BPZ-PC
6. TMBPA-PC

24
13

1.0
13

32
36

8. Matrimid
9. P84

12
22

4.8

47
48 0.92

10-8

1.4 47

2.6

1.3
2.8

1.0
5.0

3.9
2.2

1.7
0.63

Units: permeability (Barer), concentration (cm3(STP)/cm3), solubility (cm3(STP)/cm3bar)
and diffusivity (cm2/s)

As was hypothesized, the polymers may require similar concentrations of C 0 2 to
induce plasticization, but need different pressures to reach this concentration.
The reason for this is that the C 0 2 solubility in each polymer is different. This is
indicated by the average solubility coefficient in Table 3.5. No trend in solubility
as a function of the plasticization pressure among the five polymers is found.
Within one polymer family, a higher solubility is observed for the polymer with
the higher tendency to
plasticize. The same is valid for the local diffusion
coefficient. There is no trend found in the diffusion coefficient as a function of
plasticization pressure for the five polymers considered. But within one family,
the diffusion coefficient at the plasticization pressure is higher for the most
plasticized polymer.
More interestingisthechangeintheconcentrationdependentdiffusion
coefficient D(CJ with concentration. To allow comparison among the different
polymers, D(Ci) is expressed as the ratio of the local diffusion coefficient D(CJ
(calculated with Equation (3.10)) and the diffusion coefficient at infinite dilution
(DO)as a function of the C 0 2 concentration. In Figure 3.10, D(Ci)/Do is given as a
function of the concentration for the five polymers considered above.
All curves show the general trend at low concentration. According to the dualmode theory, the diffusion coefficient increases with increasing concentration.
This increase reflects the saturation of the excess free volume, which levels off at
higher concentrations [59]. The relative increase in the local diffusion coefficient
aftertheplateauvalue
is attributed .to plasticization. These measurements
support the fact that the CO, plasticization increases segmental mobility and
thereby diffusivity.
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Figure 3.10. Theratio

of the local diffusioncoefficient(D(Ci))andthe
diffusioncoefficientafzeropressure
( D O ) as
a function of
concentration for the fine polymers listed in Table 3.5.

Furthermore, a trend can be observed in magnitude of the ratio D(Ci)/Do among
the five polymers. The ratio of D(CJ/Do determined at the concentration
corresponding with the plasticization pressure is higher for the polymers having
a higher tendency to plasticize. This is illustrated in Figure 3.11, in which the
ratio D(Ci)/Do at the plasticization pressure is plotted versus the plasticization
pressure of the different polymers.

o " " " " " " " " '
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Figure 3.11. TheratioD(Ci)/Doattheplasticizationpressureversusthe
plasticization pressure of the polymerslisted in Table 3.5.

The ratio D(Ci)/Do decreases with increasing plasticization pressure. Hence, as
thetendency to glasticize increases the morethe diffusivity changes with
from the
increasing concentration. This is exactly whatwasinterpreted
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correlation
found
between
the
plasticization
pressure
and
the
ratio
P(p=ppl)/P(p=O) as shown in Figure
3.5.

3.4.

Conclusions

Permeation
Permeability measurements at various C02 pressures have been carried out on
11 different glassy polymer films. Fromthepermeabilitycurves,the
plasticization pressure (ppl), the corresponding permeability (P(p=ppl))and the
permeability at zero pressure (P(p=O)) have been determined. Additionally,
fractional free volume calculations have been done.
A linear correlation wasfound between P(p=ppl)/P(p=O)and the plasticization
pressure of the eleven polymers tested: the higher the plasticizationpressure
the larger the relative decrease in permeability with increasing pressure. As
the changes in solubility are assumed to be similar for all polymers, this
impliesthatthediffusivitychangesmorestronglywithincreasing
concentration for those polymers showinga larger tendency to plasticize. The
latter is supported by the determination of the local concentration-dependent
diffusion coefficientas a function of the concentration of five different
polymers.
The logarithm of P((p=ppl) correlated with fractional free volume.'However,
the polyimides did not fit to the same general line.
The plasticization pressure did not depend on the polar carbonyl or sulfone
density of the polymers considered.

Souptioa and diflusion

Five different polymershavebeen
selected for sorption experiments. The
plasticization pressures of the polymers covered the whole rangeof plasticization
pressures found for the complete series of polymers. Sorption isotherms are
measured at the same temperatures as the permeation isotherms. The combined
sorptionandpermeationdata
allowed calculations of local concentrationdependent diffusion coefficients.
The CO2 concentration at the plasticization pressure is constant, independent
of the value of the plasticization pressure. We suggest that all polymers need
a similar C02 concentration to plasticize, but require different pressures to
reach it. A critical CO, concentration of 42 f 7 cm3(STP)/cm3 has been found
for our series of polymers studied.
The local diffusion coefficients showed a clear increase with concentration
above the concentration corresponding to the plasticization pressure.
The relative increase of the local diffusion coefficient was higher for polymers
with a higher tendency to plasticize.
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4
Suppression of CO2 plasticization
Part 1:Crosslinking by thermal treatment

4.1.

Introduction

In this thesis, the increase in permeability of a gas with increasing feed gas
pressure is attributed to C02 induced plasticizationof the polymer matrix. A high
CO2 concentration in the polymer film disrupts the chain packing whichleads to
a larger free volumeand an enhanced segmental mobility. The increased
permeability is therefore mainly determined by an increase in diffusivity.
However, it is still difficult to obtain a detailed picture of the plasticization
mechanism.
Since the C02-induced plasticization generally leads to a loss in selectivity of a
membrane, plasticization should be minimized. CO2 induced plasticization
effects can be suppressed by various means.A method is defined as successful,if
the permeability as a function of pressure does not increase anymore. It is also
possible that the permeability-pressure curves still show a minimum, but at
higher feed pressures. In that case, the film performanceis only improved.
Hence, suppressing C02-induced plasticization in the sensethat the permeability
does not increase with pressure implies a suppression of the chain flexibility.
From Chapter 3, it became clear that not all polymers showthe same tendency to
plasticize at pressures of up to 60 bar. However, just switching to a different
polymer for a particular separation problem is not always a solution. Polymers
with a lowtendency to plasticize may notshowthe
desiredq productivity
combined with a sufficient selectivity or they maynot be easily processed. It may
as well be an option to modify the polymer of interest in such a way that it
maintains its separating properties at a certain level, but does not plasticize. Two
possibilities tosuppress the flexibility of the polymer chains are:
- crosslinking of the polymer matrix,
- blending a polymer that is highly susceptible to plasticization with a
polymer that does not plasticize.
This chapter presents the results obtained with crosslinking and the next chapter
deals with blending of polymers.
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In this study polyimides are considered because of their good gas separation
properties. Many possible crosslinking mechanisms of polyimides are described
in the literature [l-31.For example, crosslinking is possible with terminal amine
groups or via the interaction of two neighbouring imide rings. Incompletely
imidized polyimides are also highly susceptible to crosslinking- The carboxyl
groups (-COOH) of the polyamic a a d of different chains can react to form an
imide group that simultaneously results in a crosslink. Angel0 [4] modified the
polyirnide structure by introducing a carboxyl group in the main chain to create
crosslinking possibilities. Furthermore, functional endgroups, in particular with
double bonds, cm.form crosslinks at elevated temperatures [3].An example of
the crosslinking of an acetylene-endcapped oligomeric polyimidewill be given in
Chapter 5. This subject is treated separately in the next chapter because the
reaction is carried out in the presence of a second polymer, which in fact is a
variation on blending-

UV irradiation is found to be effective in crosslinking too C5-91. The main reason
for the use of UV-treatments of films is to improvetheir gas separation
performance. The result is usually an increase in selectivity after irradiation, but
always at the expense of permeability. In particular BTDA-based polyimides are
very photosensitive [10-13]cPfeifer and Rohde [l01 discovered that a BTDA-based
polyimide with an ortho-alkyl-substituted diamine can be photocrosslinked at
irradiation of light with a wavelength of 365 nm- However, the exact
photochemical reaction mechanism was unknown. It was Lin et al- [12], who
elucidatedthemechanism
of thisphotocrosslinkingreaction,
whichis
schematically givenin Figure 4.1.

Figure 4.1. Mechanism of photocrosslinking of BTDA-basedpolyimides.

The benzophenone carbonyl group is excited by irradiation of light and will
abstract a hydrogen from an alkyl group in a different polymer chain. The
radicals so formed will couple into a new bond.
P84 is a n excellent candidate to test this crosslinking mechanism. It is a BTDAbased copolyimicae which contains the required ortho-alkyl substituted diamine.
(see Table 2.1 in Chapter 2 for the chemical structure). Therefore, a film was
irradiated under two nonna1 UV-A lamps with a wavelength of 350-390 run for
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49 hours. The film was found to be crosslinked, as it did not dissolve in the
originalcasting solvent anymore. However, the method wasnot effective
enough to suppress C02 plasticization. The permeability asa function of pressure
of the crosslinked P84 film is comparedwith an untreated one in Figure 4.2.
1.2

I

I

I

'

I

'

I

'

untreated

Permeability
(Barrer)
0.8
49hlUV-A
l

0.6

O

10

I

60'-350"C
I

20

,

1

30

,

I

40

,

50

Feed pressure (bar)

Figure 4.2. CO2 permeationisotherms of a n untreated, UV-A treated and a
heat treated P84 film at 23, 23 and 22 "C, respectively.

The permeation curve still shows a minimum at 22 bar. The permeability of the
treated film is lower compared to the untreated one, because crosslinking may
lead to a densification of the polymer matrix. Similar results were obtained in
UV-irradiation ofPSF and PES at a wavelength of254 nm. PSF and PES are
crosslinked via a photodegradation reaction [lol, An explanation for the
somewhat disappointing effects on the suppression of plasticization may be
attributed to the low power of the light source, which was only 30 W. In the
literature, mercury lamps of450 W with the required wavelength are reported
[5,7]. It is plausible that the crosslinking degree is too low to significantly change
the plasticizing ability.
From P84 it is also known that it can be crosslinked by heating at a temperature
of 350-380 "C [15,16]. Theeffect of a heat-treatment at 350 "C on the C02
permeability is also given in Figure 4.2. This method is more effective than the
UV-irradiation. The permeability decreases with increasing pressure and does
not show a minimum in the pressure range considered. However, it is not
certain whether the permeability will increaseagain above 40 bar or not.
For research purposes, to allow better comparison of the effect of crosslinking on
suppression of plasticization, a polymer with a high tendency to plasticize is
preferred. As decribed in Chapter 1, Matrimid is therefore selected as a model
polymer. Matrimid is alsoa BTDA-based polyimide with alkyl substituents in the
diaminestructure,butitdidnotcrosslink
by UV-irradiation.Several
explanations for this result are possible. The power of the light source could be
too low, but it is also possiblethat the methyl groups in Matrimid are insufficient
,
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H-donors or that thea w l groups are sterically hindered to be in close distanceof
the carbonyl group- As it was demonstrated with P84, a heat-treatment at 350 "C
is expected to have more effect on the permeability. It is ~IIQWI-L that many
polymers can be crosslinked in the solid state at such high temperatures [15-171.
The temperature is often well abovethe glass transitiontemperatureand
crosslinking is possible via a degradation mechanism [15,17]. This crosslinking
method will therefore be applied to Matrimid. The disadvantage of this method
is, that the exact crosslinking mechanismsare not known. Most reaction schemes
are based on speculations, which are only partly elucidated. The crosslinking
degree is often very low, but high enough to make the polymer insol,ubleUnfortunately,
this
makes
many
analytical
methods
unsuitable
for
characterization of crosslinked films.

The typical procedure of preparing homogeneous dense films was described in
Chapter 2. The crosslinking protocol described below starts after the nitrogen
drying step in the procedure.
The crosslinked Matrimid films were prepared by treating the already dried film
in a hot-air. oven (Heraeus,K750/1) at 350 "C-The heat-treatment of 15, 30 or 45
minutes was carried out while the f
i
l
m still stuck to the glass plate. Since the
ventilation system blew air in the oven chamber, the treatment was carried out
in the presence of oxygen. After the treatment, the films were slowly cooled to
room temperature. The cooledfilms were taken from the glass plate with a small
amount of water and treated in a vacuum oven (Heraeus, RVT 220/180) at 150
"C for at least four days. Small pieces of the treated films were immersed in the
original casting solvent to verify crosslinking. All treated films did not dissolve
anymore, even at elevated temperatures of 100 "C, and were therefore indicated
as being crosslinked.
The density and glass transition temperature of the untreated as well as the heattreated films aredetermined as described in Chapter 2- Furthermore, the
prepared films are characterized by single and mixed gas permeation and
sorgtion experimenis, describedin Chapter 2 as well.

Matrimidm 5218 composes of 3,3',4,4'-benzophenone tetracarboxyk- diarthydride
(BTDA) and dïamïnophenylindane (DAPI). To facilitate reading, the monomer
unit is given again in Figure 4.3.
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of the MatrimidB 5218 monomer unit.

The 15, 30 as well as 45 minutes heat-treated films were crosslinked as indicated
by the solubility test. Neither of the films dissolved in the original casting
solvent. A further swelling test was carried out in DMAc at 100 'C, but the films
still didnot dissolve. However, oneshould be careful byaddressingthe
insolubility of thepolymer film after treatmentto crosslinking alone. The
insolubility can also result from crystallinity in the film [3]. This was tested by
DSC experiments. If crystallization takes place, one should see a melting peak in
the DSc-curve. This was not the case for the treated Matrimid films. Additional
evidence that no crystallization takes place is found in infrared measurements,
which will be described in Chapter 6. Crystallization can therefore bedismissed.
The polymer is purchased ds fully imidized, but it is possible that still a certain
amount of polyamic acid is present in the material. The free carboxyl groups are
then possible crosslinking sites. This is only one suggestion on a possible
crosslinking mechanism. It was not possible to elucidate the exact crosslinking
mechanism of Matrimid.
According to theinformation of Ciba-Geigy, crosslinking by a degradation
reaction is most plausible because Matrimid degrades at 350"C or higher. At
temperatures above the glass transition both radical and chemical crosslinking
can take place. Falcigno et al. [l81 determined the insolubilizationtemperature of
polyimides containing DAPI. Their results showed that Matrimid was insoluble
in NMP after 1hour treatment in a nitrogen atmosphere at 350 "C.
The films used in this thesis were treated in air. This means that oxygen may
also contribute to the crosslinking reaction. It was suggested that oxygen would
oxidize a methyl group of the indane group. To check this, the polyimide BTDAPDA was treated under the same
conditions. The chemical structure of this
polyimide is very similar to Matrimid, except for the indane group (compare
Figure 1.1 of Chapter 1 with Figure 4.3). However, BTDA-PDA appeared to be
crosslinked too. Hence, the indane group does not necessarily contribute to the
crosslinking reaction. Thermal oxidative degradation of the indane group has
also been rejected by Bateman [19]. For such a reaction, the cycloaliphatic indane
group should have benzylic hydrogens susceptible to oxidation. Thereare no two
adjacent carbons bearing hydrogen, which excludes the oxidative degradation
pathway.
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In case of the heat-treatment of P84 at 350 OC, Yanagishita et al. [l61 assumedthat
the crosslinking OCCLXS in the way as in the reaction by UV irradiation. However,
Rohde et al. [l11note that polyimides with structures such as P84 possess a photocrosslinking as well as a thermal crosslinking mechanism. Bothtreatments must
therefore be considered separately.
Notable changes in the treated films compared to an untreated one are changes
in colour, density and glass transition temperature. The differencesare presented
in Table 4.1.
TabHe4,I. Changes in maximumin

density andglass
Matrimid films.

1.23
untreated
319 15' 350 "C
1.25
412 "C 350 45'

.

wavelength of light absorption (colour),
transition fempevature of the diffevenfly treated

391
394

I

1.29

I

339

The colour of an untreated Matrimid film is lightly yellow. The heat-treated
films still have a yellow colour, but are darker. The longer the treatment the
darker the film will be. After 45 minutes heat-treatment, the colour changed to
lightly brown. The change in colour could be detected by UV-spectroscopy. The
maximum in thewavelengthrepresentinglightabsorption
increased with
increasing heating h e as given in Table 4.1.
The yellow colour is characteristic for most poIyimides and is attributed to
charge-transfer complexes [3,201. In general, charge transfer complexesare formed
by electron transfer between an electron rich-donor molecule and a n electrondeficient acceptor molecule [20-221, Since many aromatic polyimides have a
highly conjugated chemical structure, alternating segments of electron-donating
and electron accepting character result from delocalization of ekctrons. Charge
transfer complexes (CTC's) are often formed between benzene rings (either
in the
dianhydride or diamine) and the five-membered imide rings provided that the
rings are able to approach each other closely enough to allow transfer of n;electrons 120-231.
The density of the treated Matrimid films are higher compared to the untreated
film and increased with heating time. Tbis indicates a better packing of the
polymer chains and a decrease in free volume. Furthermore, the glass transition
temperature aIso increases with heating time.This can be interpreted as a
reduction of the segmental mobility.
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Summarizing, it is possible that a combination of crosslinking and the CTC
formation is responsible for the changes in the Matrimid films. The crosslinking
might be the reason for the insolubility of Matrimid after the heat-treatment. A
few crosslinks in a polymer with a high molecular weight is often enough to
make it insoluble. If the crosslinking degree is really low, the CTC's may be the
main reason for the densification. Additionally, the CTC's may work as physical
crosslinks, since they are strong enough, and therefore may prevent swelling of
the polymer matrix.

4.5.

C02 and CO2/CM4 permeationbehaviour

Single gas permeation
The C02 permeation behaviour of a 15 and 30 minutes heat-treated Matrimid
film is compared with an untreated film. The results are shown in Figure 4.4.
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The untreated film shows a minimum at 15 bar in its permeability-versuspressure curve. The permeability first decreases with increasing pressure and
then increases with further increase of carbon dioxide pressure. The decrease in
permeability at low pressures stems from a decreasing solubility with increasing
pressure. The increase of permeability with increasing pressure is due to
plasticization. A high CO2 concentration in the polymer film disrupts chain
packing. The free volume of the polymer matrix increases, which results in an
increased segmental mobility. The crosslinked films do not show a minimum,
but level off above 15 bar. The increase in segmental mobility is reduced, as
indicated by the initially higher glass transition temperature. The permeability
approaches a limiting value at high feed pressures. This result indicates therefore
that the crosslinking method is successful in suppressing the C02-induced

.

,
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plasticization. A disadvantage is that the permeabilities of the treated films are
lower than the untreated one- A longer treatment time leads to decreasing
permeability values. An explanation for this effect is the densification of the
polymer matrix after crosslinking.
Another phenomenon attributed to the carbon dioxide plasticization is the timedependent permeability at feed pressures above the pIasticization pressure 17241.
This behaviour is shown in Figure 4.5.
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Figure 4.5,

Time-dependent
permeability
of an
untreated
and
treated Matrimid films at 30 bar CO2 nnd 35 "C.

two keat-

The C02 permeability is measured at 30 bar as a function of time for the
untreated and the two heat-treated films. The 30 bar CO2 pressure is applied
directly onthe film after vacuumevacuation of thetest cells without
intermediatepressure steps. All permeabilities aredividedby
their initial
permeability (at t =: 1 minute) to makecomparison possible. Thetime-lag,
representing the built-up of the concentration profile, of these experiments was
about 30 seconds or less. Hence, the increase in permeability can be corn-pktelfr
attributed to conditioningby sorbed CO2
As it was indicated in Chapter 1, the CO2 permeability of the untreated film does
not reach a steady-state value within the given experimentation time. The total
increase is more than 40% after 8 hours. The treated films on the other hand do
reach a steady-state value. The film treated for 15 minutes reaches a permeability
which is 8% higher than the initial permeability and the film treated for 30
minutes levels off at a 5% higher permeability. The fact that the treated films
reach a steady-state value indicates again that the crosslinking method is
effective insuppressingtheC02-induced
plasticization. Furthermore,the
conditioning effectof C02 in the treated &s is lower compared tothe untreated
one, because the increase in permeability is less pronounced: 5 or 8% compared
to 40% of the untreated film-
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Mixed gas permeation
The mixed gas permeation experiments were carried out with a 55/45 mol 70
C02/CH4 mixture. Over the pressure range considered, the partial C02 pressure
is high enough to plasticize the untreated Matrimid film. Figure 4.6 shows the
selectivity as a function of the total feed pressure for the untreated and the two
heat-treated films.
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Figure 4.6.

Selectivity as a function of total feed pressure of a 55/45 mol %
C O,/CH, mixture for anuntreated film and twoheat-treated
films (25 and ,30 minutes at 350 "C).

A clear trend in absolute values of the selectivities can be found among the
differently treated films. At elevated pressures, the 15 and 30 minutes heattreated films show up to 11 and 30% higher values, respectively, compared to the
untreated film.This can be explained from the densification of the polymer
matrix after crosslinking. The permeability ofCH4 decreases more than the C02
permeability, which results overall in an improved C02/CH4 selectivity of a
treated film.
Furthermore, the selectivity decreases with increasing feed pressure for the
untreated as well as the treated films. In the past this was interpreted as a result
stemmingfrom C02-plasticization [25,26].The decreasing selectivity of the
treated films suggest therefore no stabilization which is in contradiction to the
single gas permeation experiments. However, for glassy polymers
the decrease in
selectivity stems from a decrease in permeability due to a decreasing solubility
coefficient with increasing pressure. And becausethe CO2 permeability decreases
more pronounced with increasing pressure than the CH4 permeability, the
selectivity will decrease. In case of plasticization, it is hypothesized that the
opposite occurs, however, only few literature data are available to support this.
The polymer matrix swells by the highly sorbed carbon dioxide, which results in
an increase inC02 permeability. Simultaneously, themethane permeability
increases and as it increases more than the CO2 permeability, the selectivity

,

.
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decreases. Since these two counteracting effects are subtle, the two contributions
to the decrease in selectivity cannot be distinguished in Figure 4.6. Therefore, an
analysis of the (partial) permeabilifies is necessary.
The results of the permeability analysis are given in Figure 4.7A, B and C.Figure
4-78 shows the total permeability of both gases. The partial C02 and CH4
permeabilities, in Figure 4.7B and Figure 4.7C, respectively, are calculated hom
the total permeabilitiesas is given by Equation (2.6).
In Figure 4.7A, thepermeation isotherm of theuntreated fih showsthe
increase in permeability typical for plasticization, whereasthe permeation curves
for the treated films do not show such an increase in permeability. In Figure 4.7B
the permeation isotherm for pure C02 and an untreated Matriqid f
i
l
m is added
forcomparison.Thepartial
CO2 permeationbehaviourinthemixture
corresponds with the permeation behaviour of a single gas. Both permeation
curves show the typical increase in permeability above 15 bar partial CO2
pressure. The CO2 permeability in the mixture is slightly lower compared to the
pure CO2 permeability, because the presence of 'CH4 reduces the permeability of
COZ.This is also predicted by the dual-mode sorption theory. The permeability of
a penetrant A in a binary mixture of gases A and B can be givenby [27]:

pA and PB are the partial pressures of
where FA=DHA/D,A and KA=C'HAbA/kDAgas A and B
] ,respectively. C'HA is theLangmuir affinity constant, bA the
Langmuir sorption capacity and kDAthe Henry's law constant of gas A. bBis the
Langmuir sorption capacity of gas B. Dm and DDA are the mobilityof gas A in the
Langmuir and the Henry mode, respectively. The permeability of gas A will be
smaller in presence of gas B, because the denominator of the second term is
larger compared to the single gas case. In fact Equation (4.2) is an extention of
Equation (1.9) accounting for competition forsorption sitesThe permeation isotherms of the treated films do not show a minimum in
permeability as a function of the partial CO2 pressure. Because single and mixed
gas permeation behaviour in the untreated films are very similar, it is expected
that the permeability of the treated films will level off with further increase in
pressure as it is measured in pure gas permeation experiments. This is also
supported by Equation (4.2). The permeability PA will approach the limiting
value kDADDA as pA,pB -> 03. Hence, this result again is a clear indication of the
successful suppression of plasticizationAn even superior evidence for the suppression of C02-induced plasticization is
found in comparing the CH4 permeability of the untreated and treated films.
Figure 4.7C shows the partial CH* permeabilities. The untreated film shows a
significant increasein the CH4 permeability at higher partial CH4 pressure which
is due to CO2 plasticization. A similar increasein CH4 permeability is observed by
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Coleman [28] for a GFDA-based polyimide and by Sada et al..[29] for celIulose
acetate. As reported by Li et al. [30], this is also the case in for CQ2/N2 mixtures.
Due to CO2 plasticization, the N2 permeability is increased. TheCO2 has loosened
-up the polymer matrix in such a way that relative CH4 permeation increases
more than the relative CO2 permeation. On the other hand, the treated films
show a constant CH4 permeability, This truly supports the effectiveness of the
applied crosslinking method tosuppress plasticization.
Summarizing, crosslinking a Matrimid f
ilm by a heat-treatment at 350 "C is a
successful method to suppress C02-induced plasticization. h a mixture both &e
CO2 and the CH4 permeabilities are constant at elevated feed pressures. It is
therefore plausible to state that the crosslinked films will also show a constant
selectivity at further increased pressure.

To obtain a better understanding of the CO2 permeation behaviour as a function
of pressure, the sorption and diffusion behaviour of C82 has been studied for an
untreated and two heat-treated films. Sorption experiments are carried out as
described in Chapter 2. To minimize differences due to film history, samples are
taken from the same cast film and the permeation isotherms are remeasured
with the same pressure
increments as used for thesorption isotherm. As
described in Chapter 2, the plasticizing ability of CO2 is higher at lower
temperatures. The experiments are therefore done at 25 "C instead of 35 "C. The
permeation and sorption results are given in Figure 4.8.
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The permeation and sorption isotherms are described phenomenologically by

Suppression of plasticization, part 1

79

fitting them to a suitable mathematical function. As was pointed out in Chapter
3, the
permeation
isotherms are fitted with a higher order polynomial. The
sorption isotherms are fitted with a function in form similar to the dual-mode
sorption equation, i.e., y=ax+bx/(l+cx). The solid lines represent these numerical
fits.
Despite the higher plasticizing ability of C02, the treated films show again a
constant permeability at elevated pressures. This result emphasizesthe success of
the crosslinking method to suppress C02-induced plasticization. The differences
in permeability of the differently treated films show the same trends as the
permeabilities measured at 35 "C.Thelevel of permeability decreases with
longer heating time.

.

The sorption isotherms show the concave shape typical for gas sorption in glassy
polymers. The CO2 concentration sorbed by the differently treated films do not
differ much at pressures up to 10 bar. No particular reason has been found to
explain this. At higher feed pressures the C02 concentration in the treated films
is lower compared to the untreated film and decreases further with longer
heating time.
The permeability (P), the solubility (S) and the average diffusion coefficient(D) at
a pressure of 5 and 25 bar for the three films are givenin Table 4.2. As defined in
Chapter 3, the solubility coefficient (S) ofCO;! in the films is obtainedby the ratio
of the concentration and the corresponding pressure. The average diffusion
coefficient is obtained from the ratio of permeability and solubility at the same
pressure 17311.

Table 4.2. Permeability,solubilityandaveragediffusivity
of thedifferently
treated Matrimid films at 5 and 25 bar feed pressure and 25 "C.
5 bar

Film

P
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Untreated
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25 bar

P
S
n
(Barrer)
*10-~
(!Z)
$)
bar
cm3bar e
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2.6 4.7

1.4

0.58 6.2 3.8

2.2

1.3

6.3

1.0

6.2 5.2

8.7

From Table 4.2 it can be concluded that the differences in permeability amongthe
differently treated films is mainly determined by diffusion and not or much less
by solubility. At a pressure of 5 bar, the diffusion coefficients for the 15 and 30
minutes heat-treated films are, respectively,37% and 42% lower compared to the
untreated film, whereas the solubilities are almost the same. At 25 bar the
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solubilities of the 15 and 30 minutes heat-treated films are, respectively, 10% and
24% lowercompared to theuntreated one. However,the differences in
permeability are also mainly governed by the differences in diffusivity, The
diffusion coefficients of the heat-treated films are 39% and 43 (XO lower than the
untreated film.
In a first approach to elucidate the permeability values, the solubility and the
average diffusion coefficients are useful parameters. However, in most cases the
diffusion coefficient strongly depends on concentration of the penetrant. It is
therefore more correct to evaluate a local concentration dependent diffusion
coefficient at any arbitrary point betweeg the feed and permeate side of the
membrane [31]. As described in Chapter 3, for this purpose a phenomenological
description of the permeation and sorption isotherms is sufficient. Although the
fits do not have any physical basis, they are legitimate tools to determine the
derivatives of the isotherms at any desired pressure. The local concentration
dependent diffusion coefficient is then calculated by Equation (3.9) and is given
here again to facilitate reading.

According to the dual mode theory, the general trend is an increase of the
diffusion coefficient with increasing concentration.This increase is not caused by
plasticization but reflects the saturation of the excess free volume and levels off
at higher concentrations [32]. The local diffusion coefficient as a function of the
CO2 concentration in the differently treated films is calculated with Equation
(4.3). The results are shown inFigure 4.9.
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Egure 4-9.

Local
Concentration
dependent
difficsion coefficient
as
a
heat-treated
function of concentration for theuntreatedandtwo
Matrimid films at 25 OC. D(C) is calculated with Equation 4.3.

The untreated filmshows an increase in the local diffusion coefficient at lower
concentrations and reaches a plateau level at concentrations of about 40
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cm3(STP) /cm3. Such a plateau level has also been observed by Koros and
Hellurns E281 for a polycarbonate series. The increase in the local diffusion
coefficient after the plateau value is attributed to the effect of plasticization. The
crosslinkedfilmsappeartoreach
a constantlocaldiffusioncoefficient.
Unfortunately,the concentration rangewas too smallto conclude that the
diffusion coefficient remains constant with increasing concentration. However,
taking a constantpermeability (see Figure 4.4) and a linearincrease in
concentration as a function of pressure, Equation (4.3) predicts a constant local
diffusion coefficient. It is therefore again concluded that the crosslinking method
is successful in suppressing the C02-induced plasticization.

4.7.

Conclusions

Crosslinking of Matrimid films by a thermal treatment at 350 "C is a successful
method to suppress C02-induced plasticization. This conclusion is supported by
the following observations:
In single gas permeation, a constant permeability at elevated pressures is
obtained for the 15 and 30 minutes heat-treated films, whereas the untreated
film shows an enormous increase in permeability due to plasticization.
In time-dependent experiments at 30 bar C02 pressure no time dependency is
observed in the permeability for the treated films after 4 hours of permeation,
whereas the permeability of the untreated film still increases considerably.
Mixed gas permeation experiments reveal that the partial CH4 permeability
remainsconstant for thetreated films. For theuntreated film the CH4
permeability strongly increases at higher partial CH4 pressure due to the CO2
plasticization.
The local diffusion coefficient as a function of the concëntration of the
treated films do not show the increase at higher concentrations typical for
plasticization as observed in the untreated film.
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Suppression of CO2 plasticization
Part 2: Blending and semi-interpenetrating polymer network

5.1.

Introduction

Polymer blending is a possibility to modifymaterial properties. A blend can show
new properties not found in the single polymers. This is also true for membrane
preparation. Ube prepare their membranes from BPDA-based polyimide blends
[l].Furthermore, blending is an option to reduce the price of the membranes.
Considering Matrimid in particular, several examples can be found in the patent
literature where membranes are prepared from Matrimid and the much cheaper
PE1 [2,3].
It is well known that many polymers do not mix on a molecular level. The
blends contain the separate polymers as individual domains or phases [4]. Most
blends consist of a matrix of one polymer containing the other polymer as a
dispersed or co-continuous phase. However, it is found that Matrimid can be
blended on a molecular level with PC 1141, PSF [4,5], PES [6-81 and polybenzimidazole (PBI) [9,10]. Blending on a molecular level, for example, is indicated by a
single glass transition temperature and optical transparency of the films.
In this thesis, blending is used as a method to change the susceptibility to
plasticize the polymer film. It is hypothesized that blending of a polymer highly
susceptible to plasticization with a polymer that hardly plasticizes will result in a
materialthatshows
a suppressedplasticization tendency. Permeation and
sorption experiments will be carried out with a blend of Matrimid with PSF or
P84. Matrimid is the polymer highly susceptible to plasticization and PSF and P84
the polymers that hardly plasticize. The results are presented in Section 5.2.
Furthermore, Matrimid has been blended with an oligomer containing reactive
acetylene groups. This blend results in a semi-interpenetratingpolymer network
(s-ipn) upon heating. In general, the latter type of blending is a concept to
incorporatethermoplasticsinto
a thermosetmatrix. The toughness o f ' a
thermoplast is in this way combined with the thermal and chemical resistance of
thermosets [ll]. The influence of this type of blending on plasticization will be
discussed in Section 5.3.

86

Chapter 5

A 10% Matrimid/PSF (50/50 wt 70)in CHC13 solution and a 20% Matrimid/P84
(Q0/40wt %) in IDlMAc solution were cast on a glass plate and dried ina nitrogen
atmosphere at room temperature. The dried films were removed from the glass
platewith a small amount of waterandfurtherdried
in a vacuum oven
(Heraeus, RVT 220/180) at 150 "C for at least four days. The final film thickness
was 18 pm for the Matrimid/PSF and 27 pm for the Matrimid/P84 blend.

The blends, Matrimid/P84 as well as Matrinüd/PSF, were transparent. However,
the Matrimid/PSP; appeared to have two glass transition temperatures and are
therefore indicated as inhomogeneous on a molecular level. The Tg's of the
blend appear to be slightly higher compared to the hornopolymers. Optical
clearness is therefore not a sufficientmeasure
for determiningblend
homogeneity. For example, thin films of heterogeneous blends appear clear as
the light encounters only one of the two phases in passing through the material
[12]. Furthermore, the two polymers can have equal refractive indices or the
dispersed phase has dimensions smalIer than the wavelength of the visible light
[12]. For the Matrimid/P84 blend one glass transition temperature was observed.
Although it maynotbecompletely
obvious, theblendwasindicated
as
homogeneous- It is possible that the second glass transition temperature is hard
to detect, because the glass transition temperatures of the homopolymers do not
differ much,
The glass transition temperatures and the densities are given in Table 5.1. The
casting solvents used are also given as they may influence the results to a certain
extent.
The densities of the different films varied from 1.221 g/cm3 for the Matrimid/
FSF blend to 1.336 g/m3 for P84. The density of the Matrimid/P84 blend is
between the values of the homopolymers. The density of the Matrimid/PSF
blend is lower compared to the homopolymers. This may be explained by the
casting solvent used. The films prepared from the homopolymers were castfrom
DMAc, whereas the blend was cast from the more volatile CHCl,, A film cast
from CHC13 will dry faster compared to a fiLm cast from DMAc. In case of the
CHC13 cast film, the polymer chains have less timeto relax into a dense packing
as in the case of the DMAc cast fik, which results in a lower density €or the
CHC13 cast film.
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Matrimid
6O%M/4O%P84
P84

1.229 DMAc 313
1.288 DMAc 307
1.336 DMAc 300

Matrimid
50%M/50%PSF
PSF

'

of thedifferent

Glasstransitiontemperaturesanddensities
f i l m s prepared.

1.229
1.221
1.236

DMAc
CHC13
NMP

313
191and 319
182

5.2.3. CO, permeation, sorption anddiffusion behaviour of MatrimidPS4 blend

Single gas permeation together with sorption experiments are only carried out
with the Matrimid/P84 blend. Figure 5.1 shows the CO2 permeation behaviour of
the blend in comparison with the homopolymers at room temperature.
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Figure 5.1. CO2 permeabilityasafunction
of pressure f o r Matrimid, a
MatrimidlP84 blend (60/40 wt %) andP84at room temperature.
The permeability coefficients of the blend are found between. the values of the
homopolymers. On the basis of the film densities it can be concluded that
blending Matrimid with P84 results in a densification of the polymer matrix and
hence a reduction of free volume. And, as was foundinChapter
4, a
densification of the polymer matrix resultsin lower permeability values.
Compared to P84 the blend has a larger free volume and therefore a higher
permeability. Similar results are foundintheliterature
for polystyrene/
poly(pheny1ene oxide) (PS/PPO) [l31 and polystyrene/polymethylmethacrylate
(PS/PMMA) blends [14]. The permeabilities of these blends also fall between the
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values of the homopolymers.
The plasticization pressure of the Matrimid/P84 blend is shifted to higher feed
pressures. The blend shows a plastickation pressure of 15 bar, which is between
the plasticization pressure of 9 bar found for the Matrimid film and the 22 bar
found for the P84film. Kapantaidakis, et al. [l5Jfound a similarshift in
plasticization pressure for a Matrimid/PSF blend. The plasticization pressure of
the blend shifted to higher pressures with increasing PSF content. Furthermore,
only a slight increase in permeability of the Matrimid/P84 blend is observed at
pressures above the plasticization pressure. Hence, blending of Q0 % Matrimid
and 40% P84 does not completely suppress pIasticization at room temperature.
The reason that the CO-plastickation is not completely suppressed as Matrinnid
is blended with P84 may be attributed to the concentration of F84 in the blend.
The blend consists of only 40% of F84 and is expected to have more Matrimid
than P84 character.
The sorption experiments are carried out with a different sorption set-up as
described in Chapter 2. The main difference is that the cells in the set-up are
connected h o u g h a differential pressure indicator instead of absolute ones on
each cell [X]-Both cells are pressurized simultaneously. After closingthe cells, a
pressure decay in time in the sample cell with respect to the reference cell has
been registrated until equilibrium was reached. This sorption set-up is not used
for all experiments in this thesis, because it is not suitable for high pressure
sorption. Dwing gas inlet the f
ilm starts to sorb the gas molecules irnmediateIy.
This initial sorption cannot be registrated as long as the cells are open. The
missing initial sorption must be extrapolated. This extrapolation becomes very
inaccurate at higher pressures. However,the sorption experiments up to 3 bar are
very accurate and can be used for characterization purposes. The advantage of
this sorption method is that sorption kinetics can be studied directly. An average
diffusion coefficient is calculated from the slope of the relative mass uptake
against the square root of time [17]:

where Mt is the mass uptake at time t, h/r, the mass uptake at infinite time, D the
average diffusion coefficient and 4 themembrane thickness. Thediffusion
coefficient is an average value over the concentration range determined by the
corresponding initial and final pressure of the sorption step.
The sorption isotherms and the average diffusion coefficient as a function of
concentration are given in Figure 5.2 for the Matrimid/P84 blend and the two
homopolymers.
i
l
m is lower than the concentration in the
The CO2 concentration in the P84 f
Matrimid/P84 and Matrimid f i l m at corresponding pressures. The sorption
isotherms of Matrimid and the blend are comparable- It is not clear why the
sorption isotherms of the Matrimid film and the blend coincide. The sorption
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isotherm of the blendwas
homopolymers [13].
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Figure 5.2. A. Sorptionisothermsand
B. average diffusioncoefficients
theMatrimid/P84 blendandthehomopolymersat
35 "C.

of

It should be noticed thattheMatrimid/P84
is not a real blendfromtwo
homopolymers. P84 is a copolymer, which is in fact a blend itself. The sorption
behaviour of a blend of a homopolymer and a copolymer may be different
compared to a blend from two real homopolymers.
The diffusion coefficients of the blend correspond with the diffusion coefficients
of P84, whichislowercomparedtoMatrimid.
This explainsthelower
permeability of the blend compared to Matrimid as the concentration in the
blend is comparable to Matrimid. Hence, Matrimid blended with P84 results in a
decrease of diffusivity. A decrease in diffusion is actually what is needed to
suppressC02-inducedplasticization.
Blending Matrimidwith a polymer
showing a lowertendency to plasticize, such asP84, seems to beeffective.
However, a different ratio of Matrimid and P84 may berequired to cause
complete suppression of the C02 plasticization.

5.2.4. CO,/CH, permeationbehaviour

Mixed gas permeation experiments are carried out for the 60%Matrimid/40%P84
and 5O0/oMatrimid/50%PSF blends. Figure 5.3 shows the C02/CH4 selectivity
obtained with a 55/45 mol % COZ/CH4 mixture as a function of the total feed
pressure for bothblendsandthe
homopolymers Matrimid and PSF. The
selectivity of P84 is not measured because of the very low fluxes 'and high
selectivity. It would take too much time to collect enough permeate for an
accurate gas chromatographic analysis. Because of thehigh selectivity, the
determination of small CH4 concentration in CO2 is limited with the detection
method used. To give an indication of the magnitude of the selectivity of P84, an
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ideal selectivity of 89 was measuredat 5 bar and 25 "C.
60

'

1

'

1

'

1

'

30
20

O

I

r

I

20

40

60

80

Feed pressure (bar)

Eigure 5.3.

CO2/CH4 selectivity as a finction oftotalfeedpressure
of the
homoMatrimidlP84
and
Matrimid/PSF
blends
and
the
polymerMatrimidobtained
with a 55/45 mol % C 0 2 / C H 4
mixture at 35 "C.

The selectivities of the blends are between the values of the homopolymers.
Raymond et al. [l41 report similar trends for the selectivities of the PS/PTdTdA
blends. The selectivity of PMMA was the highestand itdecreased with increasing
PS concentration. Furthermore, the selectivities shown in Figure 5.3- decrease
with increasing feed pressure. As noticed in the previous chapter, it is not
possible to draw conclusions from such selectivity trends about the plasticization
behaviour of the films. Therefore, the partial C02 as well as CH4 permeabilities
are studied as a function of the partial feed pressure. The permeation isotherms
are given in Figure 5.4.
Considering the Matrimid/P84 blend first, no increase in the total permeability
and the partia1 CO2 permeability at elevated pressures is observed. Apparently,
the CO2 permeation behaviour is somewhat different in the mixture compared
to the pure gas (see Figme5.1). However, the CH4still shows an increase (20%) in
permeability indicating a small tendency to plasticize.
is betweenthe
The total permeability curve of theMatrimid/PSFblend
permeability curves of the homopolymers as expected [13,14], although it is not
clear on the basis of the densities of the films. ?"ne same behaviour is observed
for the partial C02 permeation curve of the blend. The shape of the curve of the
blend is similar to the cwve of PSF. The permeability doesnot increase at higher
feed pressures suggesting a suppression of plasticization. However, the partial
CH4 permeability of the blend s-till shows a slight increase (-5%) with increasing
feed pressure. This indicates a tendency to plasticize. Considering the estirriated
error in the permeability measurement of 4 to 10 % (being larger at lower
pressures), the increase in CH4 permeability may not be significant. If it should be
considered as sign.&cant, knowledge of the film morphology will be necessary.
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The Matrimid/PSF blend is not homogeneous on a molecular level. Either the
PSF concentration may not be high enough to suppress the plasticizing ability of
Matrimidcompletely
or theplasticizingtendencyisan
effect of the
inhomogeneity of the blend.
Summarizing, blending of a polymer highly susceptible to plastickation with a
polymer that hardly plasticizes seems to be a promising method to suppress
plasticization- A more accurate study on blends with different ratios of the
homopolymers is necessary to predict the plasticization behaviour of the blends
from the behaviour of the separate polymers.

5.3.1. Background on semi-interpenetratg polymer network formation

A semi-interpenetrating polymer network can be obtained from the polymer
Matrimid and the oligomer Thermid FA-700. Thermid FA-700 is manufactured
by National Starch and Chemical Corporations and its chemical structure is
given in Figure 5.5.

Figure 5.5. Chemical sfrucfure of Thermid FA-700.

This oligomer hasthe 6FDA-based polyimidestructure of interest for gas
separation. Furthermore,it has an acetylenic end group and can be crosslinked by
heating at 250-275 "C without the evolution of volatile products 11181-Alarn et al.
[l91 give a comprehensive review of possible reactions. Because of the acetylenic
end groups the oligomer simultaneously polperizes and crosslinks [18-201. Two
independent studies describe the chemistry of the crosslinking reaction. One
study presumesa trimerization reaction of the acetylene groups, as schematically
shown in Figure 5.6. Solid state 13C NMR experiments showed that about 30% of
the structure formed during thermal curing indeed consisted of benzenoid rings.
Inanother NMR study,naphthalenicunitsweredetected
in additionto
benzenoid structures, The reaction is schematically given in Figure 5.7.
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Figure 5.6. Benzenoidcyclization
(crosslinking)reaction.

Figure 5.7. N a p h t h a l e n ef o r m a t i o n
(polymerization)
reaction.

It is known that the resulting material is inherently brittle due to a high degree
of crosslinking. This renders the material less attractive as a gas separation
material. This disadvantage can be overcome by controlling thedegree of
polymerization of the oligomer. The use of longer oligomer chains results in
improved toughness. Another possibility, which is used in this thesis, is
blending the oligomer with a tough linear thermoplastic polyimide (Matrimid).
The polymerization and crosslinking of the oligomer in a mixture with the
polymer results in a semi-interpenetrating polymer network (s-ipn) [19]. It
appeared that blending Matrimid with the oligomer Thermid without a heattreatment also results in a proper film suitable for gas permeation experiments.
Such films are referred to as untreated or not crosslinked (NC). Thetreated films
are referred to as crosslinked (C). The gas permeation behaviour of the untreated
films is then compared with that of crosslinked ones.
Thermid is expected to be susceptible to C02-plasticization. Its chemical
structure
is similar to the polyimide GFDA-ODA, which has one ether-oxygenand benzene
group less in the diamine structure (see Figure 1.1).GFDA-ODA is known to
show a high tendency to plasticize [21]. The same is true for Matrimid, as shown
before. Hence, twomaterials susceptible to plasticization aremixed and
subsequently crosslinked. This is again an excellent model to show whether this
type of crosslinking can suppress plasticization too. No result in suppression of
plasticization is expected from just blending Matrimid and Thermid, because
both materials are susceptible to plasticization.

5.3.2.

Film preparation

Semi-interpenetrating polymer networkswereprepared
from the polymer
Matrimid and the oligomer Thermid. The polymer and oligomer were mixed in
the desired ratios (90/10,80/20 and 70/30 wt %o. Matrimid/Thermid, respectively)
and dissolved in either DMAc or CHZC12. Films with more than 20 wt %
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Thermid
could
notbepreparedwith
DMAc as
solvent.
Either
the
Matrimid/Thermid solution formed a gel or showed phase separation during
drying. The highest concentration Thermid reachedwas 30% if the f
i
l
m was cast
from CHzClz. Homogeneous dense films are cast on glass plates and dried in a
nitrogen atmosphere. The films, still stuck to the glass plate, are treated in an
hot-air oven: 30 minutes preheathg at 100 "C followed by a treatment for 15, 30,
60 or 120 minutes at 265 "C. Initially, the films were preheated at 100 "C to
overcome the- big temperature difference between room temperature and the
curing temperature of 265 "C. Later it was found that no film damage occurred if
the films were put directly in the hot oven without the preheating step, but to
guarantee comparable film histories the same temperature program was applied
to all Matrimid/Thermid films- Subsequently, the films were slowly cooled
down to room temperature. They were then taken from the glass plate with a
small amount of water, No post-treatment in the vacuum oven was carried out
in order to prevent further crosslinking of the Thermid oligomer, It is assumed
that during curing most solvent is removedfromthe
films as the curing
temperature is well above the boiling temperatures of the solvents. Final film
thicknesses were 15 and 20 pm. The treated films were immersed in the original
casting solvent to verify crosslinking, which was always
the case.
Thedensityand
glass transitiontemperature of thedifferent films are
determined as described in Chapter 2. Furthermore, the films are characterized by
single and mixed gas permeation experiments, as describedin Chapter 2.

5.3.3.

Characterizationof the films

Different degrees of crosslinking are expected from either varying the curing
time or changing the Matrimid/Thermid ratio. The films are treated mainly for
15, 30 and Q0 minutes at 265 "C after the pretreatment step at 100 "C. Since the
percentage acetylene-conversion into crosslinks depends on the curing time [22],
the films are expected to have different degrees of crosslinking. Furthermore, the
Matrimid/Thermid ratio isChanged from 90/10,80/20 to 70/30. Crosslinking was
verified by swelling experiments in the original casting solvent.All treated films
did not dissolve and were assumed to be crosslinked. The film with 10 weight
percent Thermid did not crosslink afier a heat-treatment up to Q0 minutes, but
appeared to be crosslinked after a 120 minutes heat-treatment.
Confirmation of the reaction involving the acetylene groups is found in FTIR.
analysis [22]. The intensity of the acetylenic C-H stretch vibration decreased with
increasing treatment time and simultaneously the aromatic C=C skeletal stretch
increased.
All films were transparent, the untreated as well as the treated films. The
densities and glass transition temperatures of the different films are given in

Suppression of plasticization, part 2

95

Table 5.2. The casting solvent is again given, because it may influence the results
to some extent.

Table 5.2.

Glasstransitiontemperaturesanddensities
thedifferentMatrimid/Thermidfilmsprepared.

Polymer

Solvent

Matrimid - untreated

DMAc

......................................................................................................

8O%M/2OYOT:
DMAc
15'
"C265
DMAc
"C26530'
26560'
"C
Matrimid - untreated
Matrimid - 30' 265 "C
90%M/lO%T:
untreated
120' 265 "C
80%M/20%T:
untreated
60' 265 "C
70%M/30%T:
untreated
60' 265 "C
Thermid - 2h 280 "C

1.229

.Yes
..........

313

1.272
1.266
1.267

no
no
no

295
297
300

..............................

DMAc
.

1.223
1.228

...............................

CH2C12
DMAC

........................-~
.........

NMP

of Matrimidand

Yes
................Yes
...............

309
317

1.256
1.243

Yes
no

293
306

1.267
1.222

Yes
no

285
296

1.288
1.240

283
290
272

* The film was too brittle and therefore not suitable for the
measuring method used.

The densitiesvaryfrom
1.222 g/cm3 for the crosslinked80%Matrimid/
20OhThermid blendcastfrom
CH2C12 to 1.288 g/cm3
for
untreated
7Oo/~Matrimid/3O%Thermid
blend cast from CH2C12. The Thermid film was too
brittle and therefore not suitable for the density measurement method applied.
The density of an untreated Matrimid film cast from DMAc is slightly higher
compared to the film cast from CH2C12. As discussed in the previous section, the
higher density of the DMAc cast film results from'a slower drying process.
Furthermore, the density of the Matrimid film cast from CH2C12 and heated at
265 "C for 30minutes is slightly higher compared to the untreated Matrimid film
cast from CH2C12. The heat-treatment has caused a densification of the polymer
matrix.
The densities of most Matrimid/Thermid blends are higher compared to
a
Matrimid film. Apparently,theaddition
of the Thermid oligomer causes a
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densification of the film. No obvious trend can be found among the densities of
the crosslinked Matrimid/Thermid blends. The crosslinked 80%M/20%T blend
cast from CH2Cl2 shows a lower density compared to the same blend cast from
DMAc. This can be attributed to the casting solvent used as discussed in the
previous section. Furthermore, a higher density can be expected from a higher
degree of crosslinking. This is however not obvious for either the SOY0M/20Y0T
series cast from DMAc with different heating h e s or the Matrimid/Thermid
series cast from CH2C12. The crosslinked Matrimid/Thermid films cast from
CH~CHZ
show lower densities comparedto the untreated blends. An explanation
could be that the benzenoid rings formed after crosslinking of the Thermid
contribute to a moreopen polymer matrix.
The glass transition temperature of Matrimid is found tobe 313 "C. The film cast
from CH2C12 showed a lower glass transition compared to the film cast from
DMAc. As the Tg is often taken as a measure for chain stiffhess,
the higher Tg .of
the DMAc cast film may be attributed to a less flexible polymer matrix as result
a
of a more efficient packing (higher density).
A softening point of theThermid oligomer of 175 "C is reported [20]. A
homogeneous dense film of Thermid cast from NMP and crosslinked for 2hours
at 280 "C showed a Tg of 272 OC. Hence, the Thermid material is much stiffer
after crosslinking. The Matrimid/Thermid blends, the untreated as well as the
crosslinked films,showed single Tg's. This indicates that the bIends are mixed on
a molecular level. The Tg values of the Matrimid/Thermid blends are between
the values for the separate Matrimid and Thermid films. The glass transition
temperature of the $O%Matrimid/20%Thermid series cast from DMAc increases
withheating time. The increase in glass transitiontemperaturemaybe
interpreted as an increase in crossIink density. Furthermore, the glass transition
temperature decreases with increasing Thermid concentration as the untreated
and the crosslinked blends are considered separately. The Thermid oligomer
contains two flexible ether linkages in its oligomer backbone, which can result in
Lower Tg's of the Matrimid/Thermid'blendscomparedtoMatrimid.
Furthermore, the untreated Matrimid/Thermid blends show lower Tg's than the
crosslinked Matrimid/Thermid films. AIthough the crosslinked blends show
lower densities, the crosslinking may reduce chain flexibility resulting in higher
Tg's.

5.3.4.

CO, permeation behaviour

This subsection discusses three topics concerning CQ2 permeation experiments
with Matrimid/Thermid films:

a. The effect of heat-treatment time and the Matrimid/Thermid ratio on the
permeation behaviour of CO2.
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b. Comparison of untreated and heat-treated films.
A 70%Matrimid/ 30Y0Thermid film treated at 265 "C is compared with an
untreated 70%Matrimid/ 3070Thermid film. The same comparison
is made
for a Matrimid film.
c. A closer look at the effect of a heat-treatment at 265"C (annealing) on the
permeation behaviour of a Matrimid film.

a. Effect of heat-treatment time and MatrimidlThermid ratio
Figure 5.8A showsthepermeabilityas
a function of pressureat room
temperature of 80%Matrimid/20%Thermid filmscured for 15, 30 and 60 minutes
at 265 "C, respectively. Figure 5.8B shows the permeability at 35 "C of Matrimid/
Thermid films with the ratios 90/10,80/20 and 70/30. The 80/20 and '70/30 films
were heated for 60,minutes at 265 "C. The 90/10 film needed a 120 minutes heattreatment at 265"C to crosslink. In both figures the permeation curve of an
untreated Matrimid film is added for comparison.
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Figure 5.8.
A. Permeability-pressurecurves
of anuntreatedMatrimidfilm(at25"C)
j?om D M A c
andthree80%Matrimid/20%Thermidfilms(at22°C)cast
and cured for 15, 30 and 60 minutes at 265 "C, respectively.
B. Permeability-pressurecurvesat
35 "C of anuntreatedMatrimidfilm
from CH2Cl2 with ratios of
andthreeMatrimidlThermidfilmscast
90/10, 80/20 and 70/30, respectively.The90/10
jïlmwas heated during
120 minutes at 265 "C and the 80/20 and 70/30 films during 60 minutes.

One can conclude from Figure 5.5A and 5.5B that the differences due to different
curing times (Figure 5.5A) or different Matrimid/Thermid ratios (Figure 5.5B)
are not large enough to be significant. The permeabilityvalues differ slightly, but
the trends as a function of pressure are the same. Differences in permeability
values between, for example, the 80/20 fihs cast from DMAc and CH2Cl2 can be
film preparation. The
attributedto
differences in film historycausedby

.
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permeability of the DlLaAc cast f
ilm is lower compared to the CH2C12 film. K
Chapter 2, this was also observed for a Matrimid film cast fromDMAc compared
to a Matrimid fih cast from CHCl3.Thefilm cast from the more volatile
solvent, such as CHZCl;! or CHCl3, has a slightly higher free volume compared
to
a film cast from DMAc and has therefore a higher permeability. The
temperature
also contributes to the difference in permeability. The permeabilities of the
DMAc cast film are measured at room temperature, which results in lower
permeabilities compared to the permeabilities of the CH2C12 cast &n obtained at
35 "CFurthermore, the films cast from CH2Clz show no tendency to plasticize in the
pressure range considered indicated by a constant permeability at elevated
pressures, whereas the films cast from DMAc still show a slight increase in
permeability at elevated feed pressures. This difference should be attributed to
the difference in operating temperature. In Chapter 2 it was shown that a
Matrimid film had a higher tendency to plasticize at 24 "C than at 35 "C. The
plasticization pressure was shifted to higher feed pressures
at 35 "C-This was also
checked for the Matrimid/Thermid films cast form DMAc. The results are given
in Figure 5.9. The crosslinked 80%Matrimid/20%Thermidfilms cast from DMAc
show a lower plasticization tendencyat 35 "C too.
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80%Matrimid/20%Thermid films at22 "C and 35 "C-

b. Comparison of untreated and heat-treafed films
Blending the Matrimid polymer with the oligomer Thermid into a s-ipn seems
to give the same results in suppressing plasticization as exposing the Matrimid
films to a heat-treatment at 350 "C. However, the question arose what actually
happened with the Matrimid polymer during the heat-treatment at 265 "C. Is the
plasticization suppression really a result of the Thermid crosslinking or does
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Matrimid also contribute to it? This was checkedby measuring the permeation as
a function of pressure of a Matrimid film which was treated at 265 "C for 30
minutes. In fact, this heat-treatment could be called annealing, because the
temperature is just below the glass transition temperature. Additionally, a 70/30
film was taken which has had no heat-treatment at all as it appeared khat a film
suitable for permeation experiments can be obtained without any heat-treatment.
The Matrimid films were cast from DMAc and the Matrimid/Thermid films
from CH2C12. The results are given i
n Figure 5.10.
As the Matrimid/Thermid films are considered first, it is clear that .cr.osslinking
is necessary to suppress plasticization. The untreated Matrimid/Thermid film
still shows the increase in permeability but at higher pressures compared to an
untreatedMatrimid film. The untreatedMatrimid/Thermid film has not
undergone any temperature treatment.
Possible plasticization by the casting
solvent is excluded, because of the low vapour pressure ofCH2C12. It was
assumed that drying the film in a nitrogen atmosphere for several days has
reduced the remaining CH2C12 concentration to the same level as a film cast
from DMAc treatedat
265 "C. The solubility
test
showed
that
the
Matrimid/Thermid film indeed was not crosslinked without heat-treatment.
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Figure 5.10. Permeability-pressure curves at 35 "C of respectively an
zrntreated Matrimid film, an
annealed
Matrimid film(30
"C), an untreated. 70%Matrimid/3O%Thermid
minutes at265
film and a treated 70%Matrimid/30%Thermid film (30 minutes
at 265 "C).

The annealedMatrimid film (treated for 30 minutes at 265 " C ) wasnot
crosslinkedeither.Surprisingly,theannealed
Matrimid film doesshowa
suppressed plasticization behaviour. The permeability as a function of pressure
levels off- As indicated by an increased density, the annealing treatment results
in a densification of the film. The densification results in a reduction of chain
mobility and simultaneouslyinsuppression of the CO2 plasticization. The
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densification can also be concluded from the lower permeability compared to m
untreated filmThe time-dependency of the permeability of the annealed Matrimid film has
been measured at 30 bar CO2 pressure. The relative permeability as afunction of
time is given in Figure 5.11, The other three curves were obtained in earlier
experiments and are described in the previous chapter.
All permeability values are normalized with the permeability value at 1 minute,
the earliest time at which a permeability value was obtained. These relative
values allow comparison of the different films.The permeabifity of the annealed
Matrimid film increased 15% over 8 hours. This is two to three times higher as
the films treated at 350 "C, but still significantly lower than the untreated film.
Furthermore, the permeability seems to increase slightIyfurther &er 8 hours of
permeation which indicates plasticization.
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Figure 5.11, Time-dependentpermeabilityat30
bar CO2 and ut 35 "C of the
Matrimid film annealedat265
"C f o r 30 minutes (filled
symbols);theuntreatedfilmandtwoheat-treatedMatrimid
films reported in Chapter 4 (opensymbols) are also given.

c. Eflect of annealing of a Matrimid film at 265 "C
To obtain a reliable picture of the effect of the 265 "C heat-treatment (annealing)
of the Matrimid film,new films are prepared and the CO2 permeation behaviour
as a functionof pressure is studied. All films appeared to be notcrosslinked. The
results of t h e e additional experiments are given in Figure 5.12.
On a more detailed permeability scale, a definite minimum is observed in the
CO2 permeability isotherm already presentedin Figure 5.10. The three additional
curves show a similar minimum. From these results it can be concluded that
simply annealing of the film is not enough to suppress CO2 plasticization
completely. Crosslinkingof the film is a superior method.
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To support the conclusion that no complete suppression of the plasticization is
reached after a heat-treatment at 265 "C, the partial C02 and CH4 permeabilities
obtained with a 55/45 mol % CO2/CH4 mixture are givenin Figure 5.13.
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Figure 5.13. Partial CO2 and CH4 permeability-pressurecurves
of a n
untreatedMatrimidfilmandtwofilmstreatedat
265 "C
obtained with a 55/45 mol% C02/CH4 mixture at 35 "C.

Although it is not very clear in the figure, the partial C02 permeability-curves of
the treated films suggest that the permeability will increaseat further increase of
the pressure. A better evidence can be found in the partial CH4 permeation
curves of the treated films. These curves still show a slight increase in %H4
permeability with increasing partial CH4 pressure, indicating plasticization.

70%Matrimid/30% Thermidfilms cast from CH2Cl2 were used forthe mixed gas
permeation experiments. An untreated as well as a crosslinked Matrimid/
Thermid film is considered and compared with an untreated Matrimid fih.The
C Q / C H * selectivities as a function of the total feed pressure obtained with a
55/45 mol% CO2/CH4 mixtureare given in Figure 5.14.
Figure 5-14 shows the same trends as observed in previous experiments. The
selectivity decreaseswith increasing feed pressure. The decrease
in selectivity due
to plasticization cannot be derived from these data. Furthermore, the Matrimid/
Thermid blends show higher selectivities than the Matrimid film.
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Figure 5.14. CO2/CH4 selectivity as a firnction oftotalfeed pressure for an
untreated
Matrimid
film,
an
untreated
TO%Matrimid/
30%Thermid blend (NC= not crosslinked)and a heat-treated (15'
at 265 "C) 70%Matrimid/3O%Thermid af 265 "C (C=crosslinked)
obtained with a 55/45 mol % C02/CH4 mixture at 35 "C.

This can be explained by the higher densities of the Matrimid/Thermid films
compared to a Matrimid film. Permeabilities decrease with increasing film
density. Apparently, the CH4 permeability decreases morethanthe
CO2
permeability, which results in an improved C02/CH4 selectivity. There is no
significant difference found in the selectivities of the untreated or crosslinked
Matrimid/Thermid films.
The results of the permeability analysis are given in Figure 5.15. The crosslinked
Matrimid/Thermid film showshigher permeabilities than the untreated
Matrimid/Thermid film, An explanation for this should be the lower density
found for the crosslinked films compared to the untreated ones. This difference
was not clear from the pure gas permeation experiments (see Figure 5-10). The
pure gas permeabilitiesof the untreated and crosslinked film coincide at low
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pressure. At higher feedpressurestheuntreatedMatrimid/Thermid
film
showed higher permeabilities, but this could be attributed to plasticization.
Figure 5.15A shows the total permeability as a function of feed pressure. A small
minimum is observed in the permeation curve of the untreated Matrimid/
Thermid film. This indicates a smalltendency
to plasticize. The total
permeability of the crosslinked f
ilm decreases with increasing feed pressure and
does not show any plasticizing effect.
In Figure 5.15B, the C02permeability as a functionof fie CO, partial pressure is
given, The untreated Matrimid/Thermid f
ilm shows again a small minimum in
the permeability. However, the increase in permeability is not as pronounced as
in single gas permeation- Compared to the pure gas permeation experiments (see
Figure 5-10>,the untreated blend hardly shows plasticization in mixed gas
permeation. A lower plasticization effect of C02 in mixed gas permeation
experiments compared to pure gas permeation was also found for the Matrimid/
P84 blend, Competitionbetween the gases inthe mixture influence their
permeation behaviour. These effectsmay be more pronounced in blends than in,
for example, a Matrimid film. Furthermore, in case of the Matrimid/Thermid
film the difference may also be attributed to differences in film history, because
the single and mixed gas permeation experiments are not carried out with the
same cast film.
Figure 5.15C shows the CH4 permeabilities as a functionof partial CH4 pressure
for the untreated and crosslinked films. The slight increase in CH4 permeability
of the untreated film indicates effects of C02 plasticization behaviour. Also from
these results it can be concluded that the plasticization effects in mixed gas
permeation are less pronounced for the untreated blend compared to a Matrimid
film. The increase in CH4 permeability is about 25% for the blend, whereas the
Matrimid film shows a relative increase of morethan 60% over thesame
pressure range. The crosslinked blendshows a stabilized CH4 permeability in the
pressure range considered. Fromthis result it can be concludedthat the blending
method with subsequent heat-treatment at 265 "C is successful in suppressing
C02 induced plasticization.

Blending a polymer highly susceptible to plasticization (Matrimid) with a
polymer with moderate (P84) or a low (PSF) tendency to plasticize is very
promising in suppressing C02-induced plasticization.
A blend of 60% Matrimid and 40% P84 showed only a slight increase in C 0 2
permeability at elevated pressures. The diffusion coefficient hasbeen
decreased sigmhcantly.Pt is suggestedthat anincrease of the P84 concentration
in the blend would result in more or complete suppression of plasticization.
A blend of50% Matrimid and 50% PSF did not show an increase in CO2
permeability at elevated pressures- However, the CH4 permeability still
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showed a slight increase at higher partial CH4 pressures. The possible
plasticization effects may be attributed to the inhomogeneity of the blend.
Blending Matrimid and the oligomer Thermid with a subsequent heat-treatment
at 265 "C is a successful method to suppress the C02-induced plasticization
phenomena in Matrimid.
The C 0 2 and CH4 permeation curves of the crosslinked blends (s-ipns) level
off at elevated pressures. It was questioned whether the suppression was a
result of annealing of the Matrimid. It is found that the crosslinking of the
Thermid oligomer caused the suppression of plasticization, because the
uncrosslinked s-ipn still showed an increase in permeability at elevated
pressures. The annealed Matrimid films also showed a significant increase in
permeability at elevated pressure.
Differences inpermeationbehaviour
due todifferentheating
time or
different polymer/oligomer ratios are too small to be significant.
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FTIR study of CO2 in Matrimid films

6.1.

Introduction

Chapter 4 and 5 demonstrate that crosslinking i s the most successful method to
suppress C02-induced plasticization of Matrimid films. Crosslinking of the
Matrimid films could be achieved by thermal treatment at 350 "C or by blending
Matrimid with the oligomer Thermid with subsequent thermal treatment at 265
"C to form a semi-interpenetrating polymer network. In case of the Matrimid
films treated at 350 'C, the formation of charge transfer complexes (CTC's) might
also play a role in suppressing the C02 plasticization. The colour change of the
films upon heating is an indication of the existence of the charge transfer
complexes.
The main effect of the crosslinking (and CTC formation) is a reduction in chain
mobility due to a densification of the polymer matrix. The densification was
indicated by a higher density of the treated compared to the untreated films.
Furthermore, higher glass transition temperatures were observed for the treated
films. The reduction of chain mobility was also demonstratedby a lower
diffusivity ofCO2
inthe treated films comparedtotheuntreated
ones.
Additionally, the diffusivity of C02 in the crosslinked films did not increase at
elevated pressures whereas the untreated film showed an enormeous increase.
Since the permeability of gases in glassy polymers is mainly determined by the
diffusivity, the permeability of the treated films remained constant at elevated
pressureswhereasthepermeability
of theuntreated films increased. The
constant permeability at elevated pressure was an indication for the suppression
of plasticization.
To obtain a betterpicture of theunderlyingreasons
for thesuppressed
plasticization behaviour, Fourier transform infrared spectroscopy (FTIR) has
been carried out. For this purpose the heat-treatment at 350 "C is chosen as the
crosslinking method. To find possible changes in the chemical structure of
Matrimid due to crosslinking, FTIR spectra of an untreated and a treated film are
measured. The results are discussed in Section 6.2.
FTIR spectroscopyhas been used extensivelyto investigate the interaction of CO2
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with polymers [l-81. As has been discussed already in Chapter 3, Pule0 et al. [l]
and Fried and Ei [21 observed dipole-induced-dipole interactions between polar
groups in the polymer chain and between C02 and polar groups in the polymer
chains, respectively. However, the changes in the spectra were small. Moreover,
suchinteractions could not explain the plasticizing ability of a polymer
completely, as was concluded in Chapter 3.
Another approach in studying the C02
behaviour in polymers is found in
analyzing the spectrum of C02 dissolved in the polymers 113-81.Differences in the
C02 peaks imply differencesin polymer properties and vice versa. In section 6.3,
the results obtained frommeasurements withanuntreatedand
a treated
Matrimid film impregnated with CO2 are presented. The C02 behaviour in an
untreated film will be compared with a treated one and studied by determining
the desorption ofCOZ. Furthermore, possible C02-polymer interactions are
studied.

The energy of a molecule is given by the sum of the electronical, vibrational and
rotational energy:
Ernolede Eelectr Evibr -F
(6-1)
where Eelectr >> Evibr >> Erot. Absorbance of infrared radiation provides changes
in the vibratìonal, rotational and vibration-rotation energy in the ground state.
[9-11]. The electronic energy remains the same ( AEelectr=O), because the foton
energy of infrared radiation is not high enough to excitate an electron to a higher
electronic level. The absorbed radiation gives a value of the energy change
involved. The change in energy, AE, is related to the wavelength (h) of the
radiation by the equation:
AE = h.c/h = h-v
(6.2)
where h Ïs Planck's constant, v the frequency and c the velocity of light.
Transitions due to rotation are only observed for small molecules in the gas
phase.
An infrared spectrum is recordered in wavenumbers (v (cm-l)), which is the
reciprocal of the wavelength. Hence, the wavenumber is directly proportional.to
the energy and vibrational frequency of the absorbing unit. A criterion for the
absorption of vibrational energy by a molecule in the infrared region is that a
change of electric dipole moment must occur during the vibration [S-ll]. Many
vibrational origins of group frequencies are already elucidated and tabulated [g111. In more complex molecules, it is found empirically that certain submolecular
groups of atoms consistently produce absorption bands in the same frequency
region. These bands are the characteristic group frequencies. For example the
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carbonyl group (-C=O) always absorbes at a frequency around 1700 cm-l. With
this knowledge on group frequencies an infrared spectrum of a sample can be
analyzed. Shifts found in thecharacteristicgroupfrequencies
can give
information about the position of the group in the molecule and about possible
interactions with other groups.

6.2.2.

Experimental methods

A Matrimid filmwith a final thickness of 5 pm was castfrom DMAc as .described
in Chapter 2. A piece of the film was mounted in a holder with an opening of a
diameter of 2 cm. The holder was placed in a Bio-Rad FTS-60 spectrofotometer.
The chamber with the holder was continuously flushed with nitrogen. FTIR
absorbance spectra were measured at room temperature from 4000 cm-l to 400
cm-l with a spectral resolution of 2 cm-l and averaged over200 scans.
The film still mounted in theholderwas
put in a hot-air oven (Heraeus,
K750/1). The Matrimid film was then treated at 350 "C for 30 minutes. After it
was slowly cooled down to room temperature, the holder was placed in the
spectrofotometer again. A FTIR absorbance spectrum of the treated film was
measured at the same conditions as the untreated film.

6.2.3.

Interpretation of the FTIR-spectrum of Matrimid

The spectrum of Matrimid obtained at room temperature is given in Figure 6.1
and corresponds well with the Matrimid spectra obtained by other investigators
[12]. The spectra of the untreated and treated Matrimid films were identical,
therefore only one spectrum is shown.
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Figure 6.1. Chemicalstructure of Matrimidand €TIR absorptionspectrum of a
Matrimid film (5 pm) at room temperature.
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It was thought that as a result of crosslinking excisting peaks would (partly)
disappear or that newpeaks would show up- The crosslinking densityis probably
too low so that nochange is visible in theinfrared spectrum. A similar
phenomenon was observed by White et al.[13].They treated a6FDA-based
polyimide at 350 "C and observed no change in the infrared spectrum, whereas
the coloblr of the f
ilm changed and the polymer became insolubleindicating that
the film properties had changed. Nevertheless, in the following the spectrum of
Matrimid will be discussed in some detail because this will be of use in the
discussion of the next section.
The most characteristicgroup frequenaes of a polyimide are the vibrations of the
carbonyl group (C=O) and the C-N-C group of the imide bond. Anti-symmetric
and s p m e t r i c stretching vibrations of the carbonyl group can be distinguished.
Furthermore, the C-N-C vibrationmodesaredistinguishedin
axial and
transverse vibration (in-plane) modes and an out-of-plane bending mode [14].
The carbonyl groups coupled through the five-membered ring are indicated with
the imide I band. These are of interest becauseof their absolute positionand their
relative intensity. The symmetric stretch of the carbonyl groups are found at
1770-1780 cm-1 and the anti-symmetric stretch at 1720-1730 cm-1. The other three
imide absorption bands are found at 1370-1380 cm-1 (imide D), 1070-1140 cm-1
(imide ID)and 710-730 m-1(imide N)1110,141 The frequencies observed in Figure
6.1. and the corresponding assignmentsare given in Table 6.1.
The wavelength at which a specific group absorbs depends largely on the direct
neighbouring groups. For example, the carbonyl group of the benzophenone
absorbes at a lower wavenumber (1673 cm-1) than the carbonyl groups of the
imide moiety (1725 and 1779cm-1) because of its highly conjugated state.
Delocalization of the melectrons of the carbonyl group reduces its double bond
character, which resultsin a lower absorption frequency
[9-111.

Table 6.1.

Wavenumbers (v) andband

assignments for MQtrimidobtained

v(C-H) strech of methyl groups
I]
v(C=O) symmetric stretch [imide
v(C=O) anti-symmetric stretch [imideI]
v(C=O) stretchof benzophenone carbonyl
v(C=C) aromatic stretching
v(CNC) axial stretch [imide E]
v(CNC) transverse stretch [imideIII]
v(CNC) out-of-planebending [imide IV]

FTIR study

111

With thisknowledge it is also. possible to give additionalevidencethat
crystallization of the Matrimid film upon heating does not occur. In case of
crystallization the carbonyl group frequency of the treated Matrimid film would
.have shifted to lower frequencies. Ishida and Huang [l51 observed a shift of 18
cm-1 for the benzophenone carbonyl in a BTDA-based polyimide. Such a shift
can be understood as follows. Thehigh packing density in acrystalline part of the
polymer matrix can cause electronic interactions between polar groups of
different segments, thereby changing the delocation of the n-electrons and hence
the absorption frequency.
In the same way,' possible interactions of C02 with polar groups in the polymer
chain can be analyzed. If C02 interacts with a certain group, a shift to lower
frequencies of thevibrationband
of thatparticulargroup
in theinfrared
absorption spectrum is expected.

6.3.

FTIIR in the presence of CO2

6.3.1. Background on infrared spectra of:CO2
Carbondioxide
is alineartriatomic
molecule andhasintheoryfour
fundamentalvibration modes as derived from thenumber of vibrational
degrees of freedom (3N-5=3*3-5=4) [g-111. The four vibration modes are
schematically presented in Figure 6.2.
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The symmetrical stretching mode (VI) is not infrared active since C02 has no
dipole moment andnodipole
moment will be induced either duringthis
stretching vibration. This is clear as the delocalization of the electrons on the CO,
molecule is considered:
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Because the oxygen atoms are more electronegative than the carbon atom, they
will withdraw electrons, which results in an electron-deficiency at the carbon
atom. The centre of the negative and posÎtive charge coincide and no dipole
moment is present. The bending mode (Q) results in a dipole moment through
the vibration and is therefore infrared active, This deformation mode is doubly
degenerate. The in-plane bending motion and the out-of-plane bending have the
same energy and vibrate therefore at the same frequency(Q). The anti-symmetric
stretching mode (vs) induces also a dipole moment and is therefore infrared
active too. The FTIR absorption bands of gaseous CO2 that correspond to the
bending and the anti-symmetric stretching mode are given in Figure 6.3.
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The anti-symmetricalstretching mode is observed at a wavenumber of 2349 cm-1
and the bending mode at 667 cm-1. The split peaks and band broadening are a
result of rotational changes associated with vibrational transitions. :&f the spectral
resolution was higher (0.5cm-1 instead of 2 cm-l), individual rotation peaks
could be observed [9-111.
In Figure 6.3A as well as 6.3B, the peak to the left is known to be the R-branch
and the peak to the right as the P-branch. The bending mode (Figure 6.3A) has a
sharp peak in the middle, which is known as the Q-branch 119-111. No Q-branch
can be observed in the anti-symmetric stretching mode because this transition is
quantum mechanically forbidden. The classification of the transitions into P, Q
and R branchesismade
inthequantum
mechanical theory of infrared
spectroscopy. However, it is beyond the scope of this thesis to go in further detail
about the quantum mechanics.

6.3.2.

Experimentalmethods

Conditioning of the film
A special high pressure cell was prepared for the FTIR experiments to allow
measurements in the presence of COZ. The cell is shown schematically in Figure
6.4. It contains two parallel KBr disks spaced at 1 cm distance. A gas inlet was
made on top of the cell.

'

,

1
B

A
Figure 6.4.

HighpressureFTIR-cell:

A. Front view, B. Side view.

The KBr disks were pressed from dried KBr powder and had a diameter of 2 cm
and a thickness of 2 mm. The actual diameter of the KBr windows in the cell was
1.2 cm. On one of the KBr disks a homogeneous dense Matrimid film was cast
from DMAc and dried in a nitrogen atmosphere. The final film thickness was 25
pm. The coated KBr disk and an uncoated one were mounted in the cell, the
coatedlayer facing atthe inside. The cell wasthen placed in a set-up as
schematically shown in Figure 6.5.
The cell was kept in a nitrogen atmosphere to prevent water absorption by the
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KBr windows. The film was evacuated with an Edward vacuum pumpduring 16
hours. After evacuation the cell was pressurized at 8 bar COZ. The film was
conditioned at this pressure during 16 hours. The cell was then disconnected
from the set-up at the right side of valve V1 maintaining the pressure i
n the cell.
The cell was placed into the spectrofotometer with the KBr windows in the
centre of the light beam. The chamber of the spectrofotometer was againflushed
with nitrogen during theFTIR rungas inlet

v1
I

W

>

Figure 6.5, High pressure set-up for conditioning fhe
(P=pressureindicator).

vent

film with CO2

FTIR measurements in the presence of CQ,
The cell, placed in the spectrofotometer, was connectedwith an Edward vacuum
pump at the right side of valve Vl. By opening valve VI, the CO2 was sucked
from the cell by the vacuumpump. The desorption of the dissolved CO2 could be
measured in time. Data collection was performed with the Bio-Rad FTS-60 Win
13R software. Valve V1 was opened simultaneously while starting the measuring
program.
FTIR. absorbance spectra were measured inthe wavenumber range of 4000 cm-l
to 400 cm-l with a spectral resolution of 2 cm-?. 200 scansets were taken, which
results in 200 spectra. Each scanset resulted in a spectrum consisting of the
average of 5 scans. Thus the number of scans per scanset was 5. To provide small
time differences between the obtained spectra, the number of scans per set was
kept low. The time difference between
two spectra was11.5 secondsAt the end of the 200 scansets, the coated KBr disk was removed from the cell
and was put in a hot-air oven (Heraeus, K750/1).. The coated film was then
treated at 350 "C for 30 minutes. The sample was mountedin the cell again after
it was slowly cooled down to room temperature. The conditioning procedure
wasrepeated as described above: evacuation at vacuum for 16 hours and
conditioning at 8 bar for 16 hours. Subsequently, the FTlR measmements were
carried out with the treated film in the same way as with the untreated one.

FTIR study

6.3.3.

115

Results anddiscussion of FTIR in the presence of CO,

C02-polymer interactions
The FTIR absorption spectrum of a Matrimid film impregnated with CO2is
shown in Figure 6.6. At this scaleno difference was observed in the spectra of an
untreated and a treated Matrimid film impregnated with C02. Therefore only
one spectrum is shown.
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Figure 6.6. FTIR absorptionspectrum of a Matrimid film with C02 obtained
at room temperature. Peak 1 corresponds with the anti-symmetric
stretching mode of C02 andpeak 2 with the bending mode of CO2.

The anti-symmetric stretching (peak
1)and the bending mode(peak 2) of CO2 can
be distinguished clearly.It is of advantage that the polymer doesnot absorb in the
C02 frequency range. A more detailed look at thefrequencies of the peaks in the
spectra of theuntreatedand
treated Matrimidspectrumdid
not result in
frequency shifts of group frequencies compared to the C02 free films. Thiswould
suggestnointeractions
of CO2 with the polymer chain. This result is in
contradiction with the findings of Fried and Li [2] and Pule0 et al. [l]. Fried and Li
[2] studied cellulose
acetate
(CA)
and polymethylmethacrylate (PMMA) under
high C02 pressure. In both polymers,thepresence of CO2caused a shift in the
carbonyl peak to higher frequency. A maximum shift of 2 cm-1 was observed at
55 atm. Because the shift was small, Fried and Li [2] attributed the shift to weak
dipole-dipoleinteractionsbetweenthecarbonylgroupand
CO2. This
interpretation may not be right. If CO2 interacts with the carbonyl group,the C=O
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bond of the carbonyl would become weaker and therefore a shift to lower
frequencies should be observed, Puleo et al. [l] observed a shift of 4 cm-1 of the
carbonyl frequency to higherwavelenD@hin a similar experiment with CA under
high C02 pressure. They interpreted the frequency shift as follows. The dissolved
C 0 2 molecules disrupt dipolar interactions between the acetyl groups, which
results in an increasing amount of ‘free’ acetyls. Hence, the C=Q bond becomes
stronger which results in an increase in energy and thereby a frequencyshift to a
higher wavenmber. However, the significance of the shifts observed by Puleo et
al. [l]and Fried and Li [2] may be questionable- Although the spectra
are averaged
over 100 and l50 scans, the resolution waso d y 2 cm-1.
It is thought that the C02-polymer interaction might be of a Lewis acid-basetype
[2,5,16]. C 0 2 acts as a Lewis acid (electron acceptor) in the presence of a basic
polymer group (electron donor). For example, a free electron
pair on the carbonyl
oxygen in the polymer chain might interact with the carbon atom of C02.
However, no shifts are observed in the Matrimid spectra probably due to the low
C02 concentration (8 bar) and the low resolution (2 cm-l).
Actually, the carbonyl peak (imide I) aitd the CNC peak (imide D) show small
doublets. This mightindicatesome interaction of C02 with the polymer.
However, a more intensive study is necessary to make this plausible.

Comparison of gaseous CO2 and dissdmd CO2
Since it is difficult to find clear evidence of possible C02-polymer interaction in
the polymer part of the spectrum, the remaining discussion in this chapter will
focus on the C02 absorption peaks.In Figure 6.7. the FTIR absorption spectrum of
free C 0 2 is compared with the spectmm of CO, dissolved in Matrimid.
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Figure 6.7. FTIR absorption spectrum

of gaseous CO2 and CO2 dissolved in a
Matrimid film in the v3 anti-symmetric stretching mode region.
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A relatively sharp peak of C02 inthe Matrimid film is observed when compared
to the peak of C02 in the gas phase. Several investigators have observed the
same change in peak shape when C02 changes from the gaseous state to a
dissolved state [5,6,17,18]. The centre of the peak is found to be at 2336cm-1,
which is 13 cm-1 lower than the centre of the peak of free CO2. No P and R
branches are observed for the dissolved C02. This is due to a loss in rotational
freedom of C02 dissolved in the polymer. As rotation is hindered, the P and R
branches evolve to a single peak that shift to lower frequency as the density or
the dielectric environment increases [181.
HiguchiandNakagawa
[6] founddifferentanti-symmetricalstretching
frequencies of dissolved C02 in different polymers. The wavenumbers varied
from 2338.5 cm-1 for C02 in polydimethylsiloxane (PDMS) to 2336.5 cm-1 for C02
in PDMA-ODA. The frequency shift may be explained again by C02-polymer or
CO2-CO2 interactions. Dipole-dipole interactions weaken the C=O bond and
thereby lower the bond energy.
The peak at 2271 cm-1 is the asymmetric stretching mode of the 13C02 isotope.
The spectral width is also smaller for 13C02 in the dissolved state compared to
the gaseous state. The reason is that no peak broadening appears due to rotation,
as it is the case with the normal isotope. The new peakat 2324 cm-1 is assigned as
a ‘hot-band’ [17]. Theorigin of this band will be explained later.
Following the physical picture suggested by the dual-mode sorption theory, one
may think that the peaks at 2336 cm-1 and 2324 cm-1 correspond toC02 dissolved
in the Henry andthe Langmuir mode, respectively, However,this interpretation
can be rejected because both peaks are observed in rubbery polymers as well [6].
Furthermore, the ratio of the absorbance of the peaks (A2336/A2324) decreased
with increasing temperature even for a polymer that passes through its glass
transition in the considered temperature range [7]. Hence, if one of the peaks
refers to CO2 in the Langmuir mode that particular peak should disappear as the
polymer changes from the glassy to the rubber state. Higuchi and Nakagawa [6,7]
interpret therefore that the two postulated states of C02 in the Henry and the
Langmuirmode
inthe glassypolymeraresimilar
inthespectroscopic
measurements.
CO2 in the beading mode
If the C02-polymer interactions are of the Lewis acid-base type, Kazarian et al. [5]
would not expect significant differences in the CO2 anti-symmetric stretching
mode. An explanation may be that a C02 molecule can stretch in the same way
since only the carbon atom is fixed. Therefore, Kazarian et al. [S] discussed
extensively the changes anticipated in the bending mode of C02 dissolved in
PMMA.
The absorbance spectrum of the bending mode of C02 in an untreated and a
treated Matrimid film are given in Figure 6.8.
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Figure 6.8. FTIR absorption spectrum of C02 in the v2 bendingmoderegion:
Comparison of thebendingvibration
of C02 dissolved in an
untreated and a treated Matrimid film.

Three bands can be distinguished. Foflowing the interpretation of Kazarian et al.
[S], the small peak at 667 cm-1 is from the Q-branchf presumably due to gaseous
C 0 2 at the the surface of the Matrimid films. The broad absorption bands at Q60
and 653 cm-1(Q59and 654 cm-1for the treated fih)are new compared to gaseous
C 0 2 and are shifted to lower frequency
with respect to the gaseous C 0 2 Q-branch.
The shift to lower frequency may be attributed again to interaction. Hf C02
interacts with a polar group in the polymer chain then its bond will become
weaker and has a lower energy. Kazarianet al. [5J attribute the split v2 peaks to
the in-plane (higher frequency) and to the out-of-plane (lower frequency)
bending mode. The degeneracy of the v2 mode should be released due to the
different positions of C 0 2 with respect to the carbonyl group during interaction
as shown in Figure 6.9. These type of interactions are supported by ab-initio
calculations [5].
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Figure 6.9. Schematicrepresentation
of theT-shapedinteractioncarbonylC 0 2 interactionconfigurations f5J.
In Figure 6.8, the CO2 in the treated film shows a clearersplitting of the bending
mode than the CO2 in the untreated f h . The significance of the difference
between the spectra is not clear at this moment,
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No detailed interpretation will be further given at this stage. The wavenumber
range below 1000 cm-l (the 'finger-print region') is a very interesting part of the
spectrum, because it can give many details, but it is therefore also the most
difficult part to interpret. For example no peaks of the polymer are observed in
absence of C02, but it may be possible that peaks of the polymer arise in the
presence of C02. Their absorbance may be small, but if they are completely
maskedbythe
C02 band, it can lead to wronginterpretation of the C02
absorption bands.
CO2 in the anti-symmetric stretching mode
The anti-symmetric stretching spectrum of dissolved C02 was already shown in
Figure 6.7. ComparedtogaseousC02,theband-width
is narrower in the
dissolved state, which is due to a loss in rotational freedom of CO2 dissolved in
the polymer. The more the rotational motion of C02 is impeded the narrower
the band widthwill be [17]. Furthermore, only one band appears in the spectrum
that correspond to the v3 mode. According to Kazarianet al. [5], this suggests that
all sorbed CO2 molecules have the same environment in the polymer matrix. If
there were two or more unequal sites for the C02 molecules within the polymer
matrix, Kazarian et al. [5] would expect more than onebandinthe
antisymmetric stretching region. Kazarian et al. [5] also observed a weak lowfrequency band at 2326 cm-1 (2324 cm-1 for Matrimid). As mentioned earlier, the
band is assigned to be the (v3-v2)-v2 hot-band [17]. If the band width of the v3 peak
is small enough, this absorption band is always observed about 12 cm-1 towards
lower frequency than the main band [17]. A hot-band transition is a transition
from an excited level of one vibration (usually of low frequency) to an excited
level of another higher frequency vibration [lol. Due to interactions, the higher
energies levels are lowered, which makes transition of electrons in excited states
possible. This can also be understood as follows. Vibrations of nuclei are never
strictly harmonic, because the stretching of the vibrating bond is not perfectly
elastic. Most vibrationsaretherefore
nonharmonic.The vibrationalenergy
levels are no longer equally spaced, as in the case of a harmonic vibration, but
they gradually converge asthe frequency increases[S]. If a molecule is already in a
vibrational excited state it can easily undergo further excitation. Because the
energy difference is smaller compared to a transition from the ground state, an
absorbance at lower frequency is then obtained.
In the following, the anti-symmetric stretching mode ofCO2 dissolved in an
untreated Matrimid film is compared with CO2 dissolved in a treated Matrhnid
film. Inboth cases the hot-band transitionis observed, indicatingsimilar
interactions between C02 and the polymer chain in both cases. No shift in the
frequency of the main band was observed for C02 in the treated Matrimid film
compared to the untreated one. The half band-width (which is the band-width at
half of the peak intensity) of the C02 peak corresponding to C02 in the untreated
film was slightly lower than the half band-width of C02 in the treated film. A
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kalf band-width of the 2336 cm-1 band of 7 and 7.4 was found for CO2 in the
untreated and treated Matrimid film, respectively. For the hot-band, half bandwidths of 10 and 10.4 are found for CO2 dissolved in the untreated and treated
Matrimid,
respectively.
As stated by Kazarian et al. [S], no significant differencesare observed in the v3
spectra of CQz at the first sight. However, more information is obtained in
studying the kinetics of C02 in an untreated Matrimid film compared to a treated
one. For this purpose the desorption of CO, is followed in time for an untreated
and a treated Matrimid film. The desorption is measured during 40 minutes in
which every 11.5 seconds a spectrum is obtained. The absorption spectra of C02
in the anti-symmetric stretching mode in an untreated film are shown in Figure
6.10. For clarify not all 200 spectra are shown, but only 12 covering the whole
measurement. Again only the spectra of the untreated film are shown, because
without accurate numerical analysisof the peaks no difference canbe observed.
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Figwe 6.10. FTIR absorptionspectrum of the anti-symmetric stretching Cv3) of
C 0 2 dissolved in an trntreated Matrimid film: Desouption of C02
as

function of time.

The decrease Ï n CO:, concentration due to desorption is clearly shown in E w e
6.10. To compare the desorption behaviour of CO, in an untreated Matrimid film
with a treated film, thepeakheightsaremeasured.
For quantitative
interpretation the peak areas should be
measured. However, for qualitative
purposes the peak heights are a good approximation considering also that the
half band-width of the peaks hardly change during desorption. And, as pointed

FTIR study

121

out above, the half band-width of the CO2 absorption peaks in the untreated film
are comparable to the C02 absorption peaks in the treated film.
The peak intensities of the 2336 and the 2324 cm-1 band are plotted as function of
time for C02 i
h the untreated as well as in the treated Matrimid film. The peak
intensity of the C=C aromatic stretching (v=1488 cm-1) is taken as an internal
standard [19,20]cIt is assumed that no significant changes occur at this vibration,
neither due to the heat-treatment and neither due to interactions. The results are
given in Figure 6.11.
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In Figure 6.11A, the relative intensity of the normal anti-symmetric stretching
mode of C 0 2 in an untreated and a treated Matrimid film is given as function of
time. In both cases the relative intensity decreases exponentially. It is clear from
this figure that with respect to the polymer the desorption of C02 out of the
untreated film is quicker compared to the treated film. In case of the untreated
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film, no C02 absorbance was detected after 17 minutes, whereas the treated film
still contains C02. Furthermore, with respect to the polymer &e initial C02
concentration is higher in the untreated film compared to the treated f
ilm (see
also Figure 4.8). But during desorption the concentration of C02 in the untreated
fiIm will decrease faster compared to the C 0 2 concentration in the treated film.
Since more C02 desorps fromtheuntreated
film, the C02 concentration
observed in the FTLR measurement is higher for the treated fÍlm. A slower
desorption of CO2 out of the treated film could be expected since the diffusion
coefficient of CO2 in the treated f
i
l
m is lower compared to theuntreated film (see
Chapter 4). h Figure Q.llB, a similar trend is observed for thehot-band
transition. It can be concluded from these resultsthat C02 behaves differently in
an untreated Matrimid f
ilm compared to a treated film which is in accordance
with the results from the permeation experiments.
Since the hot-bandtranstition occurs due to interaction of C02 with its
surroundings [17I[, one may compwe the intensity of the hot-band transition of
C02 in the untreated and the treated Matrimid film. Figure 6.11B would suggest
more C02-polymer interactions in the treated film compared to the untreated
one because the intemities of the hot-band absorbance are higher for C02 in the
treated film.However, the absorbance of the main band (2336 cm-1) is also higher
for CO2 in the treated film compared to the untreated one. Therefore, the ratio of
the intensity of the main band and the hot-band are compared for C02 in the
untreated and treated film. The ratio (12336/12324) as function of time is given in
Figure 6.12
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Figure 6.12. Ratio of the anti-symmetric stretching (v=2336 cm-1) andthe
‘hot-band’ (v=2324 cm-=) intensity of CO2 as finction of time in
a treated Matrimid film.
anuntreatedand

At short times, the ratio (12336/I;?324)is slightly higher for the treated film.
Furthermore, both films show the same decrease in the ratio of 1233~/12324at
short times. This may indicate similar interactions of CO;? with the untreated
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Matrimid matrix and the treated one at short desorption times, i.e. high CO2
concentration. However, at longer times the ratio increases for the untreated
film whereas the ratio for' the treated film remains constant. Apparently, the
tendency of C02 to interact with the untreated polymer becomes lower as
desorption time proceeds. This phenomenon may be interpreted in terms of the
energy involved in occupying certain positions in the polymer matrix related to
the available free volume.
Initially at t=O, both films contain a high C02 concentration in the polymer
matrix. In both cases interaction of C02 is present with the interaction sites (polar
groups) on the polymer chain. In the infrared spectra these interactions are
represented by the hot-band absorptionat 2324 cm-l.
When desorption starts, the concentration of CO2 in both films will decrease. For
short times, interaction of C02 with the interaction sites on the polymer are still
there as supported by the hot-band in the spectrum. However with respect to the
peak at 2336 cm-l, the concentration of the interacting C02 has decreased more,
resulting in a decrease in the ratio of 12336/12324. Apparently, the intensity of the
hot-band transition (2324 cm-l) with respect to the normal anti-symmetrical
stretching vibration (2336 cm-l) remains similar for the untreated compared to
the treated Matrimid film. This is shown in Figure 6.12 by a similar decrease in
the ratio12336/12324.
As desorption proceeds, the hot-band intensity of CO2 in the untreated fil,m
decreases faster compared to the intensity corresponding to the normal antisymmetric stretching. Hence, less CO2 moleculesare in the neighbourhood of the
interaction sites of the polymer chain. Apparently, occupying the sorption sites
in a near distance of the interaction sites is not the only possibility to lower the
energy. Occupying a sorption site further away from the interactionsite seems to
be competitive. In case of theuntreated film the CO2 molecules have the
possibility to move to a sorption site of lower energy away from the interaction
sites because of the high free volume which was already present or has been
created due to plasticization. In case of the treated film this exchange of sorption
sites is less likely because of the lower free volume. Also, the polymer matrix of
the treated film does not have the possibility to create a larger free volume s%ce
it is a network. The polymer morphology is kept by the crosslinks or the charge
transfer complexes. In case of the treated film the interaction sorption sites are
occupied as long as there are CO2 molecules in the film, which might be an
explanation for the simultaneous decrease in intensity of the ratio 12336/12324.
The qualitative picture of the available free volume is supported by Wessling et
al. [21]. They gave a qualitative model for the hysteresis phenomenon between
the dilation and the consolidation isotherm induced by sorption and desorption.
The remaining free volume right after desorption is larger than the initial free
volume before sorption as indicated by a higher C02 concentration in the
polymer film in the consolidation cycle compared tothe dilation cycle. The larger
free volume as a result of dilation does not collapse to the original free volume
because chain relaxation is much slower than thedesorption of the C02
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To obtain a picture of the underlying reasons why an untreated Matrimid film
plasticizes and a treated one not, the above interpretation should be considered
for the sorption process as well. However, no infrared spectra are available for
the sorption process of C02 into the polymers. Although there is no direct
evidence for the fact that the fist CO2 molecules will not occupy the interaction
sites first, the desorption experiments support the fact that the numberof polar
groups in the polymer chain is not a measure for the tendency of a polymer to
plasticize. From the desorption experiments one may conclude that the sorption
sites at the interaction sites of the polymer chain are not energetically favourable.
The fact that the polymer plasticizes is therefore a matter of concentration as
hypothesized in Chapter 3. Chapter 3 suggests that a criticalCO2 concentration is
necessary to plasticize the polymer. At that concentration the C02 molecules
have the ability to increase the free volume in case of the untreated filnln to such
an extent that the permeability increases sigruficantly absolutely
and in time. The
chain mobility increases becausethere is more space to move and a higher chain
mobility is defined as plasticization. In case of the treated film,an increase in free
volume and chain mobility is suppressed due iò the network resulting in no
plasticizing ability.

Tke infrared analysis did not result in further elucidation of the crosslink
mechanism of the Matrimid film, because no differences are observed in the
spectra of the untreated compared tu the treated film.
Thespectra of C 0 2 dissolved in theMatrimid film could clearly be
distinguishedfrom gaseous CO2. The peaks corresponding to the antisymmetric stretching mode of CO2 dissolved in the film have smaller bandwidths compared to gaseousC02 and are shifted to lower frequency.
The peak corresponding to C02 dissolved in the Matrimid film showed a
small peak at lower frequencyattributed to a hot-band. The observed hot-band
transition indicates interaction of C02 with the polymer matrix and is
observed for the untreated as well as the treated Matrimid film.
The change in the ratio of the peak intensity of the asymmetrical stretching
vibration of CO2 and the hot-band transition for C02 dissolved in the
untreated Matrimid film differs significantly from the ratio of the treated
fih. At longer desorption time the ratio increased for untreated film. The
increase indicates a fasterdisappearance of the interaction scsrp'tion sites. The
interaction sorgtion sites may be not energetically favourable. From these
results, it is concluded that the plastiüzation is not determined by the m o u n t
of polargroups in the polymer chain.The hypothesisthat acrÏtica1
concentration is necessaryto induce plasticizafion is supported here.
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7
Process calculations

7.1.

Introduction

The efficiency of a gas separation process is mainly determined by the flux, the
purity of the product gas and the recovery. The latter is the fraction of the gas in
the feed stream recovered as product. Intrinsic membrane properties such as
permeabilityandselectivitydeterminetheseparameters.Furthermore,
processing parameters such as the total and partial pressures on the feed and
permeate side and the feed flow rate influence the separation efficiency. The
arrangement or staging of the membrane elements is also important. It is often
impossibletoseparatetwo
components adequately in one passthrough a
membranemodule because of the limitations of membrane selectivity and
achievable pressure ratio. Thus multistage processes may be required and an
optimization of the process is necessary to achieveproduct costs which are as low
as possible
The basic membrane separation unit is the permeator or the separator providing
a one-stage process. A permeator is generally consideredas a 'black box' with two
compartments separated by a membrane. A feed stream enters the permeator and
is divided into two outlet streams. The part that passes through the membrane is
refered to as permeate and the non-permeated part as the retentate. Depending
on the application either the permeate or the retentate can be the product. In
natural gas treatment, the retentate stream enriched in methane is the product.
In hydrogen separations, hydrogen is concentrated in the permeate and is the
product.
The relative directions of the feed and permeate flow inside the module may
affect the performance of a membraneseparatoras
well. For membrane
performance analysis some idealized flow patterns are commonly used: perfect
mixing, cross flow,countercurrentandcocurrent
flow. The mathematical
analysis of these flow patterns has been described extensively in the literature [l41. Sengupta and Sirkar [S] summarized the papers describing the different
permeation models.
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In the literature few studies are available on multistage processes because they
are difficult to evaluate and optimize, even with the aid of computer programs
[Q].In general, calculations based on a single-stage membrane configuration give
a good indicationontheimportance
of process parametersandtheir
optimization. Multistaged processes are often used when product recovery
and/or high product purity are important. Further optimization is then achieved
by permeate recycling or using the retentate as feed in a next stage- Spillman [Q]
and Bhide and Stern [7,8] explain a series of process design options and illustrate
the importance of factors such as single- versus multistage configuration, feed
compression and permeate recycle.Recently, Lababidi et al. [g] developed
optimization models and cost functions for three gas separation systems, which
include single stage, two stage and a continuous membrane c o l m .
The main objective of the work reported in this chapter is to compare the
C02/CH4 separation performance in case of an untreated Matrimid membrane
and a membrane stabilized against plasticization. Simple process calculations
may reveal valuable information to what extent stabilized membranes show
irrtproved process performance. This study is limited to a parametric evaluation
based on an equal inlet stream of 1 m3/h. Since gas separation membrane
systems scale linearlywith gas feed volumes,the process can be scaled-up simply
by. adding more membrane area [Q]. Furthermore, a certain product purity (%
CH4) and product flow (m3/h) is always demanded.
The desired product purity is
achieved by calculating the membrane area required to reach that purity. The
result of the calculations are product flow, product recovery and methane losses.
Another approach is to postulate a required product stream for example 1&/h.
However, the calculations principally lead to thesame information as the
calculations with constant feed flow, only the direction of calculation is reversed.
To achieve a certain product purity the membrane area-should be calculated.
This will then lead to different inlet streams in case of an untreated or a
stabilized membrane. Outputs of the calculations are also recovery and methane
losses.
In Section 7.2 the permeator analysis based on experimental permeation data are
presented and the economics are considered in Section 7.3.

7.2.

Permeator analysis

7.2.1.

Background

To compare the gas separation performance of the untreated and heat-treated
Matrimidmembranes,
a single-stage membrane process with cross flow
configuration is considered in the analysis. A schematic drawing is given in
Figure 7.1. The feed stream that enters the module is divided into a permeate
streamperpendicular to the feed stream and a retentate stream. The CO2
permeates the membrane more readily than CH4 and therefore the retentate
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stream is the product.
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~~~~

Figure 7.1.
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Schematicrepresentation
of a single-stage
membrane
process
with cross flow configuration.

The aim of this work is to compare the module performance of 'membranes
having a tendency to. plasticize with stabilized membranes. The partial CO,
pressureshouldthereforebehighenough
to induceplasticization of the
unstabilized membrane. In natural gas upgrading, gas pressures up to 140 bar
withcarbondioxide compositions ranging from 5-40% are reached [6]. The
maximum operating pressure in this work is 50 bar. This is more than a factor
twolower.However,thefieldsituation
can be simulatedwith a mixture
containinghigher CO2 concentration thanin the field case.A feed stream
consisting of 45 mol % CH, in CO, is considered. At50 bar total feed pressure, the
partial CO2 pressure corresponds, for example, with 100 bar field gas containing
27.5 mole % CO2. The gas mixture considered in this work is upgraded to a pipe
line quality level of 98 % [6].
As the gas mixture traverses over the membrane surface its composition changes
in any point along the membrane surface. The CO, gas molecules are removed
from the feed stream so that the CH, is concentrated in the retentate. Due to
these changes in mole fractions of the gases along the membrane surface, the
partial pressures of the gases also change from one unit area to the other. The
partial pressure decreases for CO, and increases for CH,. Consequently, the
permeability changes from one unit of area to the other, because in most cases
thepermeabilitydependsonpressure.
The permeate flow equation must
therefore be evaluated as an integral over the entire flow path [3,10]:
:(7.1)

where Q P , ~is the total molar permeate flow of component i, Pi(pf ) the partial
pressure dependent permeability of component i, !the membrane thickness,
the partial feed pressure and p$' the partial permeate pressure of component iThis integral can be approximated by a summation over as many as possible
small intervals with the differential area dA. For each unit area or element, a

g
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new feed gas composition has to be determined. The feed flow of the next
element is identical to the retentate flow fromthepreviouselement.
The
retentate flow of the last element is the retentate flow of the whole module. The
permeate flow of the whole module is the sum of all permeate flows of the
elements. This principle is schematically givenin Figure 7.2-

FEED

QF

-

1 - 1

-

-

-1

-,

RETENTATE

-

b
QR

l

t

QP
PERMEATE

I
Figure 7.2,

Schematic
representation
differential
elements.

I
of membrane
a
systemdivided

in

The total feed flow (QF) equals the sum of the total permeate flow (Qp) and the
retentate flow (QR):
QF=QIJ+QR
(7-2)
where the total permeate flow is the sum of the CO, permeate flow (Bpco,) and
the CH4 permeate flow(pm>:

QIJ=@oz + @m4
and

(7.2a)
(7.2b)
(7.2~)

In Equations (7.2b) and (7.2c), n is the number of elements. The flow rate of CO,
through the membrane in an element (n) is:

P the
where Fco, is the permeability of carbon dioxide at partial pressure Bfco2(n),
membrane thickness, Xfco2(n)and Xgoz(n) the mole fraction of CO, in the feed
and permeate, respectively, pf is the feed pressure, ppthe permeate pressure and
dA is the membrane area of element (n). A corresponding equation isvalid for
the flow rate of CH, through the membrane.
The mole fraction of CO, in the permeate of element (n) is then given by
Equation (7.4):
.

I
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For a binary mixture, Equation (7.5) for the mole fraction of CH4 in the permeate
of element (n) is valid:
X k , ( d =(7.5)
1- %,,(n)
By combining Equation (7.3),(7.4) and (7.5), the mole fraction ofCO,
permeate of element (n) can be written as:

in the

(7.6a)
and

PCO,
a*=T1

(7.6b)

Weller and Steiner [l]were the first who derived this analytical expression for
the enrichment of a binary mixture in a single-stage membrane process with
complete mixing of the feed flow. Equation (7.6) is known as the Weller-Steiner
Case I. This equation can also be used for cross flow configuration if the module
is divided in an infinite number of small modules in which the complete mixing
case can be considered. This is known as the Weller-Steiner Case I1 solution. For
large differences between the mole fraction in the feed and retentate (Xr/Xf<0.5),
Hogsett and Mazur recommend to use the natural log mean average of the CO,
mole fraction in the feed in stead of X$o2:

Inthis work, eachelement is made small enough(Xr/Xf>>0.5)tousethe
complete mixing approximation.
When the mole fractions in the permeate and the permeate flow of an element
(n) are known the retentate
mole fractions canbe calculated with the mass
balance of CO,:

The mole fraction of CH4 in the retentate is then given by:
(7.10)

The retentate stream is the product stream. An important question is therefore
how much of the initially present methane is recovered in the retentate. The
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recovery is defined as:
Recovery = m
*4
* 100%

(7.11)

a",,

In many design caldations, constant permeabilities are assumed.As was shown
in the single and mixed gas permeation experiments, this assumption is not
justified. The permeabiIities are a function of thepartial feed pressure.
Consequently, the selectivity changes. These factors were taken into account in
calculating the mole fraction ofCO, in the permeate with Equation (7.6). As Li et
al. [ll] and Ettouney et al. [l21 have done, permeation functions are composed
from the experimentally determined permeabilities as functionof the partial feed
pressure. All data are fitted with a second order polynomialof the form:

Pi(pi) = A -J- B * (X: *#)

-J-

C * (X:

.p'>'

(7.12)

where A, B and C are the adjustable parameters. This equation has no physical
meaning, but is a mathematical toolto interpolate the permeabilityat any desired
pressure. For the CH4 permeability of the stabilized membrane a constant value
is taken, because nopressure dependence of the permeability was observed.

7.2.2.

Resdfs and discussion

A single-stage membrane module is divided in 200 elements. This number was
found sufficient enough to reach convergence in the calculations. The pressure
loss inside the permeator has been neglected, because the exact cofiguration of
the permeator is not known. The total feed flow is 1 m3/h and the permeate
pressure 1 bar. The membrane thickness is assumed to be 1 p
n
, the operating
temperature 35 "C and the gas mixture to be separated consists of 55% CO2 and
45% CH4. The following permeation functions are derived from the permeation
curves presented in Figure 4.7 of Section 4.5:
Untreated Matrimid membrane:
Pc-z(p$-oJ = 11.112 - 0.39673 afco, + 0.012591
(pfcoz)2
(7.13a)

Pa4(p',,> = 0.24421 - 0.005494 p&&+ 0.00049382 (pfcH4?
Stabilized Matrimid membrane:
P ~ O , ( ~ $=-5.8085
~ J -0.15427 p$-,
+ 0.002863 (p$)2,
PcE3,(PfaJ = 0.11

(7.13b)

(7.13~)
(7.13d)

In these functions flcoz and pfcH, are the partial pressure for CO2 and CH4,
respectively, and are given in bar. The permeabilities are given in Barrer (1
Barrer=lO-lo cm3(STP)cm/cm2s cmHg). The functions are vaIid for a pressme
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range up to 50 bar at 35 "C. The stabilized membrane has experienced a heattreatment for 30 minutes at 350 "C.
The membrane area required to achieve 98% CH4 purity in the retentate was
calculatedas
a function of thetotalfeedpressure.Simultaneously,the
corresponding CH4 recovery andthetotalproductstream
inm3/hwere
calculated. The results are given in Figure 7.3.
Figure 7.3A shows the membrane area needed as a function of total feed pressure
for the untreated and stabilized membrane. The membrane area decreases with
increasing feed pressure and is higher for the stabilized membrane because of the
lower permeabilities. In Figure 7.3B the CH4 recovery is given as function of feed
pressure. For both membranes the recovery first increases with increasing feed
pressure. This is due to a decreasing permeability with increasing feed pressure.
Then the membrane area decreases with increasing pressure as shown in Figure
7.3A. If less gas permeates more gas remains in the retentate stream. In case of the
untreated membrane the recovery decreases for pressures higher than 20 bars due
to CO, plasticization. Above the plasticization pressure the permeabilities of CO,
as well as CH4 increase with increasing feed pressure. MoreCH4 permeates,
resulting in a lower recovery in the retentate stream. The stabilized membrane
showedconstant permeabilities at pressureswhere an untreated membrane
plasticized. And since the decrease in membrane area is relatively less at elevated
pressures,the recovery of the stabilized membrane remainsconstant with
further increasing feed pressure. If recovery of more than 90% is required the
single-stage membrane must be changedinto a multi-stage system.
Figure 7.3C shows the product streams
as function of feed pressure of the
untreated and stabilized membrane. At low feed pressures the product stream
increases because the permeabilities decrease with increasing feed pressure. The
modulealwayspermeates
more gas withincreasing feed pressure, but it
permeatesrelatively less with increasingpressure due to thedecreasing
permeability. With further increase in feed pressure the untreated membrane
starts to permeate more gas due to CO2 plasticization. The remaining retentate
stream is therefore lower. The stabilized membrane shows an almost constant
product flow at higher feed pressures. Caution, however, has to be taken, as the
productstreamsareobtainedwithdifferentmembraneareasatdifferent
pressures. Figure 7.3C therefore cannot be interpreted without Figure 7.3A.
Additionally the influence of product purity on the membrane required area and
the corresponding CH4 recovery are studied. The product purity was varied
between 90 to 99% at 50 bar total feed pressure. The results are given in Figure 7.4.
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To achieve higher productpurities moremembrane area is needed for the
untreated as wellasthe
stabilized membrane. Simultaneously the recovery
decreases with increasing product purity. An explanation for this is that more gas
must permeate to remove more COz. From these results one can conclude that
an untreated membrane is favoured because muchlowermembrane area is
needed to achieve high purity. On the other hand the recovery for the untreated
membrane decreases more drastically than for the stabilized membrane resulting
in a larger loss of the desired methane. The trade-off between higher purity with
less membrane area but lower CH4 recovery and the benefit of higher CH4
recovery but larger membrane area can be evaluated by simple cost accounting
calculation.

7.3.

Cost accounting

7.3.1.

Background

As shown in the previous section, simple design calculations gave insight in the
parameters that play a role in optimizing an enrichment process, such as feed
pressure, required membrane area, demanded retentate purity and resulting
product recovery. To find the optimal combination of these parameters, a cost
price analysis must be carried out. The analysis will show the importance of the
different contributions to the total cost. For example, how the cost compare with
the incomefrom gas sales whenthe value of methane losses is takeninto
account. Extensive and detailed case studies are carried out by Spillman [6] and
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Bhide and Stern [S,$].
Two cost items that can be distinguished are: capital investment and operating
cost.The first is the sum of installed membranes, compressors, piping and
valves. In practice, the membrane installation costs often determine 25% of the
total capital investment. Hence, without every detail of the system, four times
the membrane cost is a good approximation for the investment. The second, the
totaloperatingcostaretheyearly
expenses, whichincludemembrane
replacement, product losses, power for the compressors and maintenance. The
economic parameters used in the calculations are summarized in Table 7.1.

Table 7.1.

Assumed economic parameters.

Cost price membrane module:
Investment
Depreciation
Labour and maintenance
Energy price
Membrane life time
Gas sales (pipe linequality: 98% CH4)

Dfl 200.00/m2[8]
4* price membrane module
10% of investrnent/year
5% of investment/year
Dfl0.20/kWh
5 years
Dfl 0.50/m3 and D€l l.00/m3

In this economic analysis the benefit from gas sales are compared with the
annual operational cost in case an untreated Matrirnid membrane is used and a
stabilized one.

The m u a l operational cost is calculated by the sum of the following items:

- Membrane replacement = @/life time) * area (m2) * 200 (Dfl/m2)
- Labour and maintenance = 0.05 * 4 * area (m2)* 200 (Dfl/m2)
- Product loss = CH4 loss (m3)
* price/m3
- Energy consumption = power (P) 24 * 365 * DflO.2O/ka/vh.

The power requirement can be calculated with Equation (7.14) as isothermal
compression is assumed [13]:

(g)

l?=----n-fiTln - (kW)

with

n = number of moles to becompressedpersecond
q = compressor efficiency (=0.7).

(7-14)
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The benefit from gassales is expressed asthe pay-back time, which isdefined as :
(7.15)
with

Investment = area (m2) * 4 * 200 (DFl/m2)
(7.15a)
Cash-flow = gas sales - operational cost (DFl/year)
gassales = product (m3) * price/m3 (DFl/m3)

(7.15b)
(7.15~)

The pay-back time is the time necessary to obtain the initial investment back
fromthe cash-flow. The disadvantage of this pay-back timeis thatthe
depreciation is not accounted for. However, it is a useful criterion for an initial
judgement of projects [14].
The capital investment as well as the annual operating cost are dominated by the
membrane area required. Some general trade-offs can be made. Low membrane
area requirements can'reduce both costs. In case of the operating cost, membrane
replacement is a large item if membrane life time is short. As was shown in the
previous section, the membrane area is determined by the operating pressure.
Membranearearequirementsdecreasewithincreasingpressure.
A high
operating pressure should therefore be favourable. However, with increasing
feed pressure the compressor power needed also increases. Hence, the energy
consumption increases. To optimize the process, the increase in cost due to
energy consumption and methane loss should be balanced against the benefit of
lower membrane area requirements. In the following, the contributions to the
annualoperating costs are compared in case anuntreated and a stabilized
membrane is used.
7.3.2.

Results and discussion

The annual operation cost are calculated as the sum of the cost for membrane
replacement, labour and maintenance, energy consumption and cost for CH4
loss. A membrane life time of five years is considered. All calculations are carried
out for an enrichment of the product up 'to98% CH4. The data of the membrane
area requirements, volume of the product stream and methane losses obtained
in Subsection 7.2.2 are used as input for the economic calculations.
Figure 7.5 shows the annual operating cost as function of feed pressure for an
untreated and a stabilized Matrimid membrane at gas prices ofDF1 0.50/m3 and
Dfl l.00/m3. The actual gas price per m3 is about DF10.50. In the future this price
may be twice as
high as it is today. In the calculations a gas priceof DF1 l.00/m3 is
therefore considered for comparison.
The annual operational cost initially decrease with increasing feed pressure for
both membranes irrespectively of the gas price. As was shown in the previous
section, the membrane area needed to achieve a product purity of 98% decreases
with increasing feed pressure. The operational cost decrease therefore because a
large part of the cost is determined by the required membrane area. At lowerfeed
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pressures, the untreated membrane has lower annual cost compared to the
stabilizedmembrane because it needs less membranearea due to higher
permeabilities, see also Figure 7.3A. At higher feed pressures, the annual cost of
the untreated membrane increase whereas the cost for the stabilized membrane
still decrease. Hence, at feed pressures up to 22 bar the untreated membrane is
more attractive than the stabilized membrane. However,the target was to select a
membrane material for use at much higher feed pressure, such as 50 bar or
higher. Attheseconditionsthestabilizedmembranebecomesattractive
irrespective of the gas price. The annual cost of the stabilized membraneare then
lower comparedto the untreated membrane forboth gas prices.

Annual
operationalcost
(PtBWyear)
untreated
O

10

20

30

Feedpressure

Figme '7.5,

40

50

60

(bar)

Totalannualcost
as firnction of feedpressureforanuntreated
(dashedlines)andastabilizedMatrimidmembrane(solidline)
at gas prices of DFl 0.50/m3 and DFI I.OO/m?.

The annual cost are lower for both membranesat a gas priceof DFlO.50 compared
to a gas price ofDFI 1.00. The gas price determines the magnitude of the cost
caused by CH4 loss. The higher the gas price the higher the price that must be
paid for the CH4 loss. To get more informationabout the contribution of CH4 loss
cost, the total annual cost is split in the contributions of CH4 loss cost and the
remaining cost. Theresults are given in Figure 7.6 for a gas price of DH 0.50/m3
and DFI l.00/m3.
The contribution of CH4 loss cost for the untreated membrane exceeds the
remainder at a pressure of 38 bar for a gas priceof DFI 0.50/m3 and already at 22
bar for a gas price
of DF1 l.OO/m3. At 50 bar feed pressure or higher
it even exceeds
the remainder cost for the stabilized membrane. The contribution of CE4 loss
cost for the stabilized membrane is lower compared to the remainder over the
entire pressure range for both gas prices. Hence, the enormous contribution of
the CH4 loss cost for the untreated membrane is the reason for the high annual
operational cost at elevated pressures. The stabilized membrane is therefore
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more attractive at high feed pressures compared to the untreated membrane.
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The stabilized membrane is also favoured if the total product streams (m3/year)
are compared at high feed pressure. As was shown in the previous section the
stabilized membrane gives larger product streams than the untreated membrane.
A higher product stream means more gas product for sale. The benefit from gas
sales is expressed by the pay-back time as defined by Equation (7.15). Figure 7.7
shows the pay-back time as function of feed pressure for the untreated and the
stabilized Matrimid membrane for gas prices
of DF1 0.50/m3 and DF1 l.00/m3.
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The pay-back time decreases with increasing feed pressure for the stabilized
membrane over the entire pressure range irrespective of the gas price- The payback time is shorter for a gasprice of DEI 1.00 m3 because of higher profits from
gas sales. The untreated membrane shows similar trends at feed pressures up to
about 35 bar. The pay-back timeof the untreated membrane is lower comparedto
the stabilized membrane as the same gas price is considered. An explanation for
this is that the annual cost of the untreated membrane are lower. However,
above 35 bar the untreated membrane shows an increasing pay-back time with
increasing feed pressure. The annual cost of the untreated membrane increases.
Additionally, the product stream decreases with increasing feed pressure. Hence,
the increase of the annual cost cannot be compensated by the profit from gas
sales, becauseof the decreasingproduct stream.
The annual operational cost also depend on membrane life time. The membrane
replacement cost are higher with shorter membrane life. For membrane life
times of3,5,
7 and 10 years, the annual operational cost per m3 product are
calculated for the untreated and stabilized Matrimid membrane for gas prices of
DF1 0.50/m3 and DE1 l.00/m3. These calculations are done for a feed pressure of
50 bar. Additionally, the pay-back time is calculated for each case. Some fixed
parameters and costs are given in Table 7.2.

Table 7.2. Fixedprocess and cost parameters for an untreated and a stabilized
membrane with amembranelife
of 5 years.
Process conditions: feed pressure = 50 bar, temperature = 35 "C.

CH4 Poss ("h)

37

11

Membrane cost (DFl/year)

396

880

Investment (DFl/year)

Energy
311 (DFl/year)

I

1584

I

I

3520

1

311

The calculations are based on the basic assumption of equal feed flow rates. From
this point of view the stabilized membrane produces moreproduct gas with 98%
methane purity than the untreated one since the methane loss is lower for the
stabilized membrane.Themembrane cost are lower for the untreated one,
because less membrane area is required to reach a product purity of 98%. The
investment cost is therefore lower for the untreated membrane. The energy
consumption is the same for both membranes because the operating pressure is
the same.
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The annual cost and pay-back times for different membrane life times at 50 bar
feed pressure are given in Table 7.3. The annual operational cost are lower than
the gas price for all calculated cases. The cost
per volume product of the stabilized
membrane are about a factor two lower compared to a gas price ofDF1 0.50/m3
and even a factor three compared to a gas price of DFl l.OO/m3. The membrane
life times considered do not contribute much to the annual operation cost in
most cases, except for the stabilized membrane as a gas price ofDF1LOO/m3 is
considered. The cost per volume product are about 18% lower in case the
membrane life is ten years instead of three. However, a membrane life of ten
years is unrealistic. A life time of 3 to 5 years is more realistic.

Table 7.3. Annual operationalcostand pay-back time for an untreated {(U)and a
stabilized membrane ( S t ) operating at 50 bar feed pressure as function
of membrane life time for gas prices of DFl 0.50/m3' and 'DFl l.OO/m3.
Membrane life time (year)
3

5

U
St

0.49
0.28

0.25

U
St

42
4.4

18
3.9

gm = DFZ 0.50/m3

Annual operational cost
(Dfl/m3 product)
Pay-back time
(year)

7

10

0.46 0.46 0.45
0.23
0.22
3.7

12 14
3.5

gas = DFZ Z.00/nz3

Annual operational cost
(Dfl/m3 product)
Pay-back time
(year)

U
St
U
St

2.7

0.31 0.34 0.29

0.73 0.74 0.75 0.77
O .28

2.4
1.4 1.5

2.3 2.4
1.4 1.4

The largest contribution of membrane life to the pay-back time is observed for
both membranes for a gas price ofDF1 0.50/m3. Thepay-back times of the
untreated membrane are unacceptably high. The reason is the high methane loss
cost caused by membrane plasticization. Because these data are not realistic, they
will not be discussed further. The pay-back time of the stabilized membrane is
about 20% shorter at a membrane life of 10 years as compared to 3 years. But as
noticed above, a life time of ten years is not realistic. Considering the pay-back
time of about 4 years of the stabilized membrane at a membrane life of 3 to 5
years, it must be admitted that this is too long to make the process technically
viable. [14]. Pay-back times of2-3 years are more realistic and economical. This
means that the process needs optimization to reach higher recoveries. With
higher recoveries the benefit from gas sales will increase and the pay-back time
may decrease. For gas prices ofDF1l.OO/m3 and membrane life of 3 years, payback times of 1.5 years for thestabilizedand
2.7 years for theuntreated
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membranes are calculated. From this point of view, the stabilized membrane is
again the most attractive one.

7.4.

Condusions

Perneator analysis
The stabilized membrane has a lower permeability than the untreated
membrane. More membrane area is therefore needed to achieve the same
product purity, but a higherCH4 recovery is obtained.
The stabilized membrane shows an almost constant product flow at higher
feed pressures, whereas the product flow of theuntreatedmembrane
decreases with increasing feed pressure.

cost accountfig
At low feed pressures the annual operational cost decrease with increasing
feed pressure for the untreated as well as the stabilized membrane. At
elevated pressures the annual operation cost increase with further increase of
pressure for the untreated membrane.
If the actual gas priceof DF1 0.50/m3 is considered, the untreated membrane is
favoured at pressures up to 20 bar. The annual operational cost as well asthe
pay-back time are lower for pressures below 20 bar if a membrane life of 5
years is assumed. However, aswe are interested in operating pressures of 50
bar or higher, the stabilized membraneis attractive. Althoughmore
membrane area is required resulting in a higher initial investment, the
stabilized membrane shows lower operational cost and a shorter pay-back
time at 50 bar feed pressure compared to the untreated membrane. The better
performance of the stabilized membrane can beattributed to less methane loss
and therefore a higher recovery resultingin higher profit from gas sales.
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List of symbols

07.5.

In this list i stands for the gas component CO, as well as CH4.

Permeator analysis
A = total membrane area
dA = differential membranearea
P = membrane thickness

Pi = permeability of component i
pf
total feed pressure
p;
partial pressure in the feed of component i
permeate
pressure
pp =
total feed flow
QF
total permeate flow
Qp
total retentate flow
total feed flow of component i
total permeate flow of component i
total retentate flow of component i
feed flow of component i per element
permeate flow of component i per element
retentate flow of component i per element
mole fraction of component i in feed in element
mole fraction of component i in permeatelelement
mole fraction of component i in retentate/element

a

=

m2
m2
m
m3(STP).m
m2.s.bar
bar
bar
bar
m3/h
m3/h
m3/h
m3/h
m3/h
m3/h
m3/h
m3/h
m3/h

separation factor

Cost accounting

n
P
R
T

= number of molestobe

q

=

= power
= gas constant
= temperature
compressor
efficiency

pumped per second

mol/s
kW
J/mol K
K

144

Chapter 7

Weller, S., Steiner, W.A., Separation of gasesbyfractionalpermeation
through
membranes, J. Appl. Phys., 21 (1950) 279-283
Stem, S.A., Walawender, W.P., Analysis of membrane separation parameters, Seg. Science,
4(2) (1969) 129-159
Hwang, S.-T., Kammenneyer, K., Membranes in separations, John Wiley
& Sons, New York,
(1975)
Rautmbach, R., Albrecht, R., Membrane separation processes, Wiley,(1989)
Sengugta, A., Sirkar, K.K, Analysisand design of membrane permeators forgas separation,
Chapter 11in:Membrane separations technology. Principles and applications, Noble,R.D.,
Stem, S.A., (Eds.), Elsevier, Amsterdam, (1995)
SpïiIman, R., Economics of gas separation membranes, Chem. Eng. Prog., (1989) 41-62;
Economics of gas separation membraneprocesses, Chapter 13in.Membrane separations
technology.Principles and applications, Noble, R.D., Stern, S.A., (Eds.),Elsevier,
Amsterdam, (1995)
Bhide, B.D., Stem, S.A., Membrane processes for the removal
of acid gasesfrom natural gas.
I. Process configurations and optimization of operating conditions., J. Membrane Sü., 81
(1993) 209-237
Bhide, B.D., Stern, S.A., Membrane processes forthe removal of acid gases fromnatural gas.
II. Effect of operating conditions, economic parameters, and membrane properties, J.
Membrane SU., 81 (1993) 239-252
Lababidi, H., Al-Enezi, G.A., Ettouney, H.M., Optimization of modde configuration in
membrane gas separation, J. Membrane SQ., 112 (1996) 185-197
MacLean, D.L., Stookey, D.J., Metzger, T.R., Fundamentak of gas permeatiofi, Hydrocarbon
Processing, August(1993) 47-51
Li, K., Acharya, D.R., Hughes, R., Performance of a cellulose acetate permeator with
permeabaty-influenced feed, AIChE Journal, 36(1O) (1990) 1610-1612
Ettouney, H.M., Al-Enezi, G., Hughes, R., Modelling of enrichment of natural gas weUS by
membranes, Gas Sep. Purif., 9(1) (1995) 3-11
Genereaux, R.P., Mitchell, C.J.B., Hempstead, C.A., Curran, B.F., Transport and storageof
fluids, Section 6in:Perry’s chemical engineers’ handbook., Perry,
R.H., Green, D., Maloney,
J.O., (Eds,), sixth edition, McGraw-HillBook Company, New York, (1984)
Coulson, J-M., Richardson, J.F., Sinnott, R.K., Chemical Engineering, Vol.6: Design,
Pergamon, (1983) 206

Summary
The mainresearch objective wastodevelop
a highly selective polyimide
membrane for the separation of C02/CH4 mixtures that maintains its separation
performance at high feed pressures- Polyimide gas separation membranes have a
significantly better permselective performance than membranes madefrom
conventional glassy polymers such as cellulose acetate and polysulfone. Problems
arise in applications where the polymer sorbs one or more species to such an
extent that plasticization phenomena occur. The polymer matrix swells upon
sorption of one species which accelerates the permeation of the other. As a
consequence, the polymermembrane looses its selectivity. In C02/CH4
separations C02 acts as a plasticizer. A typical effect of plasticization is that the
permeability-versus-pressurecurves go through a minimum. The pressure
correspondingwiththeminimumpermeability
is called theplasticization
pressure. The minimum partial carbon dioxide pressure, which is necessary to
induce plasticization is easily exceeded in for example natural gas upgrading,
enhanced oil recovery and landfill gas cleaning.
To prevent plasticization, understanding of the phenomenon is necessary. This
thesis focuses firstlyonunderstanding of C02-inducedplasticization on a
molecular level and secondly on identifying methods, such as crosslinking, to
suppress plasticization. For the first task, differentglassypolymersare
characterized. For the second task, mainly the polyimide Matrimid 5218 (Ciba
Geigy) is used. Although Matrimid is not as permeable as some of the polyimides
of interest, it is chosen as a model polymer. It has the advantages that it is
commercially
available
and
also
soluble
in
many
common solvents.
Furthermore,ithas a high tendency to plasticize and is therefore a useful
candidate to demonstrate possible effectsof suppressing plasticization.
All experiments are carried out with solution cast homogeneous dense films.
Since glassy polymer films are non-equilibrium materials, the effect of casting
solvent and film thickness are described in Chapter 2. It has been concluded that
the casting solvent used or the membrane thickness do not influence the study
on the plasticization behaviour of C02.
COzinduced plasticization phenomena in eleven different glassy polymers are
described in Chapter 3. Themain objective was to search for relationships
between the plasticization pressure and the chemical structure of the polymer.
No trends are found based on glass transition temperature or fractional free
volume. The plasticization pressure does not depend on the polar carbonyl or

146

sulfone density of the polymers considered either. However, it was found that
the polymers studied needed the same critical CO2 concentration to plasticize.
Depending on the polymer, different pressures (the plasticization pressure) are
required to reach the critical concentration.
Two options to suppress plasticization are: crosslinking or blending a polymer
highly susceptibleto plasticization with a polymer that hardly plasticizes- Chapter
4 describes the results obtained in thermally crosslinking Matrimid films at
350 'C.This heat-treatment has proven to be a successful method to suppress
C02-induced plasticization. In single gas permeation, a constant permeability at
elevated pressures is obtained for the treated film, whereas the untreated film
shows an enormous increase in permeability due to plasticization. Mixed gas
permeation experiments reveal thatthepartial
CH4 permeabilityremains
constant for the treated films. For the untreated film the CHq permeability
strongly increases at higher partial
pressure due to the CO2 plasticization.
Chapter 5 describes the influence of blending on plasticization. Blending of
Matrimid(highlysusceptible
to plasticization) withthe copolyimide P84
(moderate tendency to plasticize) orwith polysulfone (low tendency to plasticize)
is very promising in suppressing CO2-induced plasticization. However, to get a
clear picture more researchïs necessary to study the effect of different ratiosof the
polymers in the blend and the effect of possible blend inhomogeneity. Blending
of Matrimid and the oligomer Thermid with a subsequent heat-treatment at 265
"C is found to be a more successful method to suppress the Coyinduced
plasticization phenomena in Matrimid. As in the case of the thermal treatment
at 350 "C, the network formed prevents the polymer matrix to swell and thereby
suppresses plasticization.
Fourier transform infrared ( F m ) measurements are described in Chapter 6.
FTIR is a useful methode to study the behaviour of C02 .in a polymer film. The
peak corresponding to the anti-symmetrical stretching vibration of C02 shows an
additional small peak at lower frequency which is attributed to a 'hot-band'
transition. This 'hot-band' indicates interaction of C 0 2 with the polymer matrix
and is observed for CO2 dissolved in an untreated as well as a treated (350 "C)
Matrimid film.However, in studying the desorption of CO2 from the untreated
and the treated film,a significant differencein theratio of the 'hot-band' intensity
and the normal anti-symmetrical stretching vibration is observed. At longer
desorption time, the intensity of the 'hot-band' of C 0 2 dissolved in the untreated
film decreases faster than the intensity measured inthetreated
film.This
indicates that the interaction with polar groups is not necessarily favoured,
which supports the findings in Chapter 3 where no correlation is found between
the plasticization pressure and the density
of polar groups Ïn the polymer
structure. Furthermore, these FTIR measurements support the hypothesis that
plasticization isa matter of concentration. A critical CO2 concentration is
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necessary to loosen up the polymer matrix. Evidence for the increase in free
vblume is the fact thatthe CO;! molecules in the untreatedfilmhavethe
possibility to move to sorption sites other than the polar interaction sites. In case
of the treated film, the network created prevents the polymer matrix to increase
itsfreevolumeby
plasticization. More CO2 molecules are located in close
distance of the polar interaction sites as indicated by the longer existence of the
'hot-band' transition.
Chapter 7 describes membrane process simulations with a CO;!/CH4 gas mixture.
The calculations are based on mixed gas permeation data obtained with an
untreated and a stabilized (thermally treated at 350 "C) Matrimid membrane. A
gas mixture containing 45 mole OO/ C& is upgraded to 98 mole % C&. Compared
to an untreated membrane, the stabilized membrane has a lower permeability
and requires therefore more membrane area to achieve the same product purity,
at the gain of a higher CH4 recovery. Furthermore, the stabilized membrane
shows an almost constant product flow at higher feed pressures, whereas the
product flow of the untreated membrane decreases with increasing feed pressure.
A cost price analysis shows lower operational costs and shorter .pay-back times at
high feed pressures for the stabilized membranecompared to the untreated
membrane. The economicallyfavourableperformance
of thestabilized
membrane can be attributed to less methane loss and therefore a higher recovery,
resulting in higher profit from gas sales.

Samenvatting
Het onderzoek beschreven in dit proefschrift is gericht op het ontwikkelen van
eenhoog selectief polyimide membraanvoor de scheiding van C02/CM4
mengsels dat zijnscheidendeeigenschappenbehoudt
bij hogedruk.
Gasscheidingsmembranen gemaakt van polyimides hebben beduidend betere
eigenschappendanmembranengemaaktvanconventioneleglasachtige
polymeren zoals cellulose-acetetaat en polysulfon. Problemenontstaan in
toepassingen waar het polymeer één of meerdere componenten in een zodanige
mate absorbeert dat verweking optreedt. De polymeermatrix zwelt ten gevolge
vandehogesorptievandiecomponent(en),met
alsgevolgdatde
doorlaatbaarheid
van
de
andere
component
wordt
vergroot.
Het
polymeermembraan verliest dan zijn selectiviteit. C02 veroorzaakt de verweking
in C02/CH4-scheidingen. Typerend effect van verweking is dat depermeabiliteitversus-druk curven door een minimum gaan. De druk die overeenkomt met de
mimimum-permeabiliteit wordt de verwekingsdrukgenoemd. De minimale
partieeldrukvan
CO2 nodigomverwekingteinducerenwordtsnel
overschreden in bijvoorbeeld aardgas-opwerking, verhoogde olieterugwinning
en het opwerken vanstortgas.
Om verweking te voorkomen is een beter begrip van het verschijnsel nodig. Het
onderzoek beschreven in dit proefschrift is daarom geconcentreerd ophet
begrijpen van COZ-ge'ïnduceerde verweking op een moleculair niveau en op het
identificerenvanmethoden,zoalsvernetting,die-verwekingkunnen
onderdrukken. Voor het eerste doel zijn verschillende glasachtige polymeren
gekarakteriseerd. Voor het tweede doe1 is hoofdzakelijk het polyimide Matrimid
5218 (Ciba Geigy) gebruikt. Hoewel een Matrimid membraan niet het meest
doorlaatbare polyimide membraan is, is het toch gekozen als modelpolymeer.
Het heeft als voordeeldat hetcommerciëel verkrijgbaar is en dat het oplosbaar is
in verschillende gangbare oplosmiddelen. Matrimid is tevens eenvoudigte
verweken met C02, waardoor het een
geschikt materiaal is om de mogelijke
effecten van het onderdrukken vande CO2-verweking te testen.
Alle experimenten zijn uitgevoerd met homogene dichte films gestreken uit een
polymeeroplossing. Omdat glasachtige polymeerfilms thermodynamisch niet in
evenwicht zijn, is het effect van het gebruikte oplosmiddel en van de filmdikte
bestudeerd. Uit de resultaten in hoofdstuk 2 kan geconcludeerd worden dat het
gebruikte oplosmiddel en de filmdikte geen invloed hebben op het bestuderen
van het venvekingsgedrag van CO2
In hoofdstuk 3 is het verwekingsgedragvan elf verschillende glasachtige
polymeren beschreven, Het voornaamste doel was een verband te vinden tussen
de verwekingsdruk en de chemische struktuur van het polymeer. Verbanden
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tussen de verwekingsdruk en de glasovergangstemperatuur of het fractioneel
vrije volume zijn niet gevonden. De verwekingsdruk blijkt ook niet af te hangen
van het aantal polaire groepen in de polymeerketen. Gebleken is echter dat de
bestudeerde polymeren dezelfde kritische C02-concentratie nodig hebben om te
kunnenverweken. Deze kritische concentratie wordt, afhankelijk vanhet
polymeer, bij verschillende drukken (de verwekingsdruk) bereikt.
Twee manieren om verweking te onderdrukken zijn: vernetting ~f mengen van
een polymeer dat eenvoudig verweekt met een polymeer dat niet .of nauwelijks
verweekt. In hoofdstuk 4 zijn de resultaten beschreven die verkregen zijn met
Matrimid films die vernet zijn bij 350 "C. Deze methode blijkt een goede manier
te zijn om verweking te onderdrukken. Uit permeatiemetingen met puur CO2
blijkt dat de behandelde film bij hoge druk een constante permeabiliteit geeft als
functie van de druk, terwijl de onbehandelde film een enorme toename in de
permeabiliteit geeft ten gevolge vanverweking.Permeatiemetingen
met
menggas geven een constante partiële CH4-permeabiliteit voor de behandelde
film.De partiële permeabiliteit van CH4 voor de onbehandelde film neemt
enorm toe met toenemende druk.
Inhoofdstuk
5 is de invloedvanhetmengenvanpolymerenop
het
verwekingsgedrag beschreven. Matrimid, het polymeer dat verweekt, is gemengd
met de copolyimide P84 en met polysulfon (PSF). P84 en PSF zijn polymeren die
beduidend minder verwekende eigenschappen vertonen. De permeabiliteit van
de blends lijken constant te worden bij hoge druk. Er is echter meer onderzoek
nodig naar het effect van de verhoudingen waarin de polymeren gemengd
kunnenwordenennaarhet
effect van mogelijke inhomogeniteitvan de
polymeerblends om een goed beeld te krijgen van het succes van ,deze methode.
Hetmengenvan
Matrimid met het oligomeer Thermid gevolgd door een
thermische behandeling bij 265 "C blijkt een betere methode te zijn om
verweking teonderdrukken. Net als bij de vernetting bij 350 "C zorgt een
netwerkervoordatdepolymeermatrixnietkan
zwellen, waarmee de
mogelijkheid tot verweken onderdrukt wordt.
Met behulp van Fourier-getransformeerde infrarood (FTIR) metingen met CO2
kan het verschil in het verwekingsgedrag van CO2 in een onbehandelde en een
behandelde film nader bestudeerd worden. De resultaten zijn beschreven in
hoofdstuk 6. De piek die overeenkomt met de asymmetrische rekvibratie van
C 0 2 heeft een extra piek bijeen lager golfgetal,De extra piek wordt toegeschreven
aan een 'hot-band' overgang en duidt op interactie van C02 met het polymeer.
Deze overgang is te zien voor CO2 dat is opgelost in zowel een onbehandelde als
een behandelde (350 "C) film. Opmerkelijke verschillen in de verhouding van de
intensiteiten van de 'hot-band' en de normale asymmetrische rekvibratie zijn
waargenomen wanneer de desorptie van C02 uit de onbehandelde film wordt
vergeleken met de desorptie van CO2 uit de behandelde film. De 'hot-band'
verdwijnt veel sneller in het geval van de onbehandelde film, wat aangeeft dat
de interactie met de polaire groepen in de polymeerketen niet bij voorkeur
optreedt. Dit ondersteunt de bevinding in hoofdstuk 3 waar geen verband is
gevondentussen de verwekingsdrukenhetaantal
polaire groepenin de
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polymeerketen. De FTIR-metingen ondersteunentevens de hypothese dat
verweking door een component wordt bepaald door de hoeveelheid van die
component in het polymeer. Een kritische C02 concentratie is nodig om de
polymeerketens uit elkaar te drukken.Dit
is alleen mogelijk vooreen
onbehandelde film. Bij het desorptie-experiment hebben de COpnoleculen de
mogelijkheid om andere plaatsen dan die bij een polaire groep te bezetten,omdat
door verweking voldoende vrij volume is
gecreëerd. Bewijs hiervoor is het
verdwijnen van de 'hot-band' piek. Bij de behandelde film blijft de 'hot-band'
piek veel langer waarneembaar. Het CO;! blijft in de buurt van de polaire
groepen. Er is geen groter vrij volume gecreëerd omdat de mogelijkheid tot
verweking is onderdrukt door het netwerk- Als in dit geval de interactie tussen
C02 en het polymeer is opgehevendan is het C02 tevens uit de film verdwenen.
In hoofdstuk 7 zijn procesberekeningen beschreven die gebaseerd zijn op
permeatiemetingen met menggas (C02/CH4) voor een onbehandelde en een
gestabiliseerd (behandeld bij 350°C) Matrimid membraan. Een mengsel met 45%
CH4 wordt opgewerkt naar 98% CH4. Het gestabiliseerde membraan heeft een
lagerepermeabiliteit dandeonbehandeldeen
vereistdaaromeengroter
oppervlakte om dezelfde produktzuiverheid te halen. Daartegenover staat dat
met het gestabiliseerde membraan een hogere opbrengst verkregen kan worden.
Het gestabiliseerde membraan geeft tevens een vrijwel constante produktstroom
bij hogere voedingsdrukken, terwijl de produktstroom van het onbehandelde
membraan daalt met toenemende druk. Uit een kostprijsanalyse blijkt dat de
totale operationigle kosten voor het gestabiliseerde membraan lager zijn en de
terugbetaaltijden,korter. Deze betere resulaten voor het gestabiliseerd membraan
kunnen worden toegeschreven aart minder methaan verlies, waardoor meer
produkt endus een hogere opbrengstuit deverkoop van gas wordt verkregen.
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