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An Energy-Based State Observer for Dynamical Subsystems with
Inaccessible State Variables
Islam S. M. Khalil∗ , Asif Sabanovic† and Sarthak Misra∗
Abstract— This work presents an energy-based state estimation formalism for a class of dynamical systems with inaccessible/unknown outputs, and systems at which sensor utilization
is impractical, or when measurements can not be taken. The
power-conserving physical interconnections among most of the
dynamical subsystems allow for power exchange through their
power ports. Power exchange is conceptually considered as
information exchange among the dynamical subsystems and
further utilized to develop a natural feedback-like information
from a class of dynamical systems with inaccessible/unknown
outputs. This information is used in the design of an energybased state observer. Convergence stability of the estimation
error for the proposed state observer is proved for systems with
linear dynamics. Furthermore, robustness of the convergence
stability is analyzed over a range of parameter deviation and
model uncertainties. Experiments are conducted on a dynamical
system with a single input and multiple inaccessible outputs
(Fig. 1) to demonstrate the validity of the proposed energybased state estimation formalism.

I. INTRODUCTION
Recent research efforts in the design of mechatronics
systems have been partially devoted to the problem of how
to have sensors embedded to these systems, and how to overcome their associated problems. Mechanically, mechatronics
systems have to be designed and manufactured such that
several sensors criterions are met such as accuracy, alignment
and including enough space for sensors with their associated
electronics setups and complex wirings (from a control
viewpoint on the other hand, measurement noise, uncertainties, hysteresis and non-collocation problems). Therefore, it
would be natural to devise state observers to estimate the
state variables of a dynamical system. However, the current
state observers require taking measurements to be used as
a basis of the estimation process that in turn necessitates
having at least few sensors embedded to these systems. The
sensors-associated problems limit the usefulness of many
state variables estimation and control frameworks due to several aspects including, but not limited to, their noisy outputs,
their limited bandwidth due to their physical structures and
the complexity they add to the control systems.
The high-gain observer presented by Khalil et al. [1]
shows excellent robustness properties for large enough observer gains. The practical difficulty is, however, the determination of proper observer gain due to the trade-off
∗ Islam S. M. Khalil and Sarthak Misra are with MIRA–Institute
for Biomedical Technology and Technical Medicine, University of
Twente, 7500 AE Enschede, The Netherlands {i.s.m.khalil,

s.misra}@utwente.nl
† Asif Sabanovic is with the Faculty of Engineering and Natural Sciences,
Sabanci University, 34956, Turkey asif@sabanciuniv.edu

978-1-4673-1736-8/12/S31.00 ©2012 IEEE

3734

Fig. 1. Dynamical system with single input (u) consisting of subsystems
A and P. Subsystem P has state variables which are inaccessible for
measurement, whereas measurements can be taken from subsystem A.
Effort-force along the power-conserving interconnection of subsystems A
and P is considered as a natural feedback and utilized in the design of
an energy-based state observer to estimate the states of subsystem P from
the available states of subsystem
A.PThe mass and spring energy storage
P
elements are labeled with m and s , respectively. Positions of the first,
p
p
second and third degrees-of-freedom are xa
1 , x1 and x3 , respectively. The
mass energy storage elements are m1 , m2 and m3 , whereas the spring
energy storage elements are k1 and k2 .

between the desired bounds on the observer error and the
sensitivity to noise. An adaptation scheme was presented
in [2], for adjustment of the high-gain observer gain such
that its advantages are retained. The trade-off between speed
of state reconstruction and immunity to measurements noise
was studied in [3], and a method was proposed by switching
the high-gain matrix between two values, high gain during
the transient to quickly recover the state reconstruction, then
once a steady state error threshold has reached, the observer
gain is switched to another gain to reduce the effect of
measurement noise.
The well-known Luenberger observer provides a comprehensive solution for the estimation problem, where system
states can be observed along with the disturbances which can
be considered as state variables provided that the model of
the dynamical system is known a priori, inputs are known
and outputs are accessible [4]. The Luenberger observer is
a very useful tool for estimating the internal variables of
the system, the main challenge is, however, the complete
dependence on the accuracy of the mathematical model.
Based on the sliding mode approach, robustness over a
range of system uncertainties was enhanced by the sliding
mode observer presented by Utkin et al. [5]. A key feature
in their observer is the introduction of the well-known
switching function to achieve a sliding mode and stable error
dynamics. This switching function was claimed to result in
an excellent system performance, i.e., disturbance rejection
and insensitivity to parameter deviation. In [6], a sliding
mode functional observer was introduced, including the same
switching function to inherit the robustness and insensitivity
of the conventional sliding mode observer. The sliding mode

functional observer, in addition, has a lower order that is the
characteristic of functional observers. Authors in [7], utilized
sliding mode observer to estimate derivative of measured
signals in the presence of unmatched disturbances by filtering
discontinuities approximations of the derivatives. Trajectory
tracking controller for robot with flexible joints was presented in [8], based on feedback linearization and extended
state observer, showing robustness in the presence of model
uncertainties. The concept of functional observability and
detectability were introduced in [9], that ascertains the ability
to estimate a given linear function of the state vector using
dynamical observer.
Without any loss of generality, Mariaana et al. [10],
pointed out that there exist at least two major problems that
makes it difficult to automate micromanipulation systems,
namely, the poor understanding of the interaction phenomena
and the difficulty of making measurements at micro scale.
Therefore, the aforementioned state observers are hard to be
implemented for such applications since measurements can
not be made. Many attempts have been conducted to embed
sensors with sophisticated mechatronics systems due to the
dependence of the state observers and control systems on
certain measurements [11], [12].
This work is concerned with exploring alternatives (natural feedback [13], [14]) for the inaccessible state variables
for measurements, or alternatives for the measurements that
add many drawbacks to the control system (limited band
width, noise, non-collocation, complexity, etc). The power
flow along the interconnected physical systems is conceptually considered as a natural feedback from a dynamical
subsystem with inaccessible state variables or outputs. It was
shown in [15]-[17] that the interconnected subsystems are
in feedback, i.e, interactions of the dynamical subsystems
result in an exchange of power through the power ports
of the system.
The remainder of this paper is organized as follows: In
Section II, the concept of natural feedback [13] is introduced
based on the energy-based formalism and the implicit port
Hamiltonian representation. In Section III, the natural feedback is utilized in designing energy-based state observer. In
addition, stability margins (gain and phase margins) of the
energy-based state observer are analyzed. Experimental results are provided in Section IV. Finally, Section V concludes
and provides final remarks and directions for future work.
II. NATURAL FEEDBACK
Considering an n-dimensional dynamical system which
consists of subsystem/plant (P) and subsystem/actuator (A),
both subsystems are interacting through a power-conserving
interconnection. Subsystem P has (n − r) state variables
(xP ∈ Rn−r ) that are not available for measurement,
whereas the remaining (r) state variables (xA ∈ Rr ) of
subsystem (A), are available for measurement. Further, xpi
and xal are the ith and lth state variables of subsystem P and
A, respectively. where i = 1, . . . , n − r, and l = 1, . . . , r.
Dynamics of this system is illustrated in Fig. 1. Although
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Fig. 2. Flow and effort pairs along the power ports of the dynamical system
shown in Fig. 1. This representation indicates the power (information) flow
along the dynamical system. The information flow along the dynamical
system shows that even in the absence of the state variables of subsystem P,
there exist a natural feedback in terms of flow or effort variables which can
be determined from the available states of the subsystem A. Subsystem A
has a single P
input u. P
The mass and spring energy storage elements are
labeled with m and s , respectively. The flow and effort pair at the ith
power port are fi and ei , respectively. The superscripts m and s indicates
the mass and the spring energy storage elements, respectively.

the state variables of the subsystem P are conceptually considered inaccessible, the power exchange along the energy
port between subsystems A and P indicates the flow of
information from subsystem P to subsystem A and vise
versa, in terms of flow or effort variables as shown in Fig. 2.
In order to clarify the energy exchange along the energy
ports between the interconnected subsystems, we represent
the system in its port Hamiltonian form to determine the
interconnection matrix (J(x)), the Hamiltonian energy function (H(x, p)) is given by
H(x, p) =

p21
p2
p2
k1
k2
+ 2 + 3 + ∆x221 + ∆x232 , (1)
2m1 2m2 2m3
2
2

where p is the momentum vector. Further, pk and mk are the
momentum and mass of the kth mass energy storage element
(k = 1, . . . , n = 3), and k1 and k2 are the stiffness of the
first and second spring energy storage element, respectively.
Furthermore, ∆x21 = xa1 − xp1 and ∆x32 = xp2 − xp1 .
The following port Hamiltonian representation encodes the
interconnections between the various elements of the dynamical system:
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where x ∈ Rn is the state variables of the system which
consists of subsystems A and P. Further, u is a scalar input
to subsystem A. It can be shown from (2) that, through
the power-conserving power port between the dynamical
subsystems A and P, energy exchange occurs in terms
of effort and flow variables. In the current system, the
effort is the generalized force, whereas the flow is the
generalized velocity.
The first mass of subsystem A acts on the first spring
energy storage element of the subsystem P with a generalized velocity, the spring by its turn integrates this velocity to determine its own deflection. A generalized force

Fig. 3. Effort-force observer estimating the incident effort-force from the power port between the dynamical subsystems A and P. The dynamical subsystem
P does not have any accessible state variables for measurement, the effort-force (es1 (xA , xP )) is therefore considered as a natural feedback that can
be determined by the effort-force observer based on measurements taken from subsystem A. The estimated natural feedback effort-force (b
es1 (u, xA )) is
injected onto the observer structure (9) to enforce stable estimation error dynamics due toPthe absence
P of the state variables of subsystem P. Subsystem A
has a single input (u). The mass and spring energy storage elements are labeled with
m and
s , respectively. Further, H(x, p) is the Hamiltonian
energy function and ξ is the measurement noise. The effort-force observer depends on the applied input (u) and a single measurement from subsystem
A, i.e., velocity of the first degree-of-freedom (xa
2 ).

is generated by taking the partial derivative of the spring
potential energy with respect to the deflection, this effortforce (natural feedback) is the output of the dynamical
subsystem P which acts as an input on subsystem A. The
mass energy storage element integrates this input force to
determine its own momentum. Its velocity is then determined
by taking the partial derivative of its kinetic energy with
respect to its momentum. The interconnection between the
two dynamical subsystems is in feedback. Therefore, there
exist a natural feedback in terms of effort or flow variables
from the dynamical subsystem P on A. The system we
consider is fairly general since energy storage and dissipation
elements along with gyrators can be used to model any
complex linear or nonlinear systems (only energy storage
elements are analyzed in this work).
It will now be shown that this effort-force can be estimated
through the available variables of subsystem A. In our
dynamical system, the natural feedback is the effort-force
(es1 (xA , xP )). Since this natural feedback effort-force is a
function of time, it can be approximated by a polynomial
with a proper order (z) [18]
dz s
e (t) = 0.
dtz 1

(3)

The natural feedback effort-force can be approximated by
a step function, when the order of the polynomial (3) is,
z = 1, and can be approximated by a ramp function, when
the order of the polynomial is, z = 2, similarly, a parabolic
approximation of the natural feedback effort-force requires
the order of the polynomial to be, z = 3, and so forth.
Using the available variables of subsystem A along with its
nominal model, the calculated natural feedback effort-force
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is given by
eso1 (u, xA ) = u − Pn−1 (xa2 − ξ)
(4)
= (P −1 − Pn−1 )xa2 − es1 (xA , xP ) + Pn−1 ξ,
where, eso1 (u, xA ) and es1 (xA , xP ) are the calculated natural feedback effort-force through the nominal dynamics
of subsystem A, and the actual natural feedback effortforce, respectively. Further, P and P
Pn are the actual and
1
nominal models of subsystem A or m . Furthermore, ξ is
the measurement input noise. Due to presence of differentiator in the inverse dynamics of subsystem A, the natural
feedback effort-force has to be calculated through a low-pass
filter (G(s))
gef f
ebs1 (u, xA ) = G(s)eso1 (u, xA ) =
es (u, xA ), (5)
s + gef f o1
where ebs1 (u, xA ) is the estimated natural feedback effortforce. Further, gef f is the cut-off frequency of the low-pass
filter (G(s)) with first order for simplicity. The low-pass filter
(G(s)) has a bandwidth that is limited by the bandwidth of
the measurement noise, and its order depends on the degree
of the polynomial (3) used to model the natural feedback
effort-force. The effort-force observer is depicted in Fig. 3
which indicates that even in the absence of state variables
or outputs of subsystem P, a natural feedback effort-force
exists and can be calculated from the available variables (u
and xA ) of subsystem A, provided that the interconnection
of these subsystems is power-conserving.
III. ENERGY-BASED STATE OBSERVER
It is essential to note that the exact model of the natural
feedback effort-force depends on the Dirac structure which
represents the power-conserving interconnection between the
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Fig. 4. Stability margins of the energy-based state observer. The gain margin (Gm) and phase margin (Pm) are calculated for the derived transfer functions
between single input (u) and the state estimation errors x
ep1 , x
ep2 , x
ep3 and x
ep4 , respectively. The stability margins are: (a) Gm=23.2 dB and Pm=97.8 deg. (b)
Gm=37.5 dB and Pm=97.8 deg. (c) Gm=28.4 dB and Pm=74.8 deg. (d) Gm=44.0 dB and Pm=97.8 deg. The calculated gain and phase margins indicate
that the energy-based state observer has enough stability margins to tolerate with the parameter deviation and phase lag.

interacting subsystems. This is the central idea in designing
energy-based state observer to estimate the inaccessible state
variables of the subsystem P. System (2) has the following
state space representation
ẋ = Ax + Bu , y = Cx + Du,

(6)

where x = [xA | xP ]T ∈ Rn and y ∈ Rm are the state and
measurement vectors, respectively. A, B, C and D are the
system matrix, distribution vector of the input, observation
column vector and feed forward matrix with the appropriate
dimensions, respectively. In order to decouple the natural
feedback effort-force in the previous representation, it can
be shown that (6) can be represented in the following form:
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where AA ∈ Rr×r and AP ∈ R(n−r)×(n−r) are the system
matrices of the dynamical subsystems with accessible and
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inaccessible state variables, respectively. Further, BA ∈
Rr×1 , Bef f ∈ Rr×1 and BP ∈ R(n−r)×1 are the distribution
vector of the input (u ∈ R1×1 ) and distribution vector of
the scalar natural feedback effort-force (es1 (xA , xP )) on the
actuator and plant with the proper dimensions, respectively.
The function (es1 (xA , xP )) depends on the Dirac structure of
the power-conserving interconnections which is represented
in the interconnection matrix (J(x)) of (2). According to (2),
the natural feedback effort-force is
es1 (xA , xP ) = k1 (xa1 − xp1 ),

(7)

Ideally, the estimated natural feedback effort-force
(b
e(u, xP )) will converge to the actual natural feedback
effort-force (es1 (xA , xP )) in finite time by properly
designing the effort-force observer (5)
ebs1 (u, xA ) 7−→ es1 (xA , xP ).

To be more precise, the estimated natural feedback effortforce is perturbed with the estimation error of the natural feedback effort-force (∆es1 (xA , xP )). According to the

structure of the effort-force observer (5), the perturbation

over the estimated natural feedback effort-force is, 1 −
G(s) ∆es1 (xA , xP ). Therefore


ebs1 (u, xA ) = es1 (xA , xP ) + 1 − G (s) ∆es1 (xA , xP ), (8)
where G(s) can be interpreted as a sensitivity function to the
sensor noise, while (1 − G(s)) is a sensitivity function to the
perturbation over the estimated natural feedback effort-force.
From (8), the estimated natural feedback effort-force will
eventually converge to the actual one. Therefore, we devise
an observer of the following form:


ḃ = Ab
bP ) , (9)
x
x + Bu + M ebs1 (u, xA ) − es1 (xA , x

where M ∈ Rn×1 is the gain vector of the energy-based
state observer (9). Further, ebs1 (u, xA ) is the estimated natural
feedback effort-force based on the available variables of
bP ) is the natural feedback effortsubsystem A, and es1 (xA , x
force based on the Dirac structure of the power-conserving
interconnection of subsystems A and P, calculated by the
estimated states of subsystem P. Based on (8), the estimated
natural feedback effort-force (b
es1 (u, xA )) will converge to
the actual natural feedback effort-force (es1 (xA , xP )). Therefore, the actual force is used in (9). The estimation error
b) can be calculated by subtracting (6) and (9),
(e
x = x−x
this operation yields


ė = Ae
bP )
x
x − M es1 (xA , xP ) − es1 (xA , x
(10)
 p p

p
p 
a
a
xi ) = Ae
x−k1 M x
bi −xi ,
= Ae
x−M k1 (x −xi )−k1 (x −b
where the index i refers to the degree-of-freedom at which
the power-conserving interconnection occurs between subsystems A and P. Therefore, the error dynamics is given by
ė = Ae
x
x + k1 Me
xpi , x
epi = xpi − x
bpi


e,
e = L1 x
· · 0} l1 0 . . . 0 x
x
epi = 0| ·{z
|
{z
}
r

(11)
(12)

n−r

where L1 ∈ R1×n , l1 = 1 with the index (r + i) along the
vector L1 , this definition yields
!

e,
e = A + MZ x
ė = Ae
(13)
x
x + k1 ML1 x
!

The estimation error will vanish if the matrix A + MZ ∈
Rn×n is Hurwitz. The gain vector of the energy-based
state
!

observer (M) has to be selected such that A + MZ is
Hurwitz. This selection can be achieved
by a regular pole
!
placement procedure. If the matrix A + MZ is stable, the
estimation error will converge to zero for any initial error
vector (e(0)), i.e., the states of subsystem P (b
xP (t)) will
converge to (xP (t)), regardless to the initial value of the
bP (0) and xP (0), respectively.
estimated and actual states, x
The previous analysis indicates that the estimation error
dynamics is not trivial, it is rather dependent on the Dirac
structure representation of the interconnection between the
subsystems P and A. Nevertheless, the power-conserving
Dirac structures are limited to few models which can be
easily derived and utilized in designing similar observers and
providing stable error dynamics. It is important to note that
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Fig. 5. Lumped mass-spring system with 4 degrees-of-freedom consisting
of a single input subsystem (linear actuator representing subsystem A) attached via a spring energy storage element to a 3 degrees-of-freedom flexible
system representing subsystem P. The lumped masses of subsystem P are
mounted on almost frictionless linear slides. Subsystem P has inaccessible
state variables for measurement. The position encoders are used to compare
the measured states to the estimated state variables by the energy-based
state observer. Subsystem A is controlled to induce arbitrary excitation into
subsystem P during the estimation of its state variables.

the design of the energy-based state observer depends on at
least one scalar gain, i.e., gef f (first order low-pass filter is
utilized in (5)), and the gain vector (M). Determination of
(gef f ) depends on the bandwidth of the sensor noise (ξ).
It should be large enough to reduce the convergence time
of the estimated natural feedback effort-force, on the one
hand, and must be limited with the bandwidth of the sensor
noise, on the other hand. Upon the desired performance of the
observer, the vector gain (M) can be determined by directly
substituting the desired dominant poles (µ1 , . . . , µn ) of the
energy-based state observer in
!

(14)
|sI − A + MZ | = (s − µ1 ) . . . (s − µn ),
where I is the identity matrix with the proper dimension.
Due to the dependence of the energy-based state observer
on a single measurement from subsystem A along with
assuming that the nominal model of subsystem P is known
beforehand, it is important to analyze the robustness of the
energy-based state observer. Transfer functions between the
estimation error and the input (u) for each state variable
are derived to determine the stability margins of the energybased state observer as shown in Fig. 4, where x
epi represents
the estimation error of the ith state variable of subsystem P.
It can be shown from Fig. 4 that the stability margins are
large enough which allow the energy-based state observer to
tolerate with deviations over the nominal parameters of (5)
and (9). In addition, the phase margins provide the system
with enough stability margin to tolerate with the phase lag
induced by the energy-based state observer.
IV. EXPERIMENTAL RESULTS
In order to experimentally examine the validity of the
proposed energy-based state observer, experiments are con-
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Fig. 6. State estimation experimental results of the state variables of subsystem/plant P. The black line represents the measured states, whereas the red
dashed lines represent the estimated states by the effort-based state observer. The observer depends on the availability of the state variables (velocity) and
applied input of the subsystem A (Actuator) while keeping subsystem P free from any measurement (measurements are only taken to demonstrate the
validity of the observer). Injecting the natural feedback effort-force onto the energy-based state observer structure allows for enforcing stable estimation
error dynamics even in the absence of the state variable of the subsystem P. Subsystem A is controlled to induce an arbitrary excitation into subsystem P
to excite its state variables. The attached optical encoder to the system and the energy-based state observer provide measurements and estimations of the
states of the first and second masses of subsystem P, respectively.

ducted on a flexible dynamical system with four degreesof-freedom. The dynamical system shown in Fig. 1 and
Fig. 5 represent the essence of many important dynamical
systems, as complex nonlinear systems can be modeled
by decomposing them into simpler subsystems that, upon
interconnection add up their energies to determine the full
behavior of the system. As shown in Fig. 5, the subsystem A with accessible state variables is considered to be
a linear DC servomotor (FAULHABER, LM 1247 06001, Germany). This subsystem is connected via an elastic
energy storage element with a flexible system with three
degrees-of-freedom. Each degree-of-freedom is mounted on
an almost frictionless linear slide (SCHNEEBERGER, ND
1-55.18, Germany). The state variables of this subsystem
are conceptually considered inaccessible for measurement.
In other words, we attempt to estimate its dynamical state
variables without measurements. However, precise optical
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encoders are attached to each degree-of-freedom to compare
the estimated states with the actual measurements. Each
degree-of-freedom is equipped with an optical incremental linear encoder (RENISHAW, RGH26R05N00A, United
Kingdom) with a resolution of 0.5 µm. The linear DC servomotor (subsystem A) is controlled via a dSPACE controller
board (dSPACE, DS1103 PPC Controller Board, Germany)
to excite the states of the dynamical system during the
estimation experiment. A single measurement is only taken
from the Linear DC servomotor, i.e., velocity (position is
measured and velocity is calculated through a first order lowpass filter with cut-off frequency of 600 rad/s), which is used
along with the applied input to calculate the natural feedback
effort-force of subsystem P by the effort-force observer (5).
The estimated natural feedback effort-force is then injected
onto the energy-based state observer (9) to provide estimates
of the dynamical state variables of subsystem P. Fig. 6 illus-

trates the results of the state variables estimation experiment
by the energy-based state observer (9). Figs. 6(a) and (c)
show the estimated position and velocity of the first degreeof-freedom of subsystem P versus their measured values,
whereas Figs. 6(b) and (d) illustrate the position and velocity
of the second degree-of-freedom of subsystem P versus their
measured values. Experimentally, the effort-force observer
is designed to meet two criterions, namely fast convergence
of the estimated states and attenuation of the measurement
noise of the sensor attached to the subsystem A. Cut-off
frequency of, gef f = 628 rad/s almost allows for achieving
the aforementioned criterions. The gain vector of the energybased state
 observer utilized throughout our experimental

work is 17.96 2.01 12.45 −0.08 0.84 −0.15 −10.38 3.65 .
As shown in Fig. 6, the state estimation results of the
first four state variables (the position and velocity of the first
and second masses of subsystem P) are indeed stable. These
results indicate that even in the absence of state variables and
outputs of a subsystem, a natural feedback can be estimated
upon the power-conserving interconnection with another subsystem with accessible state variables. The natural feedback
can be utilized in designing an energy-based state observer
by injecting the natural feedback onto its structure to enforce
stable asymptotic estimation error dynamics.
It is worth noting that the energy-based state observer
consists of two observers in cascade, i.e., (5) and (9).
Each induces certain amount of phase lag into the system.
Therefore, the phase margin of this observer is crucial. Fig. 4
indicates that the phase margins of the observer based system
are satisfactory, however this issue has to be considered
during the design of the energy-based state observer through
the design of the effort-force observer (5) and the selection
of the gain vector of (9).
V. CONCLUSIONS AND FUTURE WORK
This work addresses the state estimation problem of the
state variables of dynamical subsystems with inaccessible
state variables. The power-conserving interconnections between these subsystems and other subsystems with accessible
state variables allows for providing natural feedback in
terms of flow or effort variables. This natural feedback
can be considered as an alternative to the inaccessible state
variables and can be further used in the design of the energybased state observer. The energy-based state estimation formalism allows for categorizing state observers into effortbased and flow-based state observers. Availability of either
the effort or the flow variables allows for realizing stable
state estimation for a class of dynamical subsystems with
inaccessible/unknown state variables.
Stability margins of the proposed energy-based state observer are studied to show the tolerance with the parameter
deviation and the induced phase lag. Convergence stability of
the state estimation is analyzed and investigated experimentally using a frictionless lumped mass-spring system with
four degrees-of-freedom.
Future work in this field should be extended to investigate
the design of energy-based state observer for systems with
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non-linear dynamics. While the analysis and experiments
presented in this work consider systems with linear dynamics, the energy-based state estimation formalism could be
used to estimate the state variables of systems with non-linear
dynamics. In addition, the energy-based state estimation formalism will be utilized in designing motion control systems
for applications in which utilization of sensors is impractical.
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